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 Access all your files from anywhere

 Simplified file sharing

 Easy setup does not require drivers

 Access all your files from anywhere

 Protect data by restricting access

 Built-in print server to print files from anywhere

 Expand storage by adding a USB hard drive

 Two or more VOX MN1 can be used

 Space-saving compact and aesthetic design

SPECIFICATIONS

LAN Interface

Internal Hard Drives

Interface

Standard Compliance............IEEE802.3ab/IEEE802.3/IEEE802.3u 

                                                  Standard (1000 BASE-T/100 BASE-TX

                                                  /10 BASE-T)

Data Transfer Rates.................10/100/1000 Mbps

Connector Type......................RJ-45

Number of Ports......................1

Number of Drives....................1

Drive Interface.........................PATA

Hard Drive Sizes.......................500 GB            700 GB           750 GB

Rotational Speed.....................7200 RPM

Standard Compliance............USB 2.0/IEE 13894

Connector Type.......................USB Series A/IEEE 1394a

Number of Ports ......................3

Data Transfer Rates................. Max: 480 Mbps (High Speed Mode)

Protocol Support

Others

Networking ................................TCP/IP

File Sharing.................................SMB, FTP, DLNA

Directory Integration.................N/A (See LinkStation Pro)

Management.............................HTTP

Time Synchronization................NTP

Dimensions (WXHXD in.)...........2.4 x 6.94 x 7.4

Weight (lbs)................................4.05

Power Consumption (Watts).....Average 17 W  (With no USB 

                                                     devices connected)

Operating Environment 

(Fahrenheit)................................41°-95°

Setup Utility OS Support.............Windows® 98 SE and later, 

                                                     MAC OS 10.3 and later

cLient OS Support ......................Windows® XP, Windows® 2000, 

                                                     Windows® Me, Windows® NT 4.0, 

                                                     Windows® 98 SE, Mac OS 8.6 or 

                                                     later, Linux (SMB)

Power Supply............................. Internal AC 100 V 50/60 Hz
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