THE ELECTRICAL CONTRACTOR SHALL:

1. Verify all dimensions on the job and will be held responsible for
fitting his work to the building.

2. Co-ordinate with other contractors on the job for proper
placement of all lighting fixtures, panels, pullboxes and other
itfems related to the Electrical Installation.

3. Install all conduit, trunking, fittings etc. to avoid other building
services or other obstructions at no extra cost.

4.  Mark out all openings required for proper installation of conduits,
boxes and enclosures in walls, beams or floor slab - said
openings are to be cut or left out by the Main Confractor.

5. Read this drawing in conjunction with the relevant Architectural
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beam:s, floor-slab etc.
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6. Ensure that all materials to be installed and work to be done
meets the minimum requirements of the TRINIDAD & TOBAGO
Wiring Code (latest edition).
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Generally, Trunking rises vertically from each Panelboard.

FLEXIBLE ROOM#1

Cables are run off wall and soffit mounted cable trays and /or
frunking to electrical devices (light fixtures, switches, receptacles) via

full conduit recessed in walls and / or surface-mounted on walls and
soffit.
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m—  — P 50A One - way switch with pilot light commercial grade
- ﬁv T 2P 120-277V, 20AMP rating c/w pvc cover.

~ @ Mounting Height: 1450mm AFF (to center off utility
N MC.24.26 box) unless otherwise stated.
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\ “ PRINCIPAL'S ﬁv 125V, 15A 3-Pin  NEMA 5-15R, u-GND Duplex

convenience receptacle ivory colour, commercial
grade cover plate: 50mmx100mm, steel, unless
otherwise stated.

Mounting: Flush unless otherwise stated.

50A Mounting Height: 450mm AFF from fop of box
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W Subscript "W" denotes use of weatherproof snap-on
cover
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H Subscript "H" denotes receptacle is mounted at
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VT Single RJ-45,CAT 6 Telephone Receptacle Point
(provide 50mm x 100mm utility box, RJ45 jack &
steel cover plate)

Mounting: Flush, unless otherwise stated
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D w:.@“,m RJ-45,CAT 6 Computer Data Receptacle
oin
(provide 50mm x 100mm utility box, RJ 45 jack &
steel cover plate)
Mounting: Flush, unless otherwise stated
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CVv For Telephone & Data Receptacle Points, Mounting
Height = 450mm A.F.F. unless otherwise stated
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// YWD Single RJ45 Data REceptacle Point for woreless
// access point (provide 50mmx100mm utility box,
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N GC.2 Mounting: Flush unless otherwise stated.
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\ h RJ45 jack and PVC cover plate)
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type.

\ I \ H - No. of Poles (_P) as indicated
2

_ W @) 100mm x 100mm Junction Box with single device
cover
GC,10 Mounting Height: 1450mm, unless otherwise stated.
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| 'VDR] v Voice/Data Rack housing Data Switches and
Wireless PoE Switches.

Rack Type (_U) as indicated.

Refer to ELV Schematics for No. of Ports.
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Cl] F-Connector (female) Cable Receptacle Point
(provide 50mmx100mm utility box and blank PVC
cover)

Mounting Height: 450mm unless otherwise stated.
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WAP Wall Mounted 2.4GHZ Wireless Data Access Point,
UNFI UAP Series or equal approved.

@ Ceiling Mounted 2.4GHZ Wireless Data Access Point.
UNIFI UAD Series or equal approved
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