Fennec WM CAB Installer Speed Test

Prerequisites
Hardware
· i-mate JAMin/Qtek S200 (WM 6, TI OMAP850 195MHz, 64MB RAM)
· Asus P750 (WM 6.1, XScale PXA270 520MHz, 64MB RAM)
Files
· Content of …\objdir-wm6-rel-vs8\mobile\dist\fennec folder: 179 files in 25 folders, total size: 26,417,500 bytes.

· fennec-1.0a2.en-US.wince-arm.zip - zipped content of the same folder, size: 9,945,540 bytes.

CAB Installer
· fennec-1.0a2.en-US.wince-arm.cab, compressed version, size: 9,864,753 bytes

· fennec.cab, uncompressed version, size: 27,424,866 bytes
Additional Software

· Total Commander/CE v.2.51 was used to copy and extract files from the ZIP.
Each test was done after a soft reset to make sure the device has the most memory available, and no background processes are running.

Time measurements
	Action


	i-mate JAMin
	Asus P750

	Installation from a storage card using compressed CAB *
	12 sec + 2 min 15 sec
	10 sec + 1 min 13 sec

	Installation from a storage card using uncompressed CAB *
	30 sec + 2 min 12 sec
	22 sec + 1 min 12 sec

	Extract all the files from a ZIP archive on a storage card
	1 min 35 sec
	24 sec

	Copy all the files from a storage card
	1 min 15 sec
	21 sec

	Copy all the files from internal storage
	1 min 15 sec
	18 sec

	Copy all the files from a storage card as just one archive
	1 min 7 sec
	15 sec


* - the installer runs in two stages: first it checks the CAB, then shows a dialog asking about the destination (device memory or storage card), then when the user presses Install, it continues.
