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55" LED SCREEN MOUNTED ONTO THE FINISHED WALL TREATMENT AND
ATTACHED DIRECTLY TO WALL STUDS.

— LED SCREEN W/MOUNT = 75 LBS

— LED SCREEN DIMENSIONS: 28.6°H x 49.4"W x 1.7°D

— LED MOUNT DIMENSIONS: 16.5°H x 34.34”W x 1.96”D

— LED SCREEN & WALL MOUNT PROVIDED & INSTALLED BY [A.V.C.]

HIGH DEFINITION VIDEO CAMERA MOUNTED WITHIN IN-WALL CAMERA
BOX.

— CAMERA BOX DIMENSIONS: 9.23"H X 14.70"W X 3.94°D
— CAMERA BOX PROVIDED BY [A.V.C.] & INSTALLED BY [G.C.]
— CAMERA PROVIDED & INSTALLED BY [A.V.C.]

iPAD IN-WALL DOCKING STATION MOUNTED FLUSH WITH THE FINISHED
WALL TREATMENT.

— DIMENSIONS: 9.54°H x 11.29"W x 2.75°D
— DOCKING STATION PROVIDED & INSTALLED BY [A.V.C.]

SUFACE MOUNTABLE ENCLOSURE FOR AV, DATA, AC POWER
CONNECTIVITY MOUNTED SEMI-FLUSH WITH TABLE.

— MFR/MODEL: EXTRON Inc. 'CABLE CUBBY 600°

DIMENSIONS: 6.41”H x 6.96"W x 6.96"D
COLOR: BLACK

ENCLOSURE PROVIDED AND INSTALLED BY [A.V.C.]

CUTOUT TO FACILITATE ENCLOSURE BY [MILLWORK CONTRACTOR]
TYPICAL OF 2
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6.5" COAXIAL, 70V CEILING LOUDSPEAKER MOUNTED SEM-FLUSH
WITH THE FINISHED CEILING TREATMENT.

— DIMENSIONS: 10.90"H x 11.02°D

COLOR: WHITE

LOUDSPEAKER ASSEMBLY PROVIDED & INSTALLED BY [A.V.C.]
BRACING & SUPPORT WIRE TO THE CEILING DECK ABOVE PROVIDED
& INSTALLED BY [A.V.C.]

TYPICAL OF 4
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CEILING MOUNTED MICROPOHONE

— HANGING HEIGHT: TBD

COLOR: WHITE

CEILING MICROPHONE PROVIDED & INSTALLED BY [A.V.C.]

EXACT LOCATION OF CEILING MICROPHONES TO BE COORDINATED
WITH CONFERENCE TABLE LAYOUT.

TYPICAL OF ©

I

AV ELECTRICAL LEGEND:

ELECTRICAL DRAWINGS ONLY

FEEE B & @ E

AT LED SCREEN: PROVIDE [2] 1" C. TO STUB-OUT POINT ABOVE THE
FINISHED ACCESIBLE CEILING, DIRECTLY ABOVE.

AT VIDEO CAMERA: PROVIDE [f] 1" C. TO STUB-OUT POINT ABOVE
THE FINISHED ACCESIBLE CEILING, DIRECTLY ABOVE.

AT iPAD DOCKING STATION: PROVIDE [1] 17 C. ABOVE IPAD DOCKING

STATION TO STUB-OUT POINT ABOVE THE FINISHED ACCESSIBLE CEILING,

DIRECTY ABOVE.

AT CONFERENCE TABLE: PROVIDE [2] 1-1/4" CONDUITS TO STUB-OUT

POINT ABOVE THE FINISHED ACCESIBLE CEILING.

AT CONFERENCE TABLE: [1] 120V [15 AMP] DEDICATED QUAD 4-PLEX
OUTLET MOUNTED WITHIN CONFERENCE TABLE LEG.

FREE RUN PLENUM AUDIO CABLE BETWEEN ALL °S’ [CEILING LOUDSPEAKERS]

FREE RUN PLENUM AUDIO CABLE FROM "M’ [CEILING MICROPHONE]

PROVIDE [2] 2" CONDUITS BETWEEN THE FINISHED ACCESSIBLE CEILING
AND T ROOM.
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