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System BIOS

System BIOS Settings « Miscellaneous Settings

System Time 10:53:26 PM

System Date 10/23/2017

Asset Tag

Keyboard NumLock ®0n O Off

F1/F2 Prompt on Error @ Enabled © Disabled
Load Legacy Video Option ROM © Enabled @ Disabled

In-System Characterization © Enabled © Disabled @ Enabled - No Reboot
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| System Setup
Device Settings

Integrated RAID Controller 1: Dell PERC <PERC H330 Mini> Configuration Utility

Integrated NIC 1Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4:ET:0F:EA:5A:A1

Integrated NIC 1Port 2: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - BAET.0F:EA:5A:A4

Integrated NIC 2 Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4:E1:.0F:EA:5B:09

Integrated NIC 2 Port 2: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4:E1.0F:EA:5B:0C
NIC in Mezzanine 2B Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 -
B4:ET.0F:EA:SA:AS

NIC in Mezzanine 2B Port 2: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 -
B4:ETOF:EASAIAS

NIC in Mezzanine 4B Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 -
B4:E1:0F:EA:5B:0D

NIC in Mezzanine 4B Port 2: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 -
B4:ET.0F:EA:5B:10

o Manage RAID Controller Configurations.
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NIC in Mezzanine 2B Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4.E10F.EA:5A:A5

Main Configuration Page * Firmware Image Properties

Main Configuration Page > Firmware Image Properties

Qlogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4ETOF.EABA:AS

Family Firmware Version 08.07.26
Controller BIOS Version 7.13.54
MBA 7.14.2
EFI Version 1147
ISCSI Boot 7124
L2FW 7.12.25
FCoE Boot 712.4

CCM 7142
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NIC in Mezzanine 2B Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4.E1.0F:.EA:5A:A5

Main Configuration Page * Device Level Configuration

Main Configuration Page > Device Level Configuration

Virtualization Mode |SR-IOV j
Number of VFs per PF 8
Max PF MSI-X Vectors 17

UEFI Boot Mode @ UNDI
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| NIC in Mezzanine 2B Port 1: QLogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4.E1.0F:.EA:5A:A5

Main Configuration Page + NIC Configuration

Main Configuration Page > NIC Configuration

Qlogic 577xx/578xx 10 Gb Ethernet BCM57810 - B4ETOF.EABA:AS

Legacy Boot Protocol
Boot Strap Type

Hide Setup Prompt
Setup Key Stroke
Banner Message Timeout
Link Speed

Wake OnLAN

Virtual LAN Mode

Virtual LAN ID

Boot Retry Count

None K
Auto Detect K
@ Disabled © Enabled

@®Ctrl-S o Ctrl-B

5

@ Auto Negotiated

@® Disabled © Enabled
@® Disabled © Enabled

No Retry
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System BIOS

System BIOS Settings « System Information

System Model Name

System BIOS Version

System Management Engine Version
System Service Tag

System Manufacturer

System Manufacturer Contact Information
System CPLD Version

UEFI Compliance Version

PowerEdge M830
242

3.1.3.38
4CGXDB2

DellInc.
www.dell.com
1.0.2

2.4
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System BIOS

System BIOS Settings « Processor Settings

Logical Processor - - @® Enabled © Disabled
QP Speed [Maximum datarate
Alternate RTID (Requestor Transaction ID) Setting © Enabled @ Disabled
Virtualization Technology @ Enabled © Disabled
Address Translation Services (ATS) e @Enabled  © Disabled
Adjacent Cache Line Prefetch @Enabled O Disabled
Hardware Prefetcher @ Enabled © Disabled
DCU Streamer Prefetcher @® Enabled © Disabled
DCU IP Prefetcher @® Enabled O Disabled
Logical Processor Idling © Enabled @ Disabled
Configurable TDP @ Nominal O Level1

X2Apic Mode - o ~ O Enabled @ Disabled
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I System BIOS

System BIOS Settings « SATA Settings
Embedded SATA e [AHCIMOG
SecunitylRreezellloct e I @ Enabled e IDisabled
Write Cache OEnabled @ Disabled
Port A @ Auto
Model Unknown
Drive Type Unknown Device
Capacity N/A
PortB @ Auto
Model wxm mxm -+ Unknown
Drive Type Unknown Device
Capacity N/A
Port C @ Auto
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. System BIOS

System BIOS Settings « Boot Settings

Boot Mode ®BIOS O UEFI
Boot Sequence Retry @Enabled O Disabled
Hard-Disk Failover © Enabled @ Disabled

BIOS Boot Settings
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| System BIOS

System BIOS Settings « Integrated Devices

USB 3.0 Setting

User Accessible USB Ports
Internal USB Port

Integrated RAID Controller
Integrated Network Card 1
Integrated Network Card 2
I/OAT DMA Engine

1/0 Non-Posted Prefetch

110 Snoop HoldOff Response
Embedded Video Controller
Current State of Embedded Video Controller
SR-IOV Global Enable

@® Disabled © Enabled

@ All Ports On O All Ports Off
@®On O Off

@® Enabled © Disabled

@ Enabled © Disabled (0S)
@ Enabled © Disabled (0S)
O Enabled @ Disabled

@® Enabled © Disabled

256 Cycles

@ Enabled © Disabled
Enabled

@® Enabled © Disabled
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System BIOS

System BIOS Settings « System Profile Settings

System Profile

CPU Power Manag
emory Frequency
urbo Boost

Energy Efficient Turbo

CE

Performance

@ Maximum Performance
@ Maximum Performance
® Enabled

@D
@® Maximum
@ Performanc




