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Installation Dimensions
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LAS2
LAS3
LAS4

Code of
series
2: 12mm
3: 10mm
4: 8mm

Operat ion Type :D pilot lampZ alte rn ate typeNo le tte rmeans momen tary.

LampVo ltage(P leasecheckthelamprat ing)

Color:R redG greenY yellowO orangeB b lueW whiteN black

The fron tshape:Y r undF s uareJ rectangular
oq

ContactStructure:11 1NO1NC22 2NO2NC

Note: there is 22(2NO2NC)contact structure for you choice

" ! # $ %

Switch Ratings
Thermal Current Ith
Rated Voltage
Direct Current

P.F=1
P.F=0.7

Al tern ati ng
Cu rren t

24V
1A

125V(110V)
0.2A
1A
0.7A

250V(220V)
0.1 A
0.5A
0.5A

3A

Specifications

Be tween con tact andlamp terminalsBetween te rminal s ofthe same poleBetween te rminal s ofdiffe ren t po le

Life Mechanical
Electrical

Operating Temperature
Operating Humidity

Contact Resistance
Insulation Resis tance

Contact Material

Operating Travel
Solder Heat Resistance

-25~ +55(
45~85%RH

*50m+
'100M+
1500V AC
1000V AC
2000V AC
(Pushbuttons)About 3mm
230((no more than 3 second)
Momentary type:200,000 times,Alternate type:100,000 times
'50,000 times

-silver-silver al loy-gold-clad silver, cladingthickness is 3 m)

Lamp Type
R a t e d
Voltage
Cove r Color
Life

AC LED Lamp (Standard) Neon Lamp
AC/DC6V AC/DC12V AC/DC24V AC110V AC220V

About 40,000 hours About 20,000 hours

AC/DC110V AC/DC220V

Note: the lamp contains a current-lim iting resisto r inside and doesn'tneed external connection. DC LED lamp, dual-color LED lamp andother voltages can be customized.
LAS2 LAS3,LAS4

(TOP) (TOP)

+Lamp Terminal

-Lamp Term inal -Lamp Terminal +Lamp Termina l

Implication of Type

LAS2(3,4) SeriesPushbutton Switches

LAS2(3,4) Series Pushbutton Switches

CircuitLamp Ratings
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Shape ContactOperation Type RemarksType Number

%12mm

%10mm

%8mm

%8mm

%8mm

%10mm

%10mm

%12mm

%12mm

Pilot Lamp
Momentary
Alternate

,

SPDT
SPDT
,

SPDT
SPDT
,

SPDT
SPDT

LAS3Y-D/ /!
LAS3Y-11/ /!
LAS3Y-11Z/ /!
LAS3F-D/ /!
LAS3F-11/ /!
LAS3F-11Z/ /!
LAS3J-D/ /!
LAS3J-11/ /!
LAS3J-11Z/ /!

Pilot Lamp
Momentary
Alternate
Pilot Lamp
Momentary
Alternate
Pilot Lamp
Momentary
Alternate

,

SPDT
SPDT
,

SPDT
SPDT
,

SPDT
SPDT

LAS4Y-D/ /!
LAS4Y-11/ /!
LAS4Y-11Z/ /!
LAS4F-D/ /!
LAS4F-11/ /!
LAS4F-11Z/ /!
LAS4J-D/ /!
LAS4J-11/ /!
LAS4J-11Z/ /!

Pilot Lamp
Momentary
Alternate
Pilot Lamp
Momentary
Alternate

Pilot Lamp
Momentary
Alternate

,

SPDT
DPDT
SPDT
DPDT
,

SPDT
DPDT
SPDT
DPDT
,

SPDT
DPDT
SPDT
DPDT

LAS2Y-D/ /!/"
LAS2Y-11/ /!/"
LAS2Y-22/ /!/"
LAS2Y-11Z/ /!/"
LAS2Y-22Z/ /!/"
LAS2F-D/ /!/"
LAS2F-11/ /!/"
LAS2F-22/ /!/"
LAS2F-11Z/ /!/"
LAS2F-22Z/ /!/"
LAS2J-D/ /!/"
LAS2J-11/ /!/"
LAS2J-22/ /!/"
LAS2J-11Z/ /!/"
LAS2J-22Z/ /!/"

Pilot Lamp
Momentary
Alternate
Pilot Lamp
Momentary
Alternate

The black cover can't be
used with the illuminated
pushbuttons.

The black cover can't be
used with the illuminatedpushbuttons.

The black cover can't be
used with the illuminatedpushbuttons.
Having the DPDT for you choice
Protective Degree:
IP40,IP67IP67 should be insta lled
with the seal cover.

Product Cutline
Round(can be illuminated)

Square(can be illuminated)

Rectangular(can be illuminated)

Round(can be illuminated)

Square(can be illuminated)

Rectangular(can be illuminated)

Round(can be illuminated)

Square(can be illuminated)

Rectangular(can be illuminated)

LAS2(3,4) SeriesPushbutton Switches


