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2.5"

Lemo connectors for power
and bias.

Data connectors
SAMTEC Part#:
Part# FTSH-125-01-L-DV-EK-K
w/ Ejector Latches

Plane Type LED
indicators:
3 “on” = preFPIX2
2 “on” = FPIX0
1 “on” = FPIX1 Power and bias

connector (30 pin)
3M Part# 3440-6002
w/ Ejector Latches

Feedthrough board for single FPIX plane
B. Hall 09/23/02
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LEMO B LEMO C LEMO D LEMO E

LEMO F LEMO G LEMO H LEMO J LEMO K

LEMO L LEMO M LEMO N LEMO P LEMO R

Jumpers above LEMOs enable LEDs
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BCO Clock
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Test Beam 2002 Pixel Plane
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Power &
Bias Cable
Test Points
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GR Bias
GND
AIN

RT1-2
V4.5A
V4.5A
V4.5A
V4.5A
V4.5D
V4.5D
V4.5D
V4.5D
N/C
N/C
N/C

INJ_IN
GND
IVBBP
IVFB
VTH3
VTH2
VTH1
VTH0

VDDDF
VDDAF

N/C
N/C
N/C
N/C
N/C

Vddd
Vdda

VddPROT
Vb
Va

INJ_IN
VTH7
Vff

VdiffB
Vbbn
Vbbp
Vfb2
Vref

Vbbp2
Vth

All odd numbered test point are GND
accept for 7 which is RT1-1 for FPIX0

1

1/8” Diam Mounting
Holes

Test Points for BCO
Clock Phase Alignment

MDR Connector
3M Part# 10250-6012VC LEMO A ->

LEMO J ->

1 “on” = FPIX1
2 “on” = FPIX0
3 “on” = preFPIX2

Plane Type

LED power ->

Board #:
Feed-through Board

Mod Rev:

Exposed copper
GND plane

0.25"

FPIX0
RT

1 2

Thermister measurement
post and pads for PFIX0


