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Long term instability growth of radiatively driven thin planar shells *
R. J. Mason,†,a) D. E. Hollowell, G. T. Schappert, and S. H. Batha
Los Alamos National Laboratory, Los Alamos, New Mexico 87545

~Received 24 October 2000; accepted 21 December 2000!

The Rayleigh–Taylor instability of radiatively driven thin copper foils is studied under pure
ablation, as well as with beryllium buffers to provide additional pressure drive, in support of the
target design for Inertial Confinement Fusion. Modeling was done with theRAGE adaptive mesh
refinement code@R. M. Baltrusaitis, M. L. Gittings, R. P. Weaver, R. F. Benjamin, and J. M.
Budzinski, Phys. Fluids8, 2471~1996!# of experiments done on the OMEGA@T. R. Boehly, D. L.
Brown, R. S. Craxtonet al., Opt. Commun.133, 495~1997!# laser. The copper foils were typically
11.5 mm thick with 0.45mm amplitude and 45mm wavelength cosine surface perturbations. The
beryllium layer was 5mm thick. The drive was a ‘‘PS26’’-like@J. D. Lindl, Phys. Plasmas2, 3933
~1995!# laser pulse delivering peak 160–185 eV radiation temperatures. Good agreement between
experiment and simulation has been obtained out to 4.5 ns. Mechanisms for late time agreement are
discussed. ©2001 American Institute of Physics.@DOI: 10.1063/1.1354150#
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I. INTRODUCTION

Whenever a lower-density fluid is made to push on
higher-density fluid, there is a growth of perturbations on
surface at the density interface due to Rayleigh–Tay
~R–T! instability.1,2 The radiation in laser-driven hohlraum
can be used to drive such an instability.3 With currently
available laser energies, typically 20 kJ, this instability,
the high-density interfaces provided by metals in air, c
only be studied in the motion of thin foils. Radiative ablatio
drives low-density ejected gas that accelerates such foi4,5

In recent years such ablative Rayleigh–Taylor instability h
been sedulously scrutinized for an Inertial Confinement
sion ~ICF! application.6,7 Low-density plastic foam
buffers8–10 have been shown to stabilize the imprinting
laser perturbations on irradiation foils, which can be mo
beneficial than their material pressure enhancement of
RT instability of perturbations already in the foil.

Conversely here, we are interested in destabilizing
fects from theadditional pushthat can come from the pres
ence of a lower-density buffer layer11 on the drive side of the
foils abutting the initial surface perturbations. Such lay
have been included as beryllium ablators12 in ICF capsule
designs that ignite in one-dimensional calculations. He
however, the extra material pressure from such buffer
shown to increase the acceleration of foils, and hasten t
breakup from R–T instability. We seek to characterize su
a breakup, both for its ICF implications and for its use
validating computer models that guide ICF design. We h
conducted experiments at the Lawrence Livermore Natio
Laboratory on NOVA,13 but principally on the OMEGA14

laser at the Laboratory for Laser Energetics~LLE! in Roch-
ester. Both sets of experiments displayed this increased
stability. Detailed modeling withLASNEX15 and with Los

*Paper GI3 6, Bull. Am. Phys. Soc.45, 123 ~2000!.
†Invited speaker.
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Alamos National Laboratory’sRAGE16 adaptive mesh refine
ment ~AMR! code has elucidated these results.

Our experiments have focused on planar shell targ
that are substantially thinner than the perturbation wa
length. We have studied the contrasting dynamics obtai
with just simple ablative drive, and then with the addition
material pressure drive. We anticipated and observed gre
foil acceleration, and faster Rayleigh–Taylor~R–T! growth
with the extra material pressure. We have focused on higZ
shells to see R–T effects associated with high density in
hydrodynamics and high opacity in the radiation transpo
Available laser energy limited us to copper.

In what follows, we first describe the laser targets us
and the experiments measuring target instability. We disc
one-dimensional simulations that show advancing radia
profiles and the resultant driven dynamics of thin copp
foils. We next examine the effects of a thin beryllium buff
layer that is used to filter the radiative drive. We then sh
that the net drive is calculated to increase when this la
abuts the foils. We discuss the two-dimensional calculati
used to track R–T instability growth. Electron thermal co
ductivity is found to provide important density profil
smoothing. Mesh refinement tracks the evolving density
tails. Finally, in comparing the experiment and the simu
tion, we find generally good agreement during an early n
linear regime, during which R–T spikes grow to;20 times
the initial disturbance amplitude. We conclude with a surv
of various adjustments that can be applied to the simulati
to produce a good match to our experimental data at l
times.

II. EXPERIMENTAL BACKGROUND

Our experiment compared two types of targets. One w
filtered and buffered by a beryllium layer, while the oth
was only filtered. Figure 1 shows schematics of our two t
get classes. We used 5mm of beryllium in each case to
provide a constant filtering of the radiation reaching the c
8 © 2001 American Institute of Physics
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per. For the pure ablative drive the beryllium was set as a
slab spaced 200mm beyond the 11.5mm copper foil. For the
pressure drive the beryllium was contoured onto the p
turbed surface of our foils and was in close contact. For
present studies the initial perturbation of the copper surfa
was a single mode, 0.45mm in amplitude with a 45mm
wavelength.

At LLE, 45 beams of the OMEGA laser irradiated 1
mm radius tetrahedral hohlraums. Each beam typically de
ered 400 J of 3v, 0.35 mm light for a total of 18 kJ in a
‘‘PS26’’ pulse. This produced a peak radiation temperat
of ;170 eV in the hohlraum, as measured by the Da
diagnostic. Twelve additional beams delivering up to 4.4
were reserved for driving the backlighter for face-on radio
raphy. These beams impinged on a 0.5 mil iron disk prod
ing the 6.7 keV Fe Hea line radiation for imaging the targe
with an XRFC~x-ray framing camera! looking normal to the
target, as shown in Fig. 2. The backlighter beams were t
staggered in two groups to radiograph the package during
period of interest. The high x-ray energy was needed
penetrating the copper target and was known to be relia
achievable. Ultimately, we found that a higher energy wo
have been advantageous. In all cases, the copper foil in
R–T packages was positioned with spacers 200mm from the
opening in the hohlraum wall, and viewed the interior of t
hohlraum through a small slot. The XRFC camera records
pinhole images, four on each of its four strips. The timing
the individual strips is also staggered to follow the tempo

FIG. 1. Buffered and filtered~top!, and bare filtered targets.

FIG. 2. Schematic of OMEGA experiment.
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development of the package. Because of the backlig
pulse-length considerations this period is typically 1.5–
ns. The image timing separation on a given strip cannot
controlled and is typically about 60 ps. A typical radiogra
image from a strip is shown in Fig. 3. One sees at least n
45 mm cycles of the growth from the initial 0.45mm ampli-
tude sinusoidal perturbation.

The analysis of such images proceeds as follows. T
image is digitized. A multiline lineout transverse to the co
rugations records the signal on the backlighter profile.
multiline lineout along the corrugation direction records t
noise, which shows no three-dimensional~3-D! deviations,
i.e., none of the transverse periodicity. The signal is dec
volved with the MTF~Modulation Transfer Function! of the
imaging system,17,18 using the measured noise with a sta
dard Wiener filter technique.19 Then the backlighter spatia
profile is removed by smoothing the logarithm of the deco
volved lineout over the period of the fundamental corrug
tion. This leaves the log of the backlighter profile, which c
then be subtracted out, resulting in the perturbation gro
pattern impressed on the backlighter profile. Since this p
tern reflects the transmission through the copper struct
the logarithm represents the effective depth of copper p
etrated by the x rays. Now Fourier analysis can be used
obtain the growth of the initial sinusoidal perturbation a
subsequent harmonics in terms of the copper opacity i
grated through the package. The material does not get
enough to affect significantly the copper opacity for 6.7 ke
x rays. Hence, theequivalent cold copper amplitudesof the
perturbations are obtained by dividing by the cold copp
opacity and density~80 cm2/g at 6.7 keV, and 8.93 g/cm3,
respectively!.

Even after this procedure the data is still fairly nois
Since we have several shots~4 bare but filtered, and 3 buff
ered!, we can bin the data from different shots into 200
time bins and average~bin-averaged!, or average over the

FIG. 3. The x-ray backlighter image and corresponding exposure of
growing perturbations. Fine structure is evident in the spike peaks.
IP license or copyright, see http://ojps.aip.org/pop/popcr.jsp
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FIG. 4. ~a! Laser pulse shape;~b! resultant radiative
drive history;~c! LASNEX andRAGE input radiation tem-
perature history.
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images on an XRFC strip~strip-averaged!. In either case,
little growth occurs during a 200 ps interval. Typical exp
sures, as in Fig. 3, show fine scale grooves in the high
exposure points, corresponding to possible spikes in the
ter of the growing R–T bubbles.

A shaped laser pulse~‘‘PS26’’ ! accelerated the foil and
drove the instability, Fig. 4~a!. We typically recorded a ra
diative drive temperature history, Fig. 4~b!, peaking at about
160–185 eV. Here,t50 is somewhat arbitrary, but the driv
is above 100 eV for about 2 ns. We idealized this as
radiation temperatureTr boundary condition of Fig. 4~c! for
use in ourLASNEX andRAGE calculations.

III. SIMULATIONS

A. 1-D LASNEX calculations

Early scoping calculations for this experiment were fi
performed withLASNEX. For the bare copper foils these ca
culations showed, for example, the results of Fig. 5 Fo
peak radiation temperature of 160 eV, the ‘‘PS26’’ pul
gives a 40 eV value in the drive region at 1 ns, rises to 85
by 4 ns, is near its peak at 2 ns, and then starts to push
foil to the left in the figure. The foil resides initially atx50.
By 6 ns its peak density point has moved tox;2170 mm.
The peak Cu density goes to 16 g/cm3 at 2 ns, drops back to
7.5 g/cm3 by 3 ns, and to only 4 g/cm3 by 6 ns. At this late
time the drive just ahead of the density peak is down to o
40 eV.

In one dimension we calculated mass trajectories
matched side-on radiography measurements conducte
NOVA. For OMEGA typical zonalx-t plots for bare Cu
foils are given in Fig. 6. The radiation is first absorbed by
Be layer, which here serves only as a filter. This filter i
tially resides 200mm in front of the foil, separated from th

FIG. 5. One-dimensional evolution of filtered bare copper foils.~a! Radia-
tion temperature,Tr history; ~b! evolving densities.
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foil by the spacers of Fig. 1~b!. It explodes, with its outer
regions moving toward the driving radiation and reachi
600mm by 1.9 ns. The filter’s mass heads toward the cop
foil, striking its expanding outer regions by about 700 p
After 1 ns roughly the entire filter mass is blowing towa
the driver. The ablating Cu mass reachesx;400mm by 6 ns,
while copper zones clustering near the density peak
pushed back tox;2350 mm by 10 ns.

If the filter is placed at 200mm or beyond, its presenc
has little hydrodynamic effect on the peak density traject
for the Cu foil. When, for example, we initiated it at 200
mm, the resultant density trajectory was the same. The fi
does, however, weaken the drive, retarding its arrival at
copper. We can see this from Fig. 7~a!. At 1 ns, when the
drive is at 100 eV in the hohlraum, it is still only 60 eV
adjacent to the foil. However, by 1.3 ns the radiation te
perature profileTr is nearly flat across the filter. Trajectorie
of the foil peak densities show that with remote Be filteri
the foils move most slowly, due to the delay in the drive
the foil. In unfiltered light the copper foils move about 2
mm farther by 6 ns. This is shown in Fig. 7~b!. Finally, with
the Be attached to the foil to provide additional pressure a
buffer layer, the copper moves the farthest distance—t
point ;50 mm ahead of the bare filtered foil by 6 ns. W
retained the beryllium filter in the bare copper experiments
ensure a similar drive on the copper with and without bu
ering.

More general parameter studies confirmed that, for o
mum pressure acceleration, the beryllium layer should
tially touch the copper. The beryllium layer is largely pe
etrated by the radiation at 1 ns. Figure 8 compares at 1 ns
densityr and radiative temperature,Tr , profiles for a remote
Be layer versus an attached Be buffer layer. In each case

FIG. 6. ~a! The x-t history of the Langrangian zone boundaries; radiati
delivered from above.
IP license or copyright, see http://ojps.aip.org/pop/popcr.jsp
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Tr reaches 65 eV in the densest regions~r>3 g/cm3! of the
Cu, but the copper density is shocked only 1.3-fold in
bare case. In the buffered case, the beryllium layer is s
still abutting the foil, and the shock exhibits a 3.1-fold i
crease in density. Additional studies, in which the berylliu
mass was kept constant, but with its initial density artificia
reduced, showed that the greatest drive came at natural,
density. When, for example, they beryllium was treated co
putationally as a 0.1 g/cm3 density foam, the peak shoc
density in the copper at 2 ns was 25% lower than with a s
Be buffer, indicating a weaker shocking of the copper by
same drive. Consequently, we avoided the use of foam
our experiments.

B. 2-D RAGE results

For two-dimensional calculations we found that t
LASNEX mesh tangled seriously just as important nonlin
features in the R–T growth were emerging; therefore,
turned to RAGE. This Eulerian model treats the interfac
between the copper, beryllium, and background void and
gions of steep density and temperature variation with ad
tive mesh refinement. The largest cells in our calculation
generally in the void—were 1.125mm square. Our smalles
cells—mostly those near the interfaces—were three le
higher in refinement, i.e., 0.1406mm on a side. This gave u
320 cells laterally to resolve the initial 45mm perturbation,
and 8.6 cells to resolve the 9mm peak-to-valley amplitude

FIG. 7. ~a! The demonstrated delay in the radiative drive near the foil du
the presence of a Be filter.~b! Trajectories of the peak density points for~i!
filtered bare,~ii ! unfiltered bare, and~iii ! buffered Cu foils. The filtered bare
foil is the slowest.

FIG. 8. Density andTr profiles at 1 ns for~a! the bare filtered Cu foil, and
~b! the Be-buffered foil—with buffering a layer of Be is still ‘‘leaning’’ up
against the Cu to give it the additional push that leads to the stronger sh
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perturbations. To avoid singularities in the Eulerian calcu
tions, the void was actually treated as low densi
1023 g/cm3, air.

For all the calculations reported here the radiative dr
was supplied as a temperature boundary condition on
right at the 1200mm position along thex axis. The buffer
layer had a cosine profile on both sides, being an equal 5mm
thick at all the vertical~y! positions. Our initial runs were
made with radiation transport ‘‘on,’’ but electron therm
conduction ‘‘off.’’ The rapid development of fine-scale de
sity filaments or ‘‘filigree’’ plagues the results of these run
This appeared on the drive side of the copper or berylliu
The source of the effect is purely hydrodynamic and pers
when the radiation transport is suppressed and the foils
accelerated by an equivalent push from high-pressure ai

The RAGE mesh has difficulty representing a smooth c
sine surface profile on the background Cartesian mesh.
steep density gradients at the copper interface with air
beryllium introduces stair-stepped density contours follo
ing the edges of the square mesh elements. The density
serve as short-wavelength seeds for instability. Even w
AMR, the smallest cells must be crossed diagonally by
surface interface, with mass fractions apportioned on eit
side. In a mixed cell the smallest fraction of copper perm
ted, for example, is (1/2n)2. We started withn52 and found
some reduction in the short-wavelength seeding when
increasedn to 8. The seeding could be further reduced wh
we terraced the interface between the copper and the a
beryllium by introducing one row of cells set at one thi
solid copper density. The initial density drop then occurr
over three cells rather than two. This is a somewhat cumb
some manual procedure, however, We achieved the gre
smoothing by simply turning on the electron thermal tran
port in RAGE. In our experiment thermal conductivity deliv
ers heat to the micro-size filaments and fire polishes th
away.

First, when we examined a calculated sequence of b
filtered foils under the same ‘‘PS26’’ drive, with initia
thickness ranging from 15 down to 10mm, and all at 5.6 ns,
we found properly, that the thinner, fastest moving foils d
veloped the longest spikes, as in Fig. 9, helping us to ‘‘tun
our experiments. Note that the adaptive mesh refinemen
lows for high resolution at the material interfaces. We s
that the 11.5mm foil has developed spikes;30 mm long.

o

ck.

FIG. 9. A sequence of accelerated bare foils of varied initial thicknes
IP license or copyright, see http://ojps.aip.org/pop/popcr.jsp



e

a
w
ed
t a

er

n
ca
ot
a

al
re
lu

d
il

rs

o

ri
t
te

nd
nt
uf

te
-o
lla
re

ike
ct
re-
the

g
at

oil

at
ia-
to

u-
ar-
hed
the

f-
in

on-
e
hell

nce
,

ph

ex-

ta,

h

ess
tted
that
en-
till

y

the

2342 Phys. Plasmas, Vol. 8, No. 5, May 2001 Mason et al.
We shall see that this presents a problem for our experim
tal diagnostics.

Comparing our calculations employing electron therm
conductivity for the buffered and bare foil accelerations,
find that the pressure from the beryllium buffer does, inde
provide an extra push to the copper foil. The two foils star
the x5600 mm position in Figs. 10~a! and 10~b!. The figure
illustrates that in response to a 160 eV peak drive temp
ture the buffering drives the center of the copper foil 50mm
farther to the left by 4 ns. The buffered foil develops a stro
central filament in the R–T bubble, and side fingers indi
tive of increased second and fourth harmonic growth. B
targets show the development of spikes adjacent to the w
exceeding 30mm in length. Figures 11~a! and 11~b! show the
modal growth with time of the disturbed amplitude, as c
culated withRAGE; only the first and second harmonics a
plotted. We post-processed the code output to obtain va
of rR5*r(x,y)dx at 40 lateral positionsy. The rR contri-
butions from any initial beryllium and the vacuum~low-
density air! were subtracted away. The result was then
vided by the initial copper density to determine a fo
thickness at the various lateral positions,t(y). This was Fou-
rier analyzed to yield the modal amplitudes. At 4 ns the fi
four modal amplitudes in the buffered case~b! are 6.6, 4.0,
2.4, and 1.0mm, summing to 14.0mm. Higher-order modes
~to about the tenth! sum to another 6mm and are needed t
produce the large spikes, top and bottom.

IV. COMPARISON OF EXPERIMENTS AND
CALCULATIONS

We also compare our data from the OMEGA expe
ments with ourRAGE predictions in Fig. 11. Each data poin
is a strip average, as discussed with Fig. 3. The predic
first-order perturbations~determined as above! start at 0.45
mm and grow beyond 6mm in equivalent amplitude~effec-
tive length! by 6 ns. Our calculations for the first and seco
harmonic growth are in good agreement with the data u
about 4.5 ns for the bare copper, and to 4.0 ns for the b
ered copper foil, when the data appears to saturate.

As a probable explanation for this discrepancy, we no
that our observation of the backlighter was not truly face
but was instead, typically, up to 4° to the side due to para
of the framing camera geometry. This would lead to a

FIG. 10. The buffered foil~a! shows greater acceleration at 4 ns and
development of a strong central density feature;~b! is the bare foil.
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ducedrR measurement, as we looked slightly across a sp
instead of straight down its extent. Simulations of this effe
in buffered foils showed, however, that as much as an un
alistic 20° observation angle would be needed to reduce
calculated first harmonic amplitude from;9 mm to the ob-
served 5mm at 5.5 ns.

Second, it is likely that the effective temperature drivin
the foils was lower than that measured in the hohlraums
late time, by virtue of energy loss at the edges of the f
package as it lifted off the hohlraum wall. The spacers~Fig.
1! holding the package allowed for some leakage, even
t50. We crudely modeled this effect by truncating the rad
tive drive after 2.2 ns, when the copper was calculated
move off the hohlraum through its initial 11mm thickness.
We found that this could bring the buffered data and sim
lation into better accord for both the first and second h
monics. However, the unbuffered data are better matc
without truncation, possibly because it separates from
hohlraum more slowly.

Finally and most significantly, we consider that for su
ficiently long spikes the transmitted backlighter signal is
the noise of the detector. The opacity of Cu is a nearly c
stantKr580 cm2/g ~from the SESAME tables appropriat
to 50–120 eV material temperatures, the observed Cu s
densities, and for the 6.7 keV iron irradiation!. Let t(y) be
the equivalent cold copper thickness of the foil at a dista
y transverse to the corrugations,te(y) an effective thickness
I 0 the initial backlighter intensity, andN the noise signal,
respectively. The observed signal in the foil radiogra
then becomes,I 5I 0 exp@2rKrt(y)#1N5I0 exp@2rKrte(y)#.
Should the true copper thickness in a spike become
tremely large,t(y)→`, the radiograph will still register
I5N, equivalent to a maximal effective thickness,te(y)
→2(1/rKr)log$N/I0%5214.0 log$N/I0% mm. If we can
measure down to levelN/I 050.15, i.e., 15%, of the initial
intensity, we would record spikes of maximal length,te

526.0mm. This effect cannot be deconvolved from the da
but we can apply it to the simulations.

Figure 12 shows theRAGE predictions adjusted for suc
possible minimal sensitivitiesN/I 0 ranging from 20% down
to 10%. Here, we Fourier analyzed the effective thickn
te , extracted the first and second harmonics, and plo
them with the corresponding experimental data. We see
the first harmonic data is best matched for a minimum s
sitivity between 15% and 20%. The second harmonic is s
only matched out to 4.5 ns.

FIG. 11. Perturbation growth in the buffered foil~a! is greater than with the
bare foil ~b!. Agreement of theRAGE calculations with data is good at earl
times.
IP license or copyright, see http://ojps.aip.org/pop/popcr.jsp
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As an alternative, a reasonable match to the data is
tained by simply applying a 20mm effective copper depth
ceiling on theRAGE calculation before Fourier analyzing th
result. The buffered case with strip-averaged data is show
Fig. 13~a!. For all measured times this yielded good agre
ment of our first harmonic calculations with data for the ba
and the buffered foils. The calculated second harmonic
also in good agreement with the bare target data, but still
high for the buffered case. For Fig. 13~b! we used the same
20 mm ceiling but plot the time-binned-averaged data. T
gives a much more detailed agreement with the data, for
first harmonic, except for one outlier for 3.9 ns. Last, in F
13~c! we compare strip-averaged data from the buffered
gets to our calculated results with the 20mm ceiling at a
higher 185 eV peak drive temperature. Here, the calcula
modal growth is faster, so that the ceiling on total amplitud
is encountered sooner, resulting in less agreement with
first harmonic data and better second harmonic agreem
beyond 4 ns.

V. CONCLUSION

LASNEX modeling has provided a good picture of th
effects of radiative filtering by our beryllium layer. Two
dimensional modeling withRAGE provided smooth results in
accord with measurements when adjustments were mad
instrumental limitations. In both experiment and simulatio
due to the additional material backpressure, the Be-buffe
foils showed enhanced acceleration and increased instab
over bare ablating foils. This could be a concern for IC

FIG. 12. The first and second modal amplitudes are plotted for both the
and the adjustedRAGE predictions. TheRAGE amplitudes versus time are
plotted for an effective thicknesste(y), assuming noise levelsN/I 050.1,
0.15, and 0.2.

FIG. 13. A comparison of~a! strip-averaged data, and~b! time-binned data
calculations, and~c! the strip-averaged comparison for a higher, 185
peak hohlraum temperature.
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design applications. It provides useful validation for o
emergingRAGE model. In our simulation of modal growth
amplitude reductions from backlighting at an angle prove
be minimal, and the effects of moderate variations in
peak hohlraum temperature are inconclusive. Finally,
measured spike growth amplitudes appear to saturate du
the range-related loss of the probing backlighter illumin
tion. Good numerical agreement with our first harmon
measurements is achieved, assuming a loss of the backlig
transmission beyond 20–26mm of copper, corresponding to
strongly diminished instrument sensitivity at 20%–15%
the initial backlighter intensity. Examination of the seco
harmonic and higher harmonic data warrants further sc
tiny.
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