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High-energy electron cooling, presently considered as an essential tool for several applications in high-
energy and nuclear physics, requires an accurate description of the friction force which ions experience by
passing through an electron beam. Present low-energy electron coolers can be used for a detailed study of the
friction force. In addition, parameters of a low-energy cooler can be chosen in a manner to reproduce regimes
expected in future high-energy operation. Here, we report a set of dedicated experiments in CELSIUS aimed
at a detailed study of the magnetized friction force. Some results of the accurate comparison of experimental
data with the friction force formulas are presented.
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I. INTRODUCTION

Electron cooling �1� of heavy particle beams is used in a
wide range of experiments in elementary-particle physics,
nuclear physics, atomic physics, and other applications
�2–4�. High-energy electron cooling �with relativistic param-
eter ��1� can open new possibilities in particle physics by
producing high-quality high-density beams in colliders.
However, the cooling times at high energy are much longer
than the cooling times in present low-energy coolers. As a
result, typical order of magnitude estimates of cooling times
for high energy become insufficient. An accurate estimate of
the cooling times requires the detailed description of Cou-
lomb collisions in a strong magnetic field, a topic which is of
great interest both for accelerator and plasma physics com-
munities. Coulomb collisions in a magnetic field can be de-
scribed by the friction force which ions experience when
moving through the electron beam of the cooler. In this paper
we discuss measurements of the longitudinal friction force
�the component parallel to the magnetic field and the direc-
tion of propagation of the electron beam� for protons at in-
jection energy �48 MeV� in CELSIUS �5,6�.

The friction force as a function of various parameters has
been measured before �see, for example, Refs. �2,7,8� and
references therein�. However, it was realized that in order to
have an accurate description at the level needed for high-
energy cooling predictions, the measurements should be spe-
cifically aimed towards such a goal. This requires not just a
high precision of the measurements but also a well-
controlled experiment where all needed parameters are care-
fully recorded. It also requires a careful optimization of the
cooling process and minimization of various effects which
may obscure the comparison with theory. For example, if the
electron and the ion beam are not perfectly aligned the val-
ues of the friction force are significantly reduced, so that
even the nonmagnetized friction force description might ex-
plain the measurements �9�. One needs to carefully minimize
such effects in order for the measurements to be suitable for
a detailed comparison with available theoretical models such
as the recent numerical study of the magnetized friction force
�10�.

Here, we describe the measurements done in December
2004 and March 2005, which were performed as part of a
collaboration between BNL and European laboratories work-
ing on high-energy cooling for the RHIC-II �11� and FAIR
projects �12�. In addition to the well-controlled experiments
with careful optimization of cooling, the parameters of the
proton distribution during the measurements were recorded
as well. We found that convoluting the single-particle formu-
las with the proton distribution function is essential for a
correct comparison with measured data.

For standard operational parameters of the cooler the
force was measured: �i� for various currents of the electron
beam; �ii� for different alignment angles between electron
and ion beams; �iii� for different strengths of the magnetic
field errors in the cooling solenoid. In addition, standard pa-
rameters of the cooler were altered in order to explore effects
that are essential for the understanding of high-energy mag-
netized cooling: �iv� description of Intrabeam Scattering
�IBS� for non-Gaussian distributions which appears as a re-
sult of a slow cooling process; �v� various regimes of mag-
netization.

II. FRICTION FORCE MEASUREMENT

For low relative velocities between ions and electrons the
longitudinal magnetized friction force increases linearly with
velocity, reaching its maximum near the longitudinal velocity
spread of the electron beam. In a realistic situation there are
various effects which can contribute to the longitudinal ve-
locity spread of the electron beam �see Sec. IV for discus-
sions�. An rms velocity spread in a realistic cooler environ-
ment is often referred to as an “effective velocity” �a notation
which we use in this paper as well�. For relative velocities
higher than the effective velocity the force has a nonlinear
dependence. In the linear region, the most accurate way of
measurement is the phase-shift method. It uses a bunched ion
beam and is based on measuring the phase difference be-
tween the rf system and the ion beam, resulting from the
competition of the weak rf voltage and the longitudinal fric-
tion force. Using an accurate phase discriminator �13�, one
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can determine the cooling force acting on the ion of charge
�Ze� via

F� =
ZeUrfsin ��s

Lc
, �1�

where Lc is the length of the cooling solenoid, Urf is the rf
amplitude, and ��s is the equilibrium phase difference be-
tween the ion beam and the rf cavity.

Typically, the relative velocity difference is introduced by
changing the energy of the electron beam. However, chang-
ing the electron acceleration voltage is usually done with a
rather large voltage step, which does not allow an accurate
mapping near the force maximum and is hampered by the
regulation of the high-voltage power supply. On the other
hand, since this method employs bunched beams, changing
the energy of the ion beam by changing the frequency of the
rf cavity is more accurate. In our experiments, changing the
rf frequency by a few Hz resulted in a very fine step in the
relative velocity. A similar technique was used successfully
before, for example, at IUCF �14�.

A high precision in the measurements was obtained due to
a combination of the two effects: �i� changing the rf fre-
quency instead of the electron voltage step, and �ii� accurate
measurements of the phase difference using the phase dis-
criminator. An estimate of errors in our measurements is
summarized in Tables I and II.

In the figures shown in this paper we present the raw
measurements of the relative phase shift �� vs the frequency
change �f �10-Hz steps of 1129 kHz� for the protons at
48 MeV, which are converted to the plots of the drag force
F� vs v�, respectively, using Eqs. �1� and �2�, and parameters
in Tables I and II. The relative velocity between ions and
electrons in the co-moving frame v� is plotted in units of
104 m/s, and is calculated using

v� =
�c

�p

�f

f0
=

Cr

�p

�f

h
, �2�

where c is the velocity of light, � is the relativistic factor, �p
is the slip factor, �f and f0 are the frequency shift and rf

frequency, Cr is the ring circumference and h is harmonic
number of the Schottky signal �h=1 in our experiments�. The
uncertainty in determining v� is relatively small, and is domi-
nated by the accuracy in the value of the slip factor �p,
which is about 0.5%. The uncertainty in the values of F� is
dominated by our knowledge of the effective cooler length
and the true value of the rf voltage. Using two different
techniques to measure the rf amplitude �a probe in the cavity
and the synchrotron frequency�, the accuracy of Urf was
found to be about ±7%. A total relative error of the measure-
ments of the longitudinal friction force is estimated to be
about ±12% �see Table II�, which is sufficient for a detailed
comparison with available theoretical models.

III. OBJECTIVE AND EXPERIMENTAL DATA

Our main goal was to collect data with an uncertainty of
just a few percent �see Tables I and II�. In all the experi-
ments, the proton and electron beam were first perfectly
aligned by minimizing the spread of the beam profiles on the
H0 detector located outside of the cooling section. The H0

monitor is a silicon-strip detector situated 9 m from the
cooler �6�. A tilt angle of 1 mrad thus corresponds to a move-
ment of 9 mm at the H0 detector. The resolution of the H0

detector is 1 mm, giving a resolution of about 0.1 mrad for
the tilt angle. If the electron and ion beams are not carefully
aligned, the values of the friction force are significantly re-
duced and the interpretation of the friction force observed
can be misleading.

Friction force measurements were done with a low-
current ��50 �A� precooled proton beam with a typical rms
size of 0.8 mm and a very small momentum spread �see Sec.
IV C�, making the effect of dispersion negligible. For such a
well-aligned beam of small size the effect of a nonuniformity
of electron density across the proton beam is also negligible.

The parameters of the electron cooler for standard settings
are summarized in Table III. The estimates for the rms trans-
verse and longitudinal velocity spread of the electrons in the
beam frame are also given for completeness. Details about
various contributions to the longitudinal velocity spread are
discussed in Sec. IV.

Note that the analysis presented in this paper does not
depend on the uncertainty of these estimates, as explained in
Sec. IV. Instead, we use the measured values of the velocity

TABLE I. Estimate of errors for v�.

Value Error Comment

Cr 81.76 m ±0.1% circumference

�p 0.783 ±0.5% from optics

�f ±0.01% frequency generator

v� ±0.5% total error

TABLE II. Estimate of errors for F�.

Value Error Comment

Urf 10.2 V ±7% measurement

�� ±1% phase discriminator

Lc 2.50 m ±10% cooler length

F� ±12% total error

TABLE III. Parameters of electron cooler for standard
settings.

Magnetic field B 0.1 T

Cooler length 2.5 m

Electron beam radius 0.01 m

Transverse rms velocity spread of electrons 1.4�105 m/s

Major contributors to longitudinal rms velocity
spread:

longitudinal-longitudinal relaxation �3−5�103 m/s

high voltage power supply ripple 5.2�103 m/s

magnetic field errors �104 m/s
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corresponding to the force maximum. The location of the
force maximum �and thus the effective velocity� was re-
corded using the following technique. The derivative of the
force changes its sign near the force maximum �see Fig. 1�,
resulting in large synchrotron oscillations for the relative ve-
locities in the nonlinear part of the force �14�. The onset of
such oscillations was recorded and provides accurate infor-
mation about the relative velocity corresponding to the force
maximum. The effective velocity can then be used in an
analysis of experimental data, as shown in Sec. IV C.

�1� Current dependence. In the first experiment, the force
was measured for various currents of the electron beam. For
a typical settings of magnetic field B=0.1–0.12 T, the force
curves were recorded for electron currents in the range of
20–500 mA. An example of the force measured for the elec-
tron currents of 250, 100, and 50 mA �B=0.1 T� is shown in
Fig. 1. The data obtained allow one to study the scaling of
the force with the current and intensity-dependent contribu-
tions to an effective velocity of the electrons. Moreover, it
allows to determine the numerical coefficient in front of the
friction force expression �see Sec. IV for details�.

�2� Alignment between beams. In the second experiment,
we explored the dependence of the effective velocity on the
alignment angle between the ion and electron beam. A tilt
angle introduces a significant contribution to the transverse
component of the relative velocity in a controlled way and
reduces the uncertainty in the estimated value of an effective
velocity when comparing experimental data with models.
The friction force was systematically measured for several
horizontal and vertical tilt angles from 0.2 to 0.8 mrad in
both negative and positive directions. The angle values were
calibrated both with beam position monitors �BPMs� and the
H0 monitor. An example of the force measured for three tilt
angles in the positive horizontal direction is shown in Fig. 2.

�3� Transient cooling. The goal of the third experiment
was to study simultaneous effects due to electron cooling and
intrabeam scattering �IBS� before the equilibrium parameters
are reached. In a typical low-energy cooler, the electron cool-
ing is so fast that one observes the rapid cooling of the ion
beam profile as a whole. At high-energy with much slower
cooling speed, one may observe the slow formation of a
dense beam core with pronounced beam tails. For an accu-

rate description of the luminosity gain for such distributions
it becomes critical to have an accurate treatment of intra-
beam scattering for non-Gaussian distributions. Recently,
some models were developed in an attempt to describe this
process �15–17�. In this experiment, the strength of the elec-
tron cooling was specifically reduced in order to capture such
transient profiles of the ion beam.

In the longitudinal direction, the recorded bunch profile
shows the formation of a core with a subsequent cooling of
the large amplitudes, as shown in Fig. 3. The formation of
non-Gaussian distributions is clearly observed. In the trans-
verse direction, the transient evolution of the horizontal pro-
files was recorded with the magnesium jet profile monitor,
which also showed formation of a dense core. These data
will be used to improve models for the evolution of the beam
distribution under the joint influence of IBS and electron
cooling.

�4� Different regimes of magnetization. The fourth experi-
ment was devoted to studying various degrees of magnetiza-
tion. In a strong magnetic field, the electron dynamics in the
transverse direction is effectively frozen, which, together

FIG. 1. �Color online� Longitudinal friction force in �eV/m� vs
velocity ��104 m/s� for three currents of electron beam. Measured
data: 250 �pink dots, upper curve�, 100 �red dots, middle curve�,
and 50 �blue color� mA �B=0.1 T�.

FIG. 2. �Color online� Longitudinal friction force in �eV/m� vs
velocity ��104 m/s� for a misalignment angle between the beams
in the horizontal direction: 0 �pink, upper curve�, 0.4 �blue, middle
curve�, 0.8 �red� mrad �B=0.1 T, Ie=250 mA�.

FIG. 3. �Color online� Longitudinal profiles of the proton beam
for electron current Ie=20 mA and proton current Ip=0.6 mA,
shown with time steps of 0.75 s.

EXPERIMENTAL STUDIES OF THE MAGNETIZED¼ PHYSICAL REVIEW E 73, 066503 �2006�

066503-3



with the flattened velocity distribution of the electrons, re-
sults in very fast cooling. As a result, for the magnetized
component of the friction force there is only a weak logarith-
mic dependence on both the magnetic field and the trans-
verse velocity spread of the electrons. It enters in the friction
force expression through the Larmor radius under the Cou-
lomb logarithm, appearing in the description of cooling
based on binary collisions. However, if the maximum impact
parameter in the magnetized collisions is not large compared
to the Larmor circle one may encounter a strong nonlogarith-
mic dependence on both the magnetic field and the trans-
verse velocity of the electrons if the parametrization of the
friction force from Ref. �18� is used:

F = C
4�neZ

2e4

me

V

�V2 + �ef f
2 �3/2LM , �3�

where V is the relative ion velocity, �ef f is the longitudinal
effective velocity spread of the electrons. The magnetized
Coulomb logarithm is defined as LM =ln�	max /	L+1� with
	max being the maximum impact parameter in binary ion-
electron collisions, and 	L being the Larmor radius, ne and
me are the density and mass of electrons, and C is some
numeric coefficient. The value of this numeric coefficient C
is discussed in Sec. IV.

For the purpose of the experiment discussed in this para-
graph we are concerned only with the parametric dependence
on the magnetic field in Eq. �3�, which enters through the
Larmor radius 	L=me�e� /eB, where �e� is the transverse
rms velocity spread of the electron distribution. If the maxi-
mum impact parameter in magnetized collisions is not large
compared to the Larmor circle there is a possibility of a
nonlogarithmic dependence on both the magnetic field and
the transverse velocity of electrons. In such a case with

=	max /rL�1 one can replace ln�
+1� by 
. As a result,
the force has a linear dependence on the magnetic field and
the transverse velocity of electrons which leads to a strong
reduction in its absolute value.

We investigate this by measuring the friction force for
various values of 
. The values of 
 were controlled by
changing the current of the electron beam �which changes
the maximum impact parameter 	max� and the strength of the
magnetic field �which changes 	L�. As an example, the
force measured for the values of 
=1.3 �B=0.12 T�,

=1.0 �B=0.08 T�, 
=0.9 �B=0.06 T�, 
=0.8 �B=0.05 T�
�calculated based on the measured effective velocity� with
Ie=300 mA is shown in Fig. 4.

�5� Effect of solenoid errors. In the fifth experiment, we
explored the effects of solenoid errors which is not taken into
account by most theoretical estimates. Such errors can, how-
ever, significantly decrease the strength of the force. The
solenoid in the electron cooler in CELSIUS �6� contains em-
bedded correctors to straighten the magnetic field lines. Sev-
eral measurements of the friction force curve were performed
with the correctors switched on and off. The data are pres-
ently being compared with numerical simulations using the
VORPAL code �22�, which calculates the friction force from
first principles. An example of such a measurement for an
electron current of Ie=100 mA is shown in Fig. 5 with the

correctors switched on �blue dots� and off �red dots�. The
force is significantly reduced for larger perturbations of the
magnetic field lines �correctors off�. The measurements of
the magnetic field errors in the CELSIUS cooler �6� report an
rms angular spread as large as 1 mrad without correctors and
less than 0.1 mrad with corrections �23�. Unfortunately, for
this specific experiment, we did not have full control of the
solenoid imperfections and just performed measurements
with correctors either switched on or off. However, because
these measurements were repeated for various electron beam
currents they enable us to explore the relative contributions
of the errors to the effective velocity of electrons �see Sec.
IV A for more details�.

For completeness and for future reference, we summarize
below the parameters of the cooler for which the force curves
measured were found to be of sufficient precision for an
accurate comparison with available theoretical models and
simulations.

For a perfectly aligned beam the curves were measured
for B=0.12 T �electron current Ie=500,300,100,50 mA�,
B=0.1 T �Ie=500,250,100,50,20 mA�, B=0.08 T
�Ie=500,300,100 mA�, B=0.06 T �Ie=500,300,100 mA�,
B=0.05 T �Ie=500,300,100 mA�, B=0.04 T
�Ie=500,300 mA�, B=0.03 T �Ie=300,100,50 mA�.

To explore the dependence on the nonstraightness of mag-
netic field lines, the measurements were also done with cor-

FIG. 4. �Color online� Longitudinal friction force in �eV/m� vs
velocity ��104 m/s� for different magnetic fields with parameter

=1.3 �pink dots, upper curve�, 1.0 �blue�, 0.9 �red�, 0.8 �green,
lower curve� from top to bottom, respectively.

FIG. 5. �Color online� Longitudinal friction force in �eV/m� vs
velocity ��104 m/s� with correctors on �blue dots, upper curve�
and off �red dots� for Ie=100 mA and B=0.06 T.

FEDOTOV et al. PHYSICAL REVIEW E 73, 066503 �2006�

066503-4



rectors turned off for Ie=500 mA �B=0.1,0.04 T�,
Ie=300 mA �B=0.05,0.04 T�, Ie=100 mA �B
=0.06,0.03 T�.

To explore the dependence on the tilt angle between the
proton and electron beams, the force was measured for
B=0.1 T, Ie=250 mA for the horizontal tilt angles of �x=0,
0.2, 0.4, 0.8, −0.2, −0.4, −0.8 mrad and for the angles in the
vertical directions of �y =0, 0.2, 0.4, 0.8, −0.2, −0.4,
−0.8 mrad.

IV. FRICTION FORCE AND COMPARISON
WITH THEORY

In this section comparison of the data with theory is dis-
cussed. However, the analysis is limited to a discussion of
the fitting procedure and to some insights gained in our stud-
ies. Furthermore, only data from the first experiment are used
in this section. In this experiment the friction force curves
were recorded as a function of electron beam current for
typical settings of the magnetic field with perfectly aligned
beams �see Sec. III�. An analysis of the other experiments,
described in Sec. III, will be reported later.

A. Effective temperatures of the electron beam

Obtaining precise measurements of the friction force is
not necessarily sufficient for a comparison of experimental
data with theoretical models or for the benchmarking of nu-
merical simulations. The main difficulty is typically associ-
ated with an uncertainty about the parameters of the electron
beam, especially the transverse and longitudinal tempera-
tures.

In our case, the transverse temperature and radius of the
electron beam are taken to be T�=0.12 eV �limit set by the
cathode temperature� and ae=10 mm, respectively. Extensive
studies of the electron beam properties during the design and
commissioning stage of the CELSIUS cooler and its electron
gun showed that an uncertainty in these values is negligible
�5,6� when operating at relatively low electron energies of
26 keV.

The CELSIUS electron gun adiabatically accelerates the
electrons such that at low energies, between 10 and 50 keV,
only a relatively weak magnetic field is needed to keep the
transverse temperature of the electrons at a level of 0.1 eV.
At higher energies, it is necessary to increase the magnetic
field to 0.15 T �5�, although with correction coils such an
increase in electron temperature can be held at a very low
level �6�.

In most of our measurements at 26 keV energy of the
electrons the excitation of the magnetic field values was
B=0.1–0.12 T. For the case of the magnetized cooling �dis-
cussed in this paper� the transverse temperature is effectively
suppressed by the magnetic field, and the uncertainty in its
value contributes to the friction force only logarithmically.
Note that an influence of the transverse temperature on the
value of the magnetized force becomes significant only in
our special experiment number 4 �see Sec. III�, where stan-
dard parameters were intentionally altered to create such a
dependence in order to study a transition from good to bad

magnetization. But even in this special case when the mag-
netic field values were lowered, significant change in the
electron beam parameters, for relatively low current
300 mA, is not expected �5,6�. Note also that the friction
force measurements were done on a precooled proton beam
with a typical rms size of 0.8 mm and very small momentum
spread. For such well-aligned beams of a small size the ef-
fect of a nonuniformity of electron density across the proton
beam is negligible.

During magnetic field measurements �6� of the cooler
with correction coils the uncertainty in the magnetic field
values was found to be very small. For example, for fields
larger than 0.1 T the differences did not exceed 0.2 mT any-
where from the gun cathode to the end of the drift tube. This
means that the radius of the electron beam in the cooling
section is well determined by the emitting surface of the gun
cathode.

There are many effects which may contribute to the lon-
gitudinal temperature �rms velocity spread� and determining
the effective velocity spread is critical if one wants to esti-
mate the location of the maximum of the longitudinal com-
ponent of the friction force. Below we summarize major con-
tributions to the effective velocity for our experiments. They
include the ripple of the high-voltage power supply, the mag-
netic field errors, the intrabeam scattering within the electron
beam, and the space-charge depression.

A significant contribution to the effective velocity spread,
especially for low densities of the electron beam when the
intensity-driven contributions are negligible, comes from the
high voltage power supply ripple. In our case, it was mea-
sured to be about 3 V rms at 26 kV voltage, which gives a
contribution to the rms longitudinal velocity spread vripple in
the beam frame of around 5200 m/s.

Additional contribution may appear from the nonstraight-
ness of the magnetic field lines. An estimate of the rms an-
gular error, based on measurements �6,23�, shows that it is
about 0.1 mrad �with correctors�, which corresponds to an
rms velocity spread verr of 10 000 m/s. Without the correc-
tors the rms angular error is about 1 mrad.

One of the possible intensity-dependent contributions is,
for example, the “longitudinal-longitudinal” relaxation. Be-
fore acceleration the electrons have kinetic energy �given by
the temperature of the cathode� plus potential energy which
results from the Coulomb field of the surrounding electrons.
However, acceleration leads to a reduction of the kinetic en-
ergy in the beam frame according to T� =Tc

2 / �2W�, where W
is the kinetic energy of electrons, but the potential energy
does not change. Under the assumption that acceleration is
much faster than the characteristic interaction time between
the electrons �on the order of the plasma frequency� the in-
crease in the longitudinal energy spread can be estimated by
an average electrostatic potential energy ��e2ne

1/3 �7,8�,
where e and ne is electron charge and density, respectively�.
For typical parameters of our experiments, an rms velocity
spread vlon due to such “longitudinal-longitudinal” relaxation
is in the range from 3300 to 4900 m/s for the current of the
electron beam from Ie=50 and Ie=500 mA, respectively.

Another intensity dependent contribution comes from the
space charge of the electron beam which results in the drift
of the electrons in the crossed electric field of the electron
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beam and the longitudinal magnetic field of the cooler. Such
a drift velocity vd has a linear dependence on the beam cur-
rent and is inversely proportional to the strength of the mag-
netic field. Other intensity-dependent contributions can be
assumed to be negligible for a case of well-aligned beams.

Intrabeam scattering within the electron beam leads to
“transverse-longitudinal” relaxation of the temperatures,
which may significantly increase the longitudinal velocity
spread. In a strong magnetic field such a relaxation is
strongly suppressed �7,8�. Even for low values of the mag-
netic field used in our experiments we find the contribution
of this effect negligible.

To reduce the uncertainty resulting from an estimate of
the longitudinal velocity spread, we performed a parametric
study of various parameters, which allows one to identify the
relative contribution of each of the effect to the effective
velocity of the electrons. For example, the friction force de-
pendence on the current was measured for various strengths
of the magnetic field, as well as with a different contribution
from the magnetic field errors. In addition, in one of the
experiments, the friction force was measured with carefully
calibrated misalignments of the beams, which produced large
values of an effective spread in a controlled way �see Sec.
III�.

Note that for the analysis reported in this paper �Sec.
IV C�, we do not use any estimate of an rms longitudinal
velocity spread of the electrons. Instead, we use measured
values of an effective velocity corresponding to the location
of the friction force maximum which was recorded by an
onset of the large-amplitude oscillations �14�, as described in
Sec. III. The use of the measured value of the total effective
velocity as a known parameter may be more useful for the
benchmarking of available models and simulations rather
than an estimate of an effective velocity.

B. Fitting with a single-particle expression

In our fitting procedure, we use a parametric representa-
tion a single-particle friction force in Eq. �3�. Note that such
a representation also agrees with an analytic expression for
the magnetized friction force in the linear region �19�, which
is the region of relative velocities discussed in this paper. A
numeric coefficient C=1/� was suggested by Parkhomchuk
in Ref. �18�. It was obtained as a result of a direct fit of a
measured average of the friction force for an ion distribution
with a spread of the longitudinal and transverse velocity
components. However, Parkhomchuk’s formula �Eq. �3� with
C=1/�� is generally presented and interpreted as being rel-
evant to individual ions. For the linear part of the force the
analytically derived coefficient for an individual ion is
C=1/ ��2��, as reported by Derbenev and Skrinsky in Ref.
�19�. Note that a known difference between Derbenev-
Skrinsky asymptotics �19� and Parkhomchuk’s empirical ex-
pression occurs only for large relative velocities V��ef f.
Such a region of the velocities is not covered by the data
reported in this paper. Recently, direct numerical simulations
were performed, which helped to resolve various disagree-
ments between the formulas �10�.

In Fig. 6 one can see that for the electron currents of 50
�blue; lower curve�, 100 �red�, and 250 �pink� mA the curves

based on Eq. �3� go nicely through the measured data points,
although the resulting fitted value of the effective velocity
�ef f has a weak dependence on the current. For a high elec-
tron current �500 mA�, the experimental data are signifi-
cantly lower than the curve utilizing the effective velocity
determined from the low current data.

The high current data clearly shows that the effective ve-
locity is completely dominated by intensity-dependent con-
tributions. For example, for the set of the data with 500 mA
�B=0.1 T� and measured parameters of the proton distribu-
tion the resulting drift velocity vd is around 7400 m/s �cal-
culated at an rms radius of cooled proton beam and an as-
sumption that the electron beam is unneutralized�. We can
take this into account by adding an extra term to the effective
velocity. This results in the solid curve shown in Fig. 7 that is
based on Eq. �3�.

A weak dependence of an effective velocity �ef f on the
current in Fig. 6 appears close to the ne

1/6 dependence which
is an expected scaling if the effective velocity is completely
determined by the longitudinal-longitudinal relaxation vlon
with all other contributions being negligible. The values of
�ef f needed for a good fit of the data, in Figs. 6 and 7, are
6200, 8200, and 10 000 m/s �in the beam frame� for the
currents Ie=50, 250, 500 mA, respectively.

FIG. 6. �Color online� Longitudinal friction force in �eV/m� vs
velocity ��104 m/s� for electron currents of 50 �blue, lowest set of
data�, 100 �red�, 250 �pink�, 500 mA �black, highest set of data� and
a magnetic field in the cooling solenoid B=0.1 T.

FIG. 7. �Color online� Measured friction force �points� in
�eV/m� vs velocity ��104 m/s� for an electron current of 500 mA
�B=0.1 T� and fitted curve based on Eq. �3� with an additional
contribution to the effective velocity from the space charge of the
electron beam.
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However, for an accurate estimate, one should take into
account other possible contributions to the velocity spread as
well. For low currents such a direct contribution, in our case,
comes from the power supply ripple and is estimated to be
vripple=5200 m/s. For high currents, the space-charge con-
tribution may become essential, which is estimated to be
vd=3700 and 7400 m/s for the currents of Ie=250 and
500 mA. Although an effect from the nonstraightness of the
magnetic field lines on the location of the friction force
maximum is clearly observed �see Fig. 5�, its contribution to
�ef f appears to be not as trivial as from other sources, and
will be investigated with the VORPAL code �22�.

In general, trying to identify the contribution of each of
the effects to the effective velocity may have a relatively
large uncertainty, apart from the cases where the effective
velocity is clearly dominated by a single contribution �al-
though it may be attempted with a help of a complete scan of
the parameters, as the one reported in this paper�. As a result,
using the measured value for the force maximum and the
corresponding effective velocity as a known parameter may
be more valuable for the benchmarking of various models
and simulations.

C. Averaging over ion distribution

In the previous section, the expression in Eq. �3� was
directly fitted to experimental data. However, the precooled
proton beam, with which the friction force measurements are
made, has some finite values of an rms emittance and mo-
mentum spread. In order to determine an accurate numerical
coefficient in the expression of the single-particle force by
comparison with the measured data, one needs to convolute
the single-particle expressions over the proton distribution.

The convolution over the proton distribution can be done
according to

F = C
4�Z2e4ne

m�2���
2 ��

�
−�

� v�LM�v�,v�,�ef f�
�v�

2 + v�
2 + �ef f

2 �3/2

�exp	−
v�

2

2��
2 −

�v� − v0�2

2��
2 
v�dv�dv� , �4�

where �� and �� are measured rms velocities of the proton
distribution, and the integrals are performed over the trans-
verse v� and longitudinal v� velocities of the protons.

In our experiments, the transverse distribution of the pro-
ton beam was measured using the Magnesium jet profile
monitor. To get information about the longitudinal rms ve-
locity spread, the longitudinal profiles were also measured. If
the beam is longitudinally emittance dominated then the rms
bunch length and the momentum spread are directly related,
and by measuring bunch length one determines the values for
the momentum spread. However, as a result of cooling, the
beam may become longitudinally space-charge dominated,
as it was brought to our attention by Nagaitsev �20,21�. In
such a case, the actual momentum spread is much smaller
than found from the relation between the bunch length and
the momentum spread. For our experiments, we find that the
cooled proton beam was longitudinally space-charge domi-
nated even for a very small proton current of 50 �A. The

bunch length measured scales as the third root of the proton
beam current, as expected for the space-charge dominated
beam �20�. Also, recorded longitudinal profiles are parabolic
rather than Gaussian. For our experiments, the rms momen-
tum spread determined from the measured bunch length is
already small �around 5�10−5�. Taking into account that the
actual momentum spread of such a longitudinally space-
charge dominated beam is even smaller �21�, we can assume
that averaging in Eq. �4� is done essentially over the trans-
verse ion distribution. Such an averaging with a negligible
longitudinal momentum spread was used for the results pre-
sented in Figs. 8 and 9. For the data shown in Figs. 8 and 9,
measured parameters of the proton distribution are the fol-
lowing: transverse full width at half maximum �2 mm, rms
dp / p=5.3�10−5 �determined from the bunch length, actual
momentum spread is expected to be much smaller �21��,
Ie=300 mA, B=0.12 T. The beta functions in the cooler and
in the magnesium jet location �transverse profiles� are 10 and
10.5 m, respectively.

There could be different approaches to a fitting procedure
based on averaging in Eq. �4�. The first one assumes that the

FIG. 8. �Color online� Longitudinal friction force in �eV/m� vs
velocity ��104 m/s� for electron current of 300 mA �B=0.12 T�.
Experimental data: dots; solid line �black�: the force averaged ac-
cording to Eq. �4� with fixed coefficient C=1/� and fitted effective
velocity 4000 m/s; dashed line �green�: single-particle force ac-
cording to the Eq. �3� with corresponding effective velocity
4000 m/s.

FIG. 9. �Color online� Measured force �dots� in �eV/m� vs ve-
locity ��104 m/s� for an electron current of 300 mA �B=0.12 T�
and the fitting curve according to the Eq. �4� with an experimentally
determined effective velocity.
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numerical coefficient C in the expression for the single-
particle force in Eq. �3� is known �for example, C=1/� as in
Ref. �18� or C=1/�2� as in Ref. �19� for low relative ve-
locities�, while �ef f is a fitting parameter. In our experiments,
the measured transverse rms velocity spread of the proton
beam was rather large so that the fitted �ef f, as a result of
such averaging, became very small ��ef f =4000 m/s is
needed for the case shown in Fig. 8�. For such low value of
the effective velocity, the single-particle friction force would
have a maximum around this small value having a nonlinear
decrease of the force for larger velocities. As a result, sig-
nificant large-amplitude oscillations are expected for the
relative velocities corresponding to the nonlinear part of the
force �14�. However, we did not see such oscillations for the
velocities in this range. In fact, we measured the maximum
of the friction force by recording the onset of such large-
amplitude oscillations which took place at significantly
larger velocities.

The second approach is to take �ef f as a known parameter
based on recorded oscillations of the longitudinal profile and
the measured maximum of the friction force �see Sec. III�.
The fitting parameter is then the unknown numerical coeffi-
cient C. In such an approach �for our parameters and the
region of low relative velocities discussed here�, using the
measured value of the velocity corresponding to the force
maximum which is about 8000 m/s and Eq. �4�, we find
some enhancement for the numerical coefficient C compared
to the factor 1 /� �18�. For the fitting presented in Fig. 9
�solid line�, the coefficient obtained is C=1.6/�. Note that
an uncertainty of the numerical factor C found by such a
procedure is rather large due to significant error bars in the
measurements of the proton distribution and the uncertainty
in the momentum spread value for the longitudinally space-
charge dominated beam �21�.

As a result, we can only say that with the convolution
over the ion distribution �which we believe is the correct
approach� the numerical factor C appears to be somewhat
higher than 1/� �18�, and, to the accuracy of the present
analysis, seems to be in reasonable agreement with an ana-
lytic coefficient C=1/�2� �19�.

As discussed above, it appears rather difficult to extract a
microscopic �single-particle� cooling force with very good

accuracy from a macroscopic quantity of the measured phase
shift. We plan to accurately determine numerical factors for
the single-particle friction force expressions using numerical
simulations with the VORPAL code and by studying the ve-
locities of ions intercepting the magnetic field lines at an
angle �10,22�.

V. SUMMARY

In this paper, we report a series of dedicated measure-
ments of the longitudinal magnetized friction force in
CELSIUS. The goal of the measurements was to obtain data
suitable for a detailed quantitative comparison with theoret-
ical models and simulations. A high precision in the mea-
surements was obtained due to a combination of the two
effects: changing the rf frequency instead of the electron
voltage and accurate measurements of the phase difference
using a phase discriminator. The friction force was measured
for various parameters of the cooler, including different cur-
rents of the electron beam, various strength of the magnetic
field, different strength of the magnetic field errors in the
cooling solenoid and the misalignment angle between the
beams. We also discuss the procedure of fitting the experi-
mental data with a parametric expression for the force, as
well as some insights gained in our studies.
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