2002 Ford Econoline

E34 E-350

Vehicle Summary












MSRP
Base Price








$24,780

Destination Charge







       715

Advert/Adjustments
0

Total Options








    6,030
    Total Price








$31,525










Eff. 12/28/2001

Price Level Code 240

Selected Options

Code

Description






MSRP



Standard Emissions







99F

7.3 L (444) DI Turbo Diesel V8 Power Stroke Engine



Inc: dual 750-CCA batteries, engine oil cooler, sound



Reduction pkg, vacuum pump, fuel filter/heater/water



separator, diesel engine light cluster, engine block



heater (Req: 449 trans)




$ 4,760

449 HD 4-speed electronic automatic transmission w/OD


(Req: 99F engine)







XC9

3.55 Axle Ratio w/limited slip (N/A w/99M or 99S




Engine)(Req:  99L or 99F engine)



$   270

760A

Commercial Series Order Code Incl: base vehicle




only









202 Payload Pkg #1  Incl: 9500# GVWR, 4160# max

Payload (STD)

T38
LT2245/75R16E All-season SBR BSW Tires (STD)

51A
Full-size spare tire and wheel (STD)

___
60/40 hinged side cargo door (STD)












MSRP

211

Dual Bucket Seats (STD)






C___
Cloth Trim






$      20

____
Clearcoat Paint (STD)

203 Ambulance Prep Pkg not Required (STD)


204 High Capacity Front/Rear Air Conditioning

Incl:  aux heater  (headliner and overhead ducts



not included)






$    825

41H

Engine Block Heater  




Incl w/99F

589

Electronic AM/FM Stereo Radio w/Cassette, 





incl:  clock and four speakers



$    155

Standard Equipment

5.4L (330) SOHC SEFI V8 Triton engine, incl fail-safe

cooling, HD 4-speed electronic automatic transmission 

w/OD, incl aux oil cooler, 3.55 rear axle ratio

Rear Wheel Drive

78 amp/hr (650-CCA) maintenance-free HD battery

HD Alternator

138” wheelbase

9500# GVWR, springs (3800# front/6195# rear), axles 

  (4600# front/6340# rear)

4025 maximum payload

Twin I-beam front suspension

2-stage multi-leaf spring rear suspension

Handling pkg – front stabilizer bar, HD front/rear gas

  Shock absorbers

Trailer-towing pkg (class I) incl trailer wiring harness

LT245/75R16E all-season SBR BSW Tires

Full-size spare tire

(5) 7.0K 8-hole steel wheels

Hub caps

Power steering

Power 4-wheel anti-lock disc brakes

35 gallon fuel tank

Exterior

Front/rear light charcoal bumpers w/rear step

Light charcoal grille/surround

Sealed beam halogen headlights

Black sail-mounted tubular neck mirrors

Solar tinted glass

Interval windshield wipers

Hinged side and rear cargo doors

Interior
Dual vinyl front bucket seats

Passenger side under seat stowage drawer

Inboard front armrest

Color-keyed engine cover w/dual stowage (4) cup holders

Front/rear black vinyl floor mat

Black vinyl tilt steering wheel

Headlights-on audible alert

Front air conditioning

Electronic AM/FM stereo radio incl 2 speakers,, digital clock

12-V power point in instrument panel

Medium graphite-color cowl trim panels

Dark graphite color instrument panel

Graphite color plastic door trim panels

Front hardboard headliner

Dual medium graphite color vinyl sun visors

A-pillar interior grab handle

Lights:  front dome, rear cargo

Courtesy light switches at all doors

Black plastic stepwell pads

Safety
4-wheel anti-lock braking system

Driver and front passenger Second Generation airbags

Medium graphite-color safety belts

Dual note electric horn

Powertrain – Basic Specifications

Engine:  Order Code 99F, Diesel V8, 7.3L/444 CID, Turbo-charged DI Fuel System, SAE Net 215 HP @ 2600 RPM, SAE Net Torque 425 @ 1800 RPM

Transmission:  Order Code 449.00 4-speed automatic w/OD HD Electronic,

Rear Wheel Drive

Mileage:  Est MPG, City and Hwy

Powertrain – Advanced Specifications

Transmission Gear Ratio (:1)

First, 2.71; Second, 1.54; Third, 1.00; Fourth, 0.71; Reverse, 2.18

Clutch size; Power take-off

Transfer Case- Model; Gear Ratio (:1) – High, Low; Power Take-Off

Differential – Axle Ratio (:1)   Front,    Rear, 3.55

Electrical – Battery, max. cp. @ 0 Degrees F. (amps)  Front 750; Rear 750

Alternator maximum capacity 130.00 front

Cooling System – Total System capacity (qts)  23; engine oil cooler, yes

Payload/Trailering Specifications
Weight information

Gross Axle Wt Rating (lb) 4600, front; 6084, rear

Curb Weight (lb)
2931, front; 2403, rear

Total Option Weight (lb)  589, front; 204, rear

Reserve Axle Capacity (b) $1,080 Front; $3,577, rear

Gross Vehicle Wt Rating (lb)

As spec’d Curb Weight (lb)

As spec’d Payload (lb)

Gross combined weight rating (lb)

Trailering

Dead Weight Hitch (lb):
Max Tlr Wt 5,000
Max Tongue Load 500

Wt. Distributing hitch (lb):  Max Tlr Wt 9,673
Max Tongue Load 1,161

DIMENSION SPECIFICATIONS

Exterior Dimensions  Wheelbase (in) 138; Length, overall w/Rear, 211.80; Width, max w/o mirrors (in) 79.30; Height, overall (in) 84.10; Overhang, front (in) 30.10; Ground to Top of Load Floor (in), 26.30; Ground clearance, 8.10 front; 8.10 rear

Rear Door – Dual    Opening Ht. (in) 48.30; Opening Width (in), 54.40

Side Door RH Dual Hinged    Opening Ht (in) 48.30; Opening Width (in), 47.10

Side Step-up ht (in) 18

Cargo Area Dimensions Length at Floor; Width of wheel housing 52.80

Height (in) 52.50

Interior Dimensions

Passenger Capacity;  Seating Position Front Head Room (in) 42.50; Front Leg Room (in) 40; Front Shoulder Room (in) 68.40; Front Hip Room (in) 65.60

Chassis Specifications

Suspension – Coil Spring Front; Multi-leaf 2-stage rear; 4200 capacity, Front; 6195 capacity, rear    Axle – Twin-I beam Front, Full-floating rear; 4600 lb. Capacity front; 6,340 lb. Capacity rear.  Shock Absorber dia (mm) 35.10 front, 35.40 rear.  Stabilizer Bar dia. (in), 1.

Brakes – power disc front & rear.  Rotor dia. X thickness 13.03 x TBD (in.)

Tires – T38 Front, T38 Rear, 51A Spare

Size:  LT245/75R16E front; LT245/75R16E Rear; LT24575R16E Spare

Capacity  3042 

Revolutions per mile @ 45 mph – 677

Wheels – 16 x 7 steel

Power Steering – 17 on center, front

Turning dia (ft) Curb to curb, 48; wall to wall, 50.20

Main Fuel Tank capacity, approx 35 gal

Location:  midship

