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ANNEX 2 
PROCEDURES FOR INSPECTION OF SILO LAUNCHERS OF ICBMs, 

MOBILE LAUNCHERS OF ICBMs, AND SLBM LAUNCHERS  
 
 

1. For an inspection of a silo launcher of ICBMs declared not to contain an 
ICBM, upon arrival of the inspection team subgroup at such a silo launcher of 
ICBMs, the inspection team subgroup shall have the right to ascertain that it is 
the designated silo launcher of ICBMs by comparing its geographic coordinates, 
determined using a satellite system receiver and the procedures provided for in 
Annex 8 to this Protocol, with the geographic coordinates specified for that silo 
launcher.  After confirmation of coordinates, the inspected Party shall open the 
silo door.  The inspectors shall have the right to view the interior of this ICBM 
launcher from a place designated by a member of the in-country escort, to 
confirm that it does not contain an ICBM or a first stage of an ICBM.  
 

2. For an inspection of a road-mobile launcher of ICBMs declared not to 
contain an ICBM, if inspectors are unable to confirm by means of external 
viewing of the launcher that it does not contain an ICBM, inspectors shall have 
the right to view the interior of that road-mobile launcher of ICBMs through a 
maintenance hatch.  
 

3. For an inspection of a rail-mobile launcher of ICBMs declared not to 
contain an ICBM, inspectors shall have the right to view the interior of the railcar 
of such a launcher through a maintenance hatch or from the entry compartment 
of that railcar to confirm that it does not contain an ICBM.  
 

4. For an inspection of an SLBM launcher declared not to contain an 
SLBM, upon arrival of the inspection team subgroup at such an SLBM launcher, 
the inspected Party shall open the SLBM launcher hatch.  Inspectors shall have 
the right to view the interior of the SLBM launcher, from a place designated by a 
member of the in-country escort, to confirm that it does not contain an SLBM or 
the first stage of an SLBM.  
 

5. For baseline data inspections, data update inspections, and new facility 
inspections, after the viewing in accordance with paragraph 1 of this Annex has 
been completed, the inspection team subgroup shall return to the maintenance 
facility of the inspected ICBM base for silo launchers of ICBMs or, for a reentry 
vehicle inspection after the viewing in accordance with paragraph 1, 2, 3, or 4 of 
this Annex has been completed, the inspection team subgroup shall have the 
right, at its choice, to rejoin the inspection team or to go to the designated 
location where post-inspection procedures will be carried out.  
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