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the following pretreatment standards 
for existing sources (PSES):

SUBPART H 
[PSES Effluent Limitations] 

Pollutant or pollutant property 
Maximum 
for any 1 
day (mg/l) 

Oil and grease ....................................................... 100
Copper ................................................................... 5
Chromium .............................................................. 4
Arsenic ................................................................... 4

In cases where POTWs find it necessary 
to impose mass limitations, the fol-
lowing equivalent mass limitations are 
provided as guidance.

SUBPART H 
[PSES Effluent Limitations; grams per cu m of production] 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Oil and grease ....................................................... 20.5
Copper ................................................................... .62
Chromium .............................................................. .41
Arsenic ................................................................... .41

§ 429.96 Pretreatment standards for 
new sources (PSNS). 

Except as provided in 40 CFR 403.7, 
any new source subject to this subpart 
which introduces process wastewater 
pollutants into a publicly owned treat-
ment works must comply with 40 CFR 
part 403 and achieve the following 
pretreatment standards for new 
sources (PSNS): There shall be no in-
troduction of process wastewater pol-
lutants into publicly owned treatment 
works.

Subpart I—Wet Storage 
Subcategory

§ 429.100 Applicability; description of 
the wet storage subcategory. 

This subpart applies to discharges to 
waters of the United States and to the 
introduction of process wastewater pol-
lutants into publicly owned treatment 
works from the storage of unprocessed 
wood, i.e., the storage of logs or 
roundwood before or after removal of 
bark in self-contained bodies of water 
(mill ponds or log ponds) or the storage 
of logs or roundwood on land during 
which water is sprayed or deposited in-
tentionally on the logs (wet decking).

§ 429.101 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control 
technology currently available 
(BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent reduc-
tion attainable by the application of 
the best practicable control technology 
currently available (BPT): There shall 
be no debris discharged and the pH 
shall be within the range of 6.0 to 9.0

§ 429.102 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.103 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable 
(BAT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology 
economically achievable (BAT): There 
shall be no debris discharged and the 
pH shall be within the range of 6.0 to 
9.0.

§ 429.104 New source performance 
standards (NSPS). 

Any new source subject to this sub-
part must achieve the following new 
source performance standards (NSPS): 
There shall be no debris discharged and 
the pH shall be within the range of 6.0 
to 9.0.

§ 429.105 Pretreatment standards for 
existing sources (PSES). 

Any existing source subject to this 
subpart which introduces process 
wastewater pollutants into a publicly 
owned treatment works must comply 
with 40 CFR part 403.
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