


SUMMARY 

Four seal types commonly used i n  he l icopter  transmissions are the conven- 
t i o n a l  elastomeric l i p  seal, the  hydrodynamic l i p  seal, the  circumferent ia l  
shaft s e a l ,  and the  face seal. 

Sealed pressures are usual ly  l e s s  than 3.44 N/cm* (5 p s i )  and seal lubrica-  
t i o n  and cooling i s  usual ly  provided by splash of the  lubr icant  against  t h e  
sea l .  

For splash lubr ica t ion  and cooling it i s  recomnended t h a t  the conventional 
l i p  seal be l imi ted  t o  s l i d i n g  speeds of 1219 meters per  minute (4000 f t /min)  
f o r  sealed pressures less than 0.69 N/cm2 (1 p s i ) .  
pressures ,  the recommended s l i d i n g  speeds are luwer and are l i s t e d  under 
the sec t ion  t i t l e d  Recommended Pract ices .  
speed f o r  the hydrodynamic l i p  sea l  is  2133 meters per  minute (7000 ft/min) 
when sealed pressures are 0.69 N/cm2 1 p s i .  
seal, the  recommended maximum speed is reduced as the pressure is increased; 
these l i m i t s  are stated i n  the  Recommended Prac t ices  sect ion.  Higher speeds 
and pressures a r e  feasible when spec ia l  provisions have been made t o  cool 
the runner material t h a t  i s  under the  seal l i p .  
of easy assembly, compact s i z e  and low cost.  

The circumferent ia l  seal has high-speed capabi l i ty  (probably over 4572 
meters per  minute (15,000 f t /min) ) .  
low (about 0.69 N/cm2 (1 p s i ) )  unless t h e  seal is  w e l l  drained and protect-  
ed by lubr icant  windbacks and s l ingers .  Circumferential  seals are a t t r ac -  
t i v e  because of easy assembly and compact s i z e ;  
more than l i p  sea l s .  

The face seal has high-speed capabi l i ty  probably over 6096 meters per  min 
(20:OOO f t /min) ,  and much higher pressure capabi l i ty  than t h e  maximum 
pressures found i n  he l icopter  transiaissions. 
of higher costs  than l i p  s e a l s ,  more d i f f i c u l t  assembly, and r e s t r i c t e d  
a x i a l  movement. 

For higher sealed 

The maximum recommended s l i d i n g  

As with t h e  conventional l i p  

Lip seals have advantages 

However, t he  pressure capabi l i ty  is  

however, they cos t  much 

Face seals have disadvantages 
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GUIDE TO THE USE OF THIS MONOCRAPH 

The purpose of the design guide is to organize and present, for effective 
use in design, the significant seal experience and knowledge accumulated 
in helicopter transmission development and operational programs to date. 
It reviews and assesses current design practices, and from them establishes 
firm guidance for achieving greater consistency in design, increased 
reliability in the end product, and greater efficiency in the design effort. 
The document has two major sections (sections 2 and 3); 
by section lwhich consists of a brief introduction and some background 
data. 
sections. 

these are preceded 

A ?et of references and a glossary of terms compliment the two major 

The state of the Art, Section 2, reviews and discusses the total design 
problem and identifies which design elements are involved in successful 
design. 
and points out those areas in which data is lacking. 
tion is required, the best available references are cited. 
serves as a survey of the subject, provides background material, and pre- 
pares a technological base for the Design Criteria and Recommended 
Practices (Section 3 ) .  

It describes the current technology pertaining to these elements 
When detailed informa- 

This section 

The Design Criteria, Section 3, state briefly in CAPITALS what rule, guide, 
limitation, or standard must be imposed on each essential design element 
to assure successful design. 
for the project manager to use in guiding a seal design or in assessing 
its adequacy. 

The Design Criteria can serve as a checklist 

The Recommended Practices, also in Section 3, state haw to satisfy each of 
the criteria. Whenever possible, the best procedure is described; when 
this cannot be done concisely, appropriate references are provided. The 
Rc2ommended Practices, in conjunction with the Design Criteria, provide 
positive guidance to the practicing designer on how to achieve successful 
design. 

Sections 2 and 3 have been organized into decimally numbered subsections so 
thzt the subjects within similarly numbered subsections correspond 
section to section. The format for the Contents displays this continuity 
of subject in such a way that a particular aspect of design can be followed 
through both sections as a discrete subject. 

from 
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1.0 INTRODC CTION 

The purpose of a he l i cop te r  transmission is  t o  t ransmit  power from the  
engines t o  the  r o t o r  system and t o  various accessory components. This i s  
done by a mult is tage gear  system, the  complexity of which can be realized 
by considering tha t  t h e  present  production he l icopter  can have up t o  s i x  
gearboxes with a t o t a l  of 30 s e a l  pos i t ions .  
these transmissions i s  t o  prevent l ub r i can t  escape and t o  prevent inges t ion  
of water and debris  t ha t  may a f f e c t  operation of gears and bearings.  

The funct ion of the  seals i n  

The minimum l i f e  of these seals should be at leas+* equal  t o  the scheduled 
overhaul t i m e  of t h e  transmission; t h i s  i s  about 1500 hours. Lubricant 
leakage limits are sometimes spec i f ied  as being less than 5cc/hr,  with 
zero leakage and zero inges t ion  of water and debris  being a design goal.  

Sea l  problems appear i n  t h e  form of seal leakage. 
f l igh t -safe ty  problem. However, seal replacements necessatated by exces- 
s i v e  leakage causes maintenance costs  t o  rise and a i r c r a f t  downtime t o  in- 
crease;  and the  t o t a l  cos ts  associated with s e a l  replacenent are appreci- 
able and deserve a t t en t ion .  

This usual ly  i s  not a 

The following s teps  were followed i n  t h e  construct ion of the  design guide: 

(1) Ident i fying the successful  transmission seal  design p rac t i ce  
and appl icat ions 

(2 )  Documentingthe ex i s t ing  state of t he  art and i t s  shortcomings 

( 3 )  List ing what design c r i t e r i a  are necessary f o r  successful  
design 

( 4 )  Recommending prac t ices  t o  be used t o  achieve successful  design 

The end object ive of t h i s  design guide is  t o  reduce seal leakage problems 
through the establishment of a uniform seal design and se l ec t ion  prac t ice .  

Since the purpose t o  t h i s  design guide i s  t o  e s t a b l i s h  a uniform p rac t i ce ,  
t he  guide i s  based on experience obtained i n  a wide va r i e ty  of appl ica t ions  
using l i p ,  c i rcumferent ia l  and face seals. 
t o  the c a p a b i l i t i e s  and lub r i ca t ion  of the  various s e a l  types.  
considerat ions,  as they a f f e c t  the  seal. operat ion,  are discussed. 
discussed are spec ia l  l imi ta t ions  as a r e s u l t  of s torage  requirements, 
qua l i t y  cont ro l ,  i n s t a l l a t i o n ,  operation and removal. 

P a r t i c u l a r  a t t e n t i o n  is given 
Drainage 

Also 

Not a l l  seal loca t ions  i n  the transmission present  the  same degree of 
d i f f i c u l t y ,  but t he  following l i s t  of environmental extremes provides some 
ins igh t  i n t o  sever i ty  of operation: 

A. External environment (air s i d e )  

(1) A i r  entrained debris  (dus t ’  
(2 )  Water (such RS r a in  encountered i n  forward f l i g h t  and 

salt water spray)  

3 



B. In t e rna l  environment ( o i l  s i d e )  

Lubricant (compatibi l i ty  cha rac t e r i3 t i c s  ) 
Temperature t o  394 K (250OF) 
Start-up; 
Changes i n  axial loca t ion  of s e a l  p a r t s  due t o  thermal growth 
and tolerance va r i a t ion  from one assembly t o  another (as high 
as 2 1.26 mm (20.050 inch) i n  one transmission) 
Shaft  dynami cs - runout (as high as 0.762 mm (0.030 T I R )  on the  

O.D. of a shaft i n  one transmission) - a x i a l  and radial v ibra t ion  (no data on t h i s  
i t e m  ava i lab le)  

Speed - (4572 meters per  minute (15,000 f t /min)  
m a x i m c m  speed now planned) 

( 5  p s i )  maximum 
Lubricant f looding of the  seal poss ib le  i n  some appl ica t ions  

dry starts and cold starts (219K(- 65OF)) 

Pressure range - some loca t ions  spec i f i ed  as high as 3 .44  N/cm 2 

Tables 1.1 and 1.2 summarize t h e  current  successfu l  he l icopter  transmission 
seal p rac t i ces  f o r  l i p  type and carbon element seals respect ively.  
seal types,  component materials, operat ing condi t ions,  design parameters 
and leakage data are l i s t e d  f o r  each seal. 
represent  a foca l  point  of the cur ren t  state of t he  art and recommended 
prac t ices  t h a t  w i l l  be discussed i n  t3e following sec t ions .  

The 

The d a t a  from these  t a b l e  

Many types of seals have been used by var ious transmission manufacturers. 
A t  Sikorsky Ai rc ra f t ,  however, as noted i n  Tables 1.1 and 1.2,  t h e  l i p  and 
face seals are t h e  most commonly use& Circumferential  s e a l s  have been 
used i n  well-drained p o s i t i o r s  where sur face  speeds are too  high f o r  l i p  
s ea l s  and a x i a l  tolerance var ia t ions  i n  loca t ion  o r  a x i a l  disolacements are 
excessive f o r  face sea l s .  
type; 

The following descr ip t ions  introduce each seal 
a more detailed ana lys i s  i s  presented later i n  the  design guide. 

Conventional L i D  Sea l  

Figure 1.1 is a t y p i c a l  l i p  seal accessory appl ica t ion  i n  a main transmis- 
s ion  ( i t e m  7 i n  Table 1.1). 
is  s t r e t ched  over t he  sha f t .  Radial loads ac t ing  normal t o  the  shaft 
surface are a result of  t h e  s t r e t ched  l i p  and the  loading spr ing.  
of t he  l i p  and the  runner ( s h a f t )  surface form the  primary sea l .  

The main element i s  the  elastomeric l i p  that  

The bore 

In operat ion,  the  surfaces  of the primary seal are usual ly  separated by a 
t h i n  o i l  f i lm  about 1.27 t o  2.54 microns (50 t o  100 microinches) thick.  
Since t h i s  f i lm  m u s t  be maintained an important design feature is lub r i can t  
t ranspor t  t o  t he  primary seal. For t h e  seal depicted i n  Figure 1.1, an 
oi l -splash type lub r i ca t ing  system i s  used. 
beiug forced out of t h e  gear  and support bearing area, which i s  je t - lubr ica t -  
ed. 
bearing and t h e  seal r e l i eves  the  seal area from a pressure buildup. 

The splash r e s u l t s  from o i l  

An o i l  d ra in  loca ted  at the  bottom of the  housing between t h e  support  

4 
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A s  can be seen from Table 1.1, conventional l i p  seals have been used 
successful ly  i n  appl icat ions where rubbing speeds are r e l a t i v e l y  slow (under 
732 meters per minute (2400 f t / m i n ) ) .  

These l i p  s e a l s  i n  Sikorsky Aircraf t  accessory, main r o t o r  shaft and t a i l  
drive shaft appl icat ions usual ly  cons t i t u t e  over 80 percent  of t he  seal 
appl icat ions,  but l e s s  than 5 percent of t he  leakage problems i n  t rans-  
missions. 

Hvdrodvnamic L i p  Seals  

Figure 1 . 2  i s  a sketch of a high-speed input  sha f t  where a hydrodynamic 
l i p  seal is used ( i t e m  13, Table 1.1). 

The hydrodynamic l i p  s e a l  is e s s e n t i a l l y  a conventional l i p  seal modified 
by the  addi t ion of molded ribs ( h e l i c a l  grooves) on the a i r  side of t he  
seal. These molded r ibs  pump back any lub r i can t  t h a t  l eaks  out .  

The l i p  seal i n  t h i s  appl ica t ion  has replaced a face seal i n  a r e t r o f i t  
program. As w i t h  t h e  conventional l i p  seal, lub r i can t  is  suppl ied i n  sp lash  
form from the  je t - lubr ica ted  bear ing and is  removed by a drain i n  the bottom 
of the  housing. 

Generally the  lub r i ca t ing  f i lm is  similar t o  thct  of a conventional l i p  
seal except that  the h e l i c a l  groove pumping act ion allows the use of l i g h t e r  
l i p  loads,  resu’-ting i n  lower f r i c t i o n a l  torque and under l i p  temperatures 
and i n h i b i t s  leakage. 
obtainable.  

Thus, higher speeds than a conventional l i p  seal are 

Circumferential  Sea ls  

Figure 1.3 (i tem 1, Table 1.2) shows a circumferent ia l  seal used i n  a high- 
speed input  appl ica t ion  of a productior, main gearbox. 

It is  a three-ring design (segmented carbon rings) tha t  is r a d i a l l y  loaded 
by spr ings t o  the  s h a f t  surface.  
and the bore of t he  carbon r ings .  

Relat ive ro t a t ion  occurs betireen the  sha f t  

As can be seen from t h e  f igure ,  t h e  seal envelope is  l a rge r  than t h e  seal 
i tself .  The o r t g i n a l  seal used i n  t h e  appl icat ion w a s  a face seal, but  
numerous f a i l u r e s  showed t h a t  t h e  axial sha f t  movement w i t h  respect  t o  the  
housing was excessive f o r  t he  face seal. 
and the  o i l  i s  then drained back i n t o  t h e  sump by ex terna l  plumbing. 

The s e a l  is splash lubr ica ted ,  

As w i t h  t he  l i p  s e a l s ,  a lubr ica t ing  f l u i d  f i lm is probably es tab l i shed  
between the  shaft and the  carbon r ings .  
speed capabi l i ty  than l i p  seals and can operate under dry o r  p a r t i a l l u b r i c a -  
t i o n  conditions. 

Circumferential  seals have higher 

Face S e a l l  

Figure 1.4 shows a conventional face seal i n  the  high-speed input s h a f t  

8 



FIGURE 1.2 TYPICAL HYDRODYNAMIC L IP  
SEAL APPLICATION 
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FIGURE 1.3 TYPICAL CIRCUMFERENTIAL 
SEAL APPLICATION 
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appl ica t ion  on a Siko-.sky Helicopter (item 4, Table 1.2)  

This seal cons is t s  of a r o t a t i n g  mating r i n g  and a non-rotating carbon- 
graphi te  seal r ing  f l ex ib ly  at tached t o  the  seal case. 
between the  primary seal r ing  and case permits a x i a l m o t i c n  of  t h e  primary 
seal r ing .  
mating r ing  face ,  and assembly tolerance stackup. 

A secondary seal 

This axial motion is  due t o  thermal expansion, runout of  t h e  

The seal i s  lub r i ca t ed  by an o i l  sp lash  from t h e  support  bearing. 
drainage hole  at  the  bottom of t h e  housing gra ins  o i l  from t h e  seal area 
t o  an i n t e r n a l  cored drainage l i n e .  

A l a r g e  

I n  transmission appl ica t ions ,  experience suggeEts t h a t  an o i l  f i lm e x i s t s  
between t h e  mating r ing  and the  primary seal r ing .  
i b l e  f o r  t h i s  f l u i d  f i lmseparat ion of t h e  primary sea l ing  surface i s  
probably a hydrodynamic force  t h a t  develops as a result of surface gecnnetry. 
Face seals general ly  have lower leakage rates than circumferent ia l  seals 
and are b e t t e r  ab le  t o  withstand o i l  f looding without leakage, because it 
is  easier t o  accurately mate two f l a t  surfacesthan two cyl in&ica l  surfaces .  

The mechanism respons- 

12 



2.0 STATE OF THE ART 

2 .1  Sea l  Assembly Design 

Successful seal design requi res  a complete de f in i t i on  of operat ing param- 
eters. These parameters include speed, pressure ,  i n t e r n a l  environment, 
ex te rna l  environment, l i f e  requirements and leakage l imi t a t ions .  
shown i n  Table 2.1 i s  a format f o r  s t a t i n g  t h e  operat ing conditions and 
performance c r i t e r i a  f o r  a seal appl ica t ion .  

The list 

In  general ,  he l icopter  transmission seals have s i m i l a r  operat ing condi t ions 
with l a r g e  d i l r e r z x c s  szly i n  s h a f t  r o t a t i o n a l  speed, which can vary from 
20,000 rpm at the  ir,put tu alaer 200 rpm at  t h e  main r o t o r  s h a f t .  S l id ing  
ve loc i ty ,  which I s  dependent on s h a f t  speed and diameter, cur ren t ly  va r i e s  
from 4560 meter pe r  minute (15,000 f t lmin )  t o  less than 152 meters p e r  
minute (500 f t /min)  . 
In  most appl ica t ions ,  t he  i n t e r n a l  environments are similar. 
splash of almost zero gage pressure (a  m a x i m u m  of 3.44 N/cm2 ( 5  p s i )  ) a t  a 
temperature varying from 330 t o  394 K (150 t o  2500F) i s  sealed from the  
ex terna l  environment. The lub r i can t s  used i n  he l icopter  transmissions are 
usual ly  synthe t ic  engine o i l s  o r  mineral  o i l s .  
ML-~-7808, MIL-L-23699, and MIL-L-21260. Usually t h e  o i l  enters t h e  seal 
area by a splash from t h e  gears  and support  bearings and is  drained t o  t h e  
sump by holes  i n  t h e  housing which lead t o  internal  cored l i n e s  o r  e x t e r n a l  
plumbing. 

A l ub r i can t  

Some common types are 

The ex te rna l  environment of t h e  seal depends on t h e  a i r c r a f t  mission and 
operat ing area. 
dust,  (2) low temperature(fr igid)  and ( 3 )  salt water mist. 

Current operating extremes include (1) hot  weather and 

Leakage l imi t a t ions  are dependent on t h e  seal loca t ion  and t h e  e f f e c t  of 
leakage on a i r c r a f t  performance, bu t  i n  general  are less than 5cc/hr. 
l i f e  requirements are based on the  scheduled overhaul i n t e r v a l  of t he  trans- 
mission components. 

Sea l  

Current gearbox TBO's range from 200 hours t o  2000 hours. 

A s  described previously,  four  seal types are general ly  used i n  he l icopter  
transmissions.  Additional comments on t h e i r  relative advantages and cap- 
abil i t ies are given i n  Table 2.2.  

2.1.1 Speed Capabi l i t i es  

The primary f a c t o r  i n  t h e  se l ec t ion  of t h e  seal type t o  be used is 
s l i d i n g  speed-capability. 
is 

This sliding speed at t h e  seal i n t e r f a c e  

S =  W X D X N  (2 .1)  

where S = s l i d i n g  speed, meters per  minute 
D = mean diameter of the  primary seal, m 
N = revolut ions pe r  minute 
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TABU 2.1 

APPLICATION DATA 

Shaft  Outside Diameter 
Shaft Diameter 
Surf ace Finish 
Lead (RH, LH, None) 
Material 
Hardness 
Racial  Eccentr ic i ty  ( S t a t i c )  
Radial Runout 
Out-of-Roundness 
Axial Displacement 
Axial Runout 
Shaft Speed - Range 

Direction of Rotation (Viewed From A i r  Side) 
- Normal Operating 

Housing Bore 
Bore Diameter 
Depth 
Surface Finish 
Material 

Performance Criteria 
Leakage Limitation 
Life Requirements 

Operating Fluid 
Type of Fluid Being Sealed 
Temperature - Range 

Pressure - Range 
- Normal Operaring 

- Normal Operaring 

External Environment 
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As previously stated,  t h e  s l i d i n g  speed ranges from 4560 meters per  
minute (15,000 ft /min ) t o  under 152 meters per  minutes(500 ft /min ). 
The speed c a p a b i l i t i e s  of t he  various seal types cannot be given an 
absolute l i m i t  s i nce  they are dependent on o ther  f ac to r s  such as 
sha f t  runout , temperature , mater ia l ,  pressure and shaft v ibra t ion .  

Conventional l i p  s e a l s  have been successfu l ly  applied a t  speeds t o  
732 meters per  minute (2400 ft /min 
(Table 1.1 item 8) .  
seals, but  t h i s  i s  dependent on cont ro l led  lub r i ca t ion ,  cooling and 
dynamic f ac to r s .  

i n  he l i cop te r  transmissions 
It is possible  t o  run a t  higher speeds with l i p  

Shaft  outs ide diameter runout and hea t  generation i n  the  lub r i ca t ing  
film are major considerations i n  the  operat ion of l i p  seals a t  high 
speeds. As t h e  speed increases ,  t he  a b i l i t y  of t h e  l i p  t o  follow 
the s h a f t  runout decreases.  Thus a t  high speeds,  leakage gaps ten$ 
t o  form. This is termed by some as l i p  "camming", and o thers  c a l l  
t h e  onset of " c m i n g ' '  t h e  fo l lowabi l i ty  l i m i t .  Reference (1) 
presents  data and a method of determining the  fo l lowabi l i ty  limit. 
This data can be used as a guide. I n  general  , as speed increases  , 
grea te r  a t t en t ion  must be given t o  seal cooling and the allowable 
magnitude of shaft imperfections and v ibra t ion .  
imperfections are discussed i n  paragraph 2.1.4. ) For conventional 
sha f t  tolerances and magnitude of s h a f t  v ibra t ion ,  t h e  speed limit 
of 1218 meters per  minute (4,000 f t /min ) is  recommended by some 
manufacturers. But it is  possible  t o  operate  faster w i t h  proper 
con t ro l  of runout, temperature and v ibra t ion .  Not enough published 
data e x i s t s  t o  provide exact  methods of determining the speed l i m i t  
f o r  a p a r t i c u l a r  appl icat ion.  

(The effects of 

One recent  development, the hydrodynamic l i p  seal, has alleviated 
some of t h e  problems associated with high-speed operation of l i p  s e a l s .  
The hydrodynamic l i p  seal d i f f e r s  from a conventional l i p  seal by: 

1. Grooves, r i b s  o r  f l u t e s  molded on t h e  air side of the l i p  sur face  
which pumps back the  lub r i can t  t h a t  leaks pas t  t he  primary seal. 

2. A l i g h t e r  radial l i p  load. 

With the  addi t ion  of the  grooves, l i g h t e r  l i p  loads can be used and 
therefore  , higher  s l i d i n g  ve loc i t i e s  can be considered f o r  hydro- 
dynamic seals. 
(10,000 ft /min ) are reported by some hel icopter  manufacturers, 
although the  use of hydrodynamic l i p  seals i n  these  appl ica t ions  i s  
questionable from a l i f e  standpoint.  

Rubbing speeds of up t o  3045 me+.ers p e r  minute 

The documented appl icat ions revea l  t h a t  hydrodynamic l i p  seals are 
used at higher speeds than conventional l i p  seals. 
long-term successful  operation has been achieved wi th  hydrodynamic 
l i p  seals at s l i d i n g  speeds of 1900 meters pe r  minute (6,230 ft /min ) 
(Table 1.1, item 13).  
f ac to r s  mentioned i n  t h e  preceding l i p  seal discussion. 

For example, 

The upper speed limit depends on t h e  same 
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Circumferential  s e a l s  have been successful ly  operated a t  2700 meters 
per  minute (8800 f t /min)  i n  a production H-3 transmission applica- 
t ion .  
operated a t  4270 meters per  minute (14000ft/min). ) Generally t h e  
carbon-graphiiz elements of a circumferent ia l  seal have a much 
higher speed cr:,:bility than elastomeric l i p  seals because of t he  
inherent  b e t t e r  high-temperature proper t ies  of t he  material. Periods 
of d r y  starts and inadequate lub r i ca t ion  can be to l e ra t ed  with carbon- 
graphi te ,  whereas i t  i s  detr imental  t o  l i p  seals. With proper a t ten-  
t i o n  t o  the  elimination of lubr icant  f looding and with proper seal 
cooling, the speed l i m i t  i s  probably over 4560 meters per minute 
(15,000 f t /min) .  

(Experimentally, t h i s  type of transmission seal has been 

Face seals have been successful ly  operated at 4460 meters per  minute 
( ( / m i n )  
garded as an upper l i m i t ,  as face s e a l s  have been successful ly  
operated at 6096 meters per  minute (20,000 f t /min)  i n  non-aviation 
appl icat ions.  A s  with c i rcumferent ia l  seals, the  carbon-graphite 
material allows f o r  a higher temperature i n  the  lub r i ca t ing  f i lm 
than elastomeric l i p  s ea l s .  

(see Table 1.2,  item 2 ) .  This i s  not t o  be re- 

2.1.2 Pressure Capabili ty 

Pressure,  although low, i s  an important parameter i n  the  design of 
some seal types f o r  he l icopter  transmissions.  Venting of  the  gear- 
box t o  the  atmosphere accounts for t h e  low pressures  experienced i n  
the  s e a l  area.  Pressure i n  t h e  seal area i s  usual ly  i n  t h e  range of 
0 t o  3.44 N/cm2 ( 0  p s i  t o  5 p s i ) .  Only i n  a lub r i can t  f looding con- 
d i t i on  where drainage is  inadequate w i l l  higher pressures  be record- 
ed. 
be discussed i n  a later sect ion.  

Prevention of flooding and el iminat ion of high pressures  w i l l  

L ip  type seals (conventional and hydrodynamic) are l imi t ed  i n  pres- 
sure  poten t ia l .  
dependent on rubbing veloci ty .  Increased pressure tends t o  b e l l -  
mouth t h e  l i p ,  causing t h e  rubbing area of t he  l i p  t o  increase.  
This increase i n  l i p  area, i n  conjunction with an increased radial 
l i p  load, causes the  heat  generation and seal in t e r f ace  temperature 
t o  r ise.  Thus, with increasing pressure,  failure eventual ly  occurs. 
A s  shown i n  Table 1.1, l i p  type seals have been used where pressure 
was as high as 2.76 N / c m 2  (4. p s i )  when operat ing at 1120 meters pe r  
minute (3670 f t /min)  s l i d i n g  speed. 

The allowable pressure of a l i p  seal i s  inversely 

Special  design fea tures  can be added t o  a l i p  seal t o  help compensate 
f o r  increased pressure.  Figure 2.1 i l lustrates  a l i p  seal with t h e  
TFE s t i f f e n e r  r ing  t o  prevent bellmouthing. 
l i p  f l e x i b i l i t y  is  much less than t h a t  of a conventional l i p  seal, 
and allowable speeds are reduced. 

With t h i s  type of seal, 

17 



\ , /- SEAL CASE 

STIFFENER R I N G  

WEAR SLEEVE 
---GARTER SPRING 

--PRIMARY LIP 

FIGURE 2.1 HIGH-PRESSURE 1 

- . /- -4-.J 

P SEAL (*1) 

Circumferential  seals as used i n  he l icopter  transmissions have lower 
pressure capabi l i ty  (from a leakage s tandpoint)  than l i p  o r  face 
sea l s .  
lubr icant  side is  s l i g h t l y  higher than it i s  on the  air s ide .  €iow- 
ever ,  leakage can be inh ib i t ed  by t h e  use of windbacks and s l i n g e r s  
t o  keep lubr icant  away from the  seal, and as ind ica ted  i n  Table 1.2 
c i rcumferent ia l  seals nave been successful ly  appl ied at pressures  up 
t o  1.38 N/m2 ( 2  p s i ) .  

A circumferent ia l  seal  general ly  leaks i f  t h e  pressure on the  

Face seals can accommodate much higher  pressure than a l i p  o r  C i r -  
c m f e r e n t i a l  seal. Sirrce the  transmission pressures  are low,  face 
seals f o r  transmissions are not pressure balanced. 
balancing is not necessary i n  transmission appl ica t ions ,  t h e  term i s  
introduced here t o  i l lustrate  t h e  difference between a pressure-bal- 
anced s e a l  and a sea l  t h a t  is not pressure balanced. 

Although pressure 
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Seal  balance is  defined as 

a 

a 
C 

0 

b =  

where b 7 seal balance 
a = ne t  a r ea  over which the  sealed pressure a c t s  

t o  c lose t h e  seal, m2 
a = a rea  of primary seal, m2 

C 

0 

The purpose of seal balancing i s  t o  reduce the  hydraulic-pressure- 
induced contact  force on t t e  primary seal elements by decreasing 
the hydraulic c losing force  i n  r e l a t i o n  t o  t h e  opening force.  
Figure 2.2 i l l u s t r a t e s  pessure balancing. 
t i on  of pressure balancing can be found i n  Reference 2. 

A more extensive descrip- 

As compared t o  l i p  and circumferent ia l  seals, face seals can b e t t e r  
adapt t o  pressure e f f e c t s  of lubr icant  f looding and are capable of 
operating a t  pressures  much higher than those encountered i n  he l i -  
copter transmissions.  For example, i n  i n d u s t r i a l  p rac t i ce ,  unbalanc- 
ed seals are used t o  68.9 N/m2 (100 p s i )  and balanced seals are 
used f o r  pressures up t o  689 M/cm2 (1000 p s i ) .  

2.1.3 Temperature Capability 

The temperature ranges from 219 K (-650 F) i n  a cold s ta r t -up  t o  
394 K (250° F) at  m a x i m u m  operat ing temperature. 
primary seal  temperature i s  higher than t h e  ambient temperature be- 
cause of shear of t h e  lub r i ca t ing  fi lm. 
equal t o  the  lubr icant  bo i l i ng  point  have been observed. 
e r  temperatures should be expecte4 i f  t h e  lubr icant  f i lm i s  discon- 
tinuous and the  s o l i d  sur face  rubbing contact  occurs. 

However, t he  

Lubricating film temperatures 
Even high- 

In l i p  type s e a l s  (conventional and hydrodynamic), t h e  elastomeric 
mater ia l  es tab l i shes  t h e  temperature l i m i t  Elastomers are capable 
of operat ing t o  temperatures up t o  478 K,  \400° F) and as low as 213 K 
(-75O F ) ,  although nc one elastomer i s  su i t ab le  over t he  e n t i r e  range. 
The temperature l i m i t s  are t i m e  dependent and are a l s o  a f f ec t ed  by 
compazibility with the  lubr icant .  It should be noted t h a t  tempera- 
ture, time and compatibi l i ty  e f f e c t s  change i n  elastomer mechanical 
proper t ies .  For example, gradual hardening of t h e  elastomer can 
decrease l i p  fo l lowabl l i ty ,  which i n  tu rn  could lead t o  seal leakage 
o r  f a i l u r e .  

Carbon-graphite rubbing elements i n  c i rcumferent ia l  and face seals 
have a higher temperature l i m i t  than t h e  elastomer i n  l i p  seals. 
Also , carbon-graphites do not have the  compatibi l i ty  problem 
associated with some elastomers ; thus,  mechanical proper t ies  do not 
change with t i m e .  
temperature, and t h i s  i s  around 533 K (5000 F) f o r  some grades;  
spec ia l  high-temperature grades are good t o  810 K (1030° F ) .  

Oxidation of t h e  carbon-graphite l i m i t s  t he  useful 
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2.1.4 Misalignment, Shaft Runout and Shaft Roundness 

Misalignment can be subdivided i n t o  the  following spec i f i c  types : 

1. P a r a l l e l  misalignment between housing bore center l ine  and shaf t  
axis of ro ta t ion  

2. Angular misalignment between housing and shaf t  center l ines  

In general ,  T a r a l l e l  and angular misalignment between the  housing 
and shaft center l ines  arises from machining tolerances and e l a s t i c  
displacement tha t  occur under operational loads. 
angular misalignment i s  mainly due t o  gear forces . )  
misalignment ( p a r a l l e l  and angular) t h a t  occurs under operat ional  
load i s  usually not known; however, t he  p a r a l l e l  misalignment under 
the no-load condition can be determined by inspection of assembled 
par t s ;  t h i s  i s  re fer red  t o  as s t a t i c  eccent r ic i ty .  And an inspec- 
t i on  of Table 1.1 reveals,  a maximum s t a t i c  eccent r ic i ty  of  0.48 mm 
(0.019 i n . )  can occur i n  one application. 

( In  many cases 
The t o t a l  

-- Runout of the sha f t  surface,  which would be detected by an ind ica tor  
attached t o  the housing, i s  composed of t h e  following: 

1. Eccentricity of t h e  sha f t  surface with respect  t o  the  ax is  o f  
ro ta t ion  

2. Shaft sh i r l  (o rb i t  of axis  of ro t a t ion )  

As with p a r a l l e l  and angular misalignment, the  ac tua l  t o t a l  runout 
under operational load i s  usually unknown. But ezcent r ic i ty  of t he  
shaf t  surface with respect t o  the  axis  of ro ta t ion  under no-load con- 
di t ions i s  usually known (see Table 1.1) and t h i s  is referred t o  as 
radial runout. 

In  addition t o  misalignment and runout of the  s h a f t  and hcusing 
assembly, the  s e a l  assembly i tself  can have misalignment i n  the  
primary seal ing faces due t o  thermally and mechanically induced dis- 
placement. 
misal igr ients  can have an e f f ec t  on the  lubr ica t ion  of t h e  primary 
seal. Fcr  a more de ta i led  examination of seal mechanical. and thermal 
d is tor t ion ,  see Reference 3. 

Sic-?  the  lubr ica t ing  film is th in ,  these  small-scale 

Another f ac to i  which i s  extremely important with sha f t  r id ing  seals 
is  shaf t  roundness ( lobing) .  
deviation of the s'haft from a t r u e  r ' r c l e .  
i?g, it i s  measured as the  radial d i  . tame between concentric circum- 

scr ibed and inscribed c i rc le r  x r i t p '  ing the  t raze .  This is illustrat- 
ed i n  Figure 2 . 3  which is  a "race c i' a sha f t  surface of a high-speed 
input assembly i n  a current3y u ed hel icopter .  The out-of-roundness 
i s  approximately 17.8 microns (723 microinches ) . Out-of-roundness 
i s  caused by machining o r  assembly. Machine-oriec:ed out-of-roundness 
or iginates  from resonant frequency of t he  machine t 301 and workpiece 

3ut-of-roundness i s  defined as t he  
On a polar  char t  record- 
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causing cha t t e r ,  or from f ix tu r ing  the  workpiece. Out-of-roundness 
caused by cha t t e r  usual ly  r e s u l t s  i n  an uneven number of lobes.  
Assembly-oriented out-of-roundness can be the  r e s u l t  of assembly of 
the  runner with a press  f i t  over a keyway o r  sp l ine .  

In  l i p  type seals, s t a t i c  eccen t r i c i ty  tends t o  increase t!ie radial 
l i p  load on one s ide  of t h e  s e a l  while reducing load on the  o ther  
s ide .  This change i n  radial l i p  load is dependent, of course, on 
the  amount of eccen t r i c i ty  and on the  seal geometry and material 
propert ies .  
ed),  then design l i f e  w i l l  ?ot be obtained because excessive l i p  
loading a f f e c t s  l i p  lubr ica t ion  and produces excessive underl ip  temp- 
era ture .  As noted i n  Table 1.1, l i p  seals have operated successful ly  
at 1900 meter per  minute (6230 f t /min)  sliding speed with 0.203 mm 
(0.008 i n .  ) static eccen t r i c i ty .  The allowable e c c e n t r i c i t i e s  are 
not wel l  defined and are a Punction of speed i n  a2di t ion t o  the  pre- 
viously mentioned seal parameters. The da ta  i n  the  l i t e r a t u r e  is 
not s u f f i c i e n t  t o  e s t a b l i s h  m e x i m u m  e c c e n t r i c i t i e s .  

If the l i p  loading is not properLv cont ro l led  (minimiz- 

As mentioned previously,  runout of the s h a f t  outs ide diameter can 
cause a "camming" ac t ion  of t he  s e a l  l i p .  
l ub r i ca t ing  f i lm thickness t o  a point  where excessive leakage occurs. 
This a b i l i t y  of t h e  l i p  t o  follow t h e  s h a f t  depends i n  p a r t  on the  
seal design and v i scoe la s t i c  character  of t he  elastomer, as w e l l  as 
on t he  shaft speed. Reference t o  Table 1.1 reveals  t h a t  successful  
operation has been achieved at sliding speeds of 1900 meters per 
minute (6230 f t /min)  w i t h  runouts of 0.127 mu (0.005 i n . )  TIR, and 
t h i s  is not t he  max imum l i m i t .  Reference 1 contains addi t iona l  data 
on allowable runouts. 

This may increase the  

The out-of-roundness of t h e  sha f t  can have s i g n i f i c a n t  e f f e c t s  on 
l i p  s e a l  leakage and l i fe .  
t o  t h a t  of radial runout, i n  t h a t  f o r  proper operat ion the  l i p  m u s t  
"follow" the va r i a t ion  i n  sha f t  outs ide diameter. 
recommended by some users  is t o  hold out-of-roundness within 5.08 
microns (200 microinches) and t o  hold the  number of lobes t o  a 
p r a c t i c a l  minimum. 

The e f f e c t  of out-of-roundness is  similar 

A general  p rac t i ce  

Circumferential  seals can adjuqt t o  s t a t i c  eccen t r i c i ty  s i x e  the  
segmented carbon rings have no radial cons t ra in t .  
s t a t i c  eccen t r i c i ty  t h a t  can be t o l e r a t e d  i s  determined by t h e  r a d i a l  
clearance between an t i ro t a t ion  p ins ,  t he  carbon-graphite segments, 
and t he  g a r t e r  springs.  Normally, a circumferent ia l  s e a l  is designed 
f o r  0.76 mm (0.030 i n . )  s t a t i c  eccen t r i c i ty .  However, runout prcanotes 
hydrodynamic l i f t - o f f  of the  carbon segments, and t h i s  increases  the  
leakage. 
dynamic l i f t - o f f . )  A l i t e r a t u r e  search did not revea l  any da ta  on 
l imi t ing  magnitude of runout o r  misalignment f o r  a circumferent ia l  
seal. 
revealed excessive leakage at runouts of 0.076 mm (0.003 i n . )  when 
running at 2740 meters per  minute (9000 f t /min) .  
with the general  observation t h a t  c i rcumererent ia l  s ea l s  tend t o  leak  

The amount of 

(Lubricant flooding of t h e  s e a l  w i l l  aggravate the  hydro- 

However, experimental data on one type of c i rcumferent ia l  seal 

This data agrees 
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i f  runouts a re  not minimized. 

Eccent r ic i ty  and radial runout by themselves have no not iceable  
e f f e c t  on face sea l s  s ince  t h e  seal in t e r f ace  is p a r a l l e l  t o  the 
d i r ec t ion  of eccen t r i c i ty .  With poor lubr ica t ion ,  some fretting 
damage may appear. 
ence on s e a l  performance. 
angular misalignment i n  face  seals has been shown by Findlay ( i n  
Reference 4) t o  produce a pumping act ion.  
be either inward o r  outward depending on the r e l a t ionsh ip  of 
eccen t r i c i ty  and misalignment and the d i r ec t ion  of ro ta t ion .  
experiments show t h a t  or ien t ing  the radial eccen t r i c i ty  f o r  inward 
pumping reduced hydros ta t ic  leakage at  l o w  speed and caused reversed 
leakage at high speed. 

However, angular misalignment can have an inf lu-  
The combination of eccen t r i c i ty  and 

This pumping ac t ion  can 

These 

Suff ic ien t  data is  not ava i lab le  t o  establish limits on eccen t r i c i ty  
and misalignment magnitude. As with l i p  seals, t h e  allowable runout 
and misalignment decrease as speed increases .  
po in t ,  there  are some face s e a l s  t h a t  operate  at misalignments ( face  
runouts) of .0127 m/mm of diameter (.0005 i n / i n  of diameter). Also, 
a two-piece m a t i n g  r ing ,  Figure 2.30, e l iminates  clamping d i s t o r t i o n  
and thus helps t o  minimize misalignment problems associated w i t h  
face  seals. 

From 3 p r a c t i c a l  stand- 

2.1.5 Axial Location and Axial Runout 

The possible  operat ing axial loca t ions  can be determined from a 
tolerance stcckup of p a r t s  of the  assembly. 
a l s o  be  Riven t o  a x i a l  thermal. growth. 

Consideration should 

For sha f t  ridinR seals ( l i p  type and circumferent ia l  seals), the  
only l imi t a t ion  imposed by a x i a l  t r a v e l  is t o  insure  t h a t  t he  s h a f t  
geometry and surface conditions are suitable for seal operation over 
t h e  axial dis tance t raveled.  

Face seals are designed t o  accommodate a f i n i t e  amount of axial 
t r a v e l .  
loca t ion ,  the allowable a x i a l  t r a v e l  can be increased by using l m  
spr ing  r a t e s ;  t h i s  tends t o  minimize a x i a l  load var ia t ions .  
Another method of reducing the  e f f e c t  of spr ing load var ia t ion  i s  t o  
shim out  t he  tolerance stackup at each assembly. "his method is not 
recommended, s ince  h m n  e r r o r  is introduced as a var iab le .  As 
shown from Table 1.2 current  face seals have a x i a l  operating ranges 
up t o  21.19 mm (k0.047 i n . ) .  

To compensate f o r  large axial motions and var ia t ions  i n  

Side runout of t he  s h a f t  support r o l l i n g  contact bearings causes an  
axial vibratory motion. Since t h e  s i d e  n u o u t  of  bearings i s  s m a l l  
(expecial ly  i n  high-speed operation where c lose .  5olerance bearings 
we used), t he  axial runout has not  been found t o  be detrimental  t o  
seal performance, although its e f f e c t  i n  regard t o  heat generation 
could become s ign i f i can t  i n  s h a f t  contacting sea l s .  
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2.1.6 Vibration Considerations 

Helicopter transmissicns are complex systems combining many d i f f e r e n t  
v ib ra t ing  frequencies. These include sha f t  r o t a t i o n a l  frequencies 
and gear  mesh frequencies.  Shaft  r o t a t i o n a l  frequencies are low, i n  
the range of  3 cps t o  350 cps. 
quencies are usual ly  due t o  eccent r ic  running o r  unbalance of the 
shaft. 
w i t h  l a rge  displacements. 

The v ib ra t ions  caused f r o m t h e s e  fre- 

A maximum log v ib ra t ion  has occurred i n  t h i s  frequency range 

Gear mesh frequencies as high as 5400 cps can e x c i t e  vibrat ioi is  up 
t o  45 g with s m a l l  displacements. 
can e x c i t e  v ibra t ions  i n  housings and o ther  hardware such as seals 
i n  both the  a x i a l  and radial d i r ec t ion  of  a seal. 

These v ibra t ions  are audible  and 

Marginal l ub r i ca t ion  of t he  seal i n t e r f a c e  can exc i t e  a circumferen- 
t i a l  v ib ra t ion  due t o  the  s t i c k - s l i p  e f f e c t s .  
occurrence i n  transmission seals, s ince  lub r i ca t ion  i s  usua l ly  
adequate. 

This i s  not a common 

No s p e c i a l  provisions f o r  damping are made i n  l i p  type seals. However, 
t h e  e l a s t i c  p rope r t i e s  o f  the l i p  does provide damping, and the  damp- 
ing of t h e  s e a l  from the  housing can be provided by rubber bonded on 
t h e  outs ide diameter of t h e  seal case. 

The construct ion of the circumferent ia l  seal i s  such t h a t  consider- 
able damping i s  obtained by t h e  axial  loading of t he  carbon-graphite 
elements aga ins t  the  case f lange ( f r i c t i o n a l  damping). lkcess ive  
t o r s i o n a l  v ibra t ion  (or s t i c k - s l i p  condi t ion)  can cause the a n t i -  
ro t a t ion  pins  t o  w e a r  i n t o  the  seal segments. 
o r  m e t a l  sh i e lds  on the  segments have been used e f f ec t ive ly  i n  
e l iminat ing t h i s  "pin f r e t t i ng" .  

Rectangular p in  blocks 

The primary carbon-graphite element i n  face  seals is  damped by the  
use of elastomeric secondary seals (O-rings, wedges, V-cups) . The 
elastomer posi t ioned between the seal case and primary element damps 
out housing v ibra t ion  i n  both the axial and radial d i rec t ion .  

2.1.7 Environmental L i m i t a t i o x  

Although he l icopters  operate  i n  a f a i r l y  d i r t y  and corrosion-produc- 
ing  environment, the  transmission and d r ive  shafts are usua l ly  
covered wi th  a sheet  m e t a l  cowling t h a t  provides some protect ion.  
However, because of t h e  need f o r  sur face  cooling of the  transmission 
housing, some seals are exposed i n  t h i s  d i r t y  and corrosion-produc- 
ing  environment. 
es can have a severe e f f e c t  on seal performance. 

Environmental contamination and temperature extrem- 

L i p  seals are espec ia l ly  vulnerable t o  unfavorable environmental 
conditions.  
cause abrasion of t h e  rubber l i p  and possibly scoring of t h e  runner 
surface.  

D i r t  and dust accumulating a t  t h e  l i p / s h a f t  h t e r f a c e  

This abrasion increases  seal leakage and leads t o  premature 
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f a i l u r e .  
induction of harmful contaminants i n t o  the  s e a l  contact area. Mois- 
t u r e  i n  the  atmosphere can a l s o  be detrimental  t o  l i p  seal performance 
i f  t he  exposed port ion of t he  sha f t  o r  runner i s  not a corrosion-re- 
s i s t a n t  s t e e l  o r  protected by a p la t ing .  

The pumping ac t ion  of a hydrodynamic l i p  seal adds t o  the  

To cont ro l  t he  en t ry  of foreign mater ia l ,  ex te rna l  barriers should 
be used. The barrier could be a separate  wiper s e a l ,  (Figure 2.4) 
o r  a dirt exclusion s e a l  molded i n t e g r a l  wi th  the  primary s e a l  
(Figure 2.5).  
cause considerable abrasion i n  a d i r t y  environment. These conditions 
can of ten  l ead  t o  rapid w e a r  of t he  l i p ,  causing the  exclusion l i p  
t o  be nonfunctional. Exclusion s e a l s  normally have shor t ,  sturdy 
l i p s  with enough f l e x i b i l i t y  t o  compensate f o r  shaft r a d i a l  runout. 
Radial load between l i p  and shaft  i s  usually maintained by l i p  i n t e r -  
ference,  although i n  extremely d i r t y  environments, spr ings are some- 
t i m e s  used. 
res i s tance  and low f r i c t i o n .  Common exclusion seal materials are 
l ea the r ,  carboxylated n i t r i l e ,  polyurethane and TFE. 

The exclusion s e a l  has l i t t l e  lubr ica t ion  and can 

The mater ia l  of these  s e a l s  m u s t  have good abrasion 

Low-temperature operation of l i p  type s e a l s  a f f e c t s  both t h e  
elastomer and the  lubr icant .  The l i p  has reduced f l e x i b i l i t y  and 
physical property changes ; while the  lub r i can t ' s  v i scos i ty  increases ,  
causing increased viscous shear forces  at the  s e a l  l i p / s h a f t  i n t e r -  
face. In  severe cold-weather he l icopter  operations ( m i l i t a r y  require- 
ments are 219 K (-65OF)), seal leakage sometimes occurs during start- 
up; but  after the  gearbox w a r m s  up, t he  s e a l s  regain t h e i r  f l ex i -  
b i l i t y  and general ly  perform s a t i s f a c t o r i l y .  

A t  low temperatures, radial runout of t he  shaft i s  more l i k e l y  t o  
cause leakage by reducing the f l e x i b i l i t y  of the  s e a l  l i p .  
f l e x i b i l i t y  standpoint,  s i l i c o n e  rubber has been es tab l i shed  as the  
best low-temperature elastomer,  wi th  fluoroelastomers only s l i g h t l y  
b e t t e r  than n i t r i l e s  and polyacrylates .  

From a 

The e f f e c t  of environment on circumferent ia l  and face s e a l s  with 
regard t o  both contamination and low temperature has been shown t o  
be negl ig ib le  when operating under pro tec t ive  cowlings. 
contaminates en te r  t he  seal in t e r f ace  i n  the  form of dus t ,  d i r t  and 
salt c rys t a l s  (from the  evaporation of salt water), severe abrasive 
wear w i l l  occur. The use of s t a i n l e s s  s t e e l  o r  chrome-plated s t e e l  
mating r ings  and sha f t  runners prevents corrosion of v i t a l  sea l ing  
elements. In  a d i r t y  environment, r e l a t i v e l y  soft runners and mating 
r ings  wil l  w e a r  due t o  abrasion; therefore ,  chrome-plated surfaces  
o r  hardened surfaces (>55 R e )  should be used. 
t he  surface,  the  longer w i l l  be i t s  l i f e  under abrasive conditions.  

I f  s o l i d  

Generally, t he  harder 

2.1.8 Seal Envelope Requirements 

The ava i lab le  spaces f o r  the  s e a l  and assembly requirements w i l l  
a f f e c t  t he  choice of t he  type of s ea l .  The method of holding o r  
Jscking the  s e a l  o r  seal components f o r  loca t ion  r v p o s e s  i s  a l s o  an 
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influencing f ac to r .  The ro ta t ing  s e a l  component m u s t  be securely 
he ld  i n  p lace ,  with l i t t l e  d i s t o r t i o n  of t h e  sea l ing  sur face .  
can be accomplished i n  a var ie ty  of ways, including press  f i t s ,  
O-rings, and clamping. 
d i s to r t ion  and increased nut-of-roundness o r  waviness. Current 
prac t ice  i s  t o  push the  runner o r  mating r ing  over an O-ring. 
O-ring serves two funct ions;  it dr ives  the  mating r ing  and i s  a 
s t a t i c  s e a l .  In  some appl icat ions,  a dr ive flange a l so  serves  as 
a seal runner, using sp l ines  as the  dr iving mode. In  other  applica- 
t i ons ,  such as a main r o t o r  s h a f t ,  s t r e s s  considerations w i l l  not 
allow the  use of threads and O-ring grooves on the s h a f t .  In  these  
cases,  runners have e i t h e r  been press  f i t  o r  bonded on the  s h a f t  
with excel lent  r e s u l t s .  

This 

But, a l l  of these  methods w i l l  produce some 

The 

Not a l l  a and circumferent ia l  s e a l s  operate  on s h a f t  runners ; 
many operate on the  sha f t  i t s e l f  (see Figures 1.2 a n i  1.3). 
advantage of operating on the  shaf t  i s  l e s s  accumulation of t o l e r -  
ances (runout and out-cf-roundness) . The advantage of  a s leeve 
(wear r i n g )  i s  t h a t  it can be readi ly  and inexpensively replaced i n  
case of abrasive wear. 

The 

Usually transmission seal housings a r e  comprised of a light-weight 
material (magnesium o r  aluminum), a p re s s - f i t t ed  hardened s tee l  
l i n e r  i n  a l ightweight housing, or  a hardened s t e e l  seal c a r r i e r  
mechanically a t tached t o  the  main housing. Most s e a l  cases 
a re  made from e i t h e r  s t e e l  o r  s t a i n l e s s  s t e e l ,  althouah list- 
weight mater ia l s  such as aluminum, a r e  sometimes used. S t a in l e s s  
s t e e l  s e a l  cases a r e  prefer red  due t o  t h e i r  corrosion res i s tance .  

The seal housing i s  required t o  loca t e  and hold the  nonrotat ing com- 
ponent of the  s e a l ,  which i s  usual ly  the  l i p ,  c i rcumferent ia l ,  o r  
face s e a l  i t s e l f .  To accomplish t h i s  t a s k ,  varions methods are 
current ly  being used. The most o f t en  used method is  t o  press  f i t  t he  
s e a l  case i n  t h e  housing; t h i s  prevents axial movement and serves 
as an an t i ro t a t ion  lock. 

Since tne  thermal growth of the  s e a l  housing i s  usua l ly  g rea t e r  
t h a t  of the s e a l  case due t o  a d i f fe rence  i n  coe f f i c i en t s  of expan- 
s ion,  p re s s - f i t  requirements m u s t  include ca lcu la t ions  of change i n  
f i t  due t o  temperature. Depending on the  housing configurat ion,  two- 
r ing  o r  three-r ing calculat ions are usea i n  the  ana lys i s .  The in t e r -  
ference f i t  between t h e  s e a l  case ana housing m u s t  be maintained 
a t  e levated operating temperatures t o  prevent s t a t i c  leakage and 
spinning i n  the  housing. 
press f i t s  can be re l ieved  by using O-rings on t h e  s e a l  outs ide di-  
ameter. 
thermal growth, while s t i l l  maintaining a s t a t i c  s e a l .  
with rubber bonded t o  the  case outs ide diameter can perform the  same 
function as an O-ring. 
f o r  a l i p ,  c i rcumferent ia l  and face seal. For a p res s - f i t  design, 
the surface f i n i s h  should be 1.52 microns (60 microinches) or l e s s  
t o  prevent leakage. Bore s e d e r s  can be used i f  the  surface f i n i s h  
is  rougher. 

than 

Seal  d i s t o r t i o n  problems caused by housing 

The amunt  of O-ring squeeze w i l l  determine the  allowable 
Lip seals 

Figure 2.6 shows t y p i c a l  housing requirements 
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A s  a f a i l - s a fe  measure t o  prevent t h e  s e a l  from moving ax ia l ly  due 
t o  an oversized bore o r  undersized s e a l  outs ide diameter, a .:tain- 
ing o r  snap r ing  is  normally useci. 

Shaft  Diameter - mm 

15.9 (0.625 i n . )  

"here i s  no s tandard cross-sect ional  space requirement f o r  any one 
seal type. The appl icat ion design requirements w i l l  inf luence not 
only the  type of seal but the  space requirement of t h e  seal. 
Application requirements of a l i p  seal might require  increased axial 
space f o r  a dirt exclusion seal f o r  operation i n  a very d i r t y  environ- 
ment o r  an extended beam length of the  primary l i p  t o  compensate f o r  
a la rge  radial  runout. 
t o  increase i t s  operating range. Generally, sec t ions  a r e  as small 
as possible  t o  minimize weight. 

A face  seal might requi re  a longer spr ing 

Cross Section 
Radial x Axial - m 

9.5  x 9.5 (.375 i n .  x .375 i n . )  

Some general  guidel ines  a re  as follows: 

(1) Lip  s e a l  envelopes general ly  have a square cross  sec t ion .  
This cross sec t ion  increases  with increased s h a f t  diameter. 
Some t y p i c a l  he l icopter  l i p  s e a l  sec t ions  are l i s t ed  i n  
Table 2.3. 

25.4 (1.0 i n . )  

76.2 (3.0 i n . )  

114 (4 .5  i n . )  

165 (6.5 i n . )  

254 (10.0 i n . )  

9.5 x 9.5 (.375 i n .  x .375 i n . )  

12.7 x 12.7 (.500 i n .  x .500 i n . )  

12.7 x 12.7 (.500 i n .  x ,500 i n . )  

12.7 x 15.9 (.So0 i n .  x .625 i n . )  

19 x 19 (.750 i n .  x .750 i n . )  

( 2 )  Circumferential  s e d  envelopes are similar i n  construction 
and s i z e  t o  radial l i p  seals. 

( 3 )  Radial face sea l s  normally requi re  a g rea t e r  a x i a l  length 
than l i p  o r  c i rcumferent ia l  seals. 
per t inent  envelope dimens.i.ons from the  ASLE standard f o r  face 
sea l s  (Reference 5 ) .  These should be regarded only as suggested 
sizes f o r  s tandardizat ion purposes. 

Table 2.4 represents  
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TABLE 2.4 

Face Sea l  Envelopes (mating r ing  not included) 

Shaft  
Diameter 

(mm) ( i n .  ) 

25.4 
31.8 
38.1 
44.5 
50.8 
57.2 
63.5 
70. 
76.3 
82.6 
89. 
95.3 
101.6 

(1.000) 
(1.250) 
(1.500) 
(1.750) 
(2.000) 
(2,250) 
(2.500) 
(2.750) 
(3.000) 
(3.250) 
( 3.500) 
( 3.750) 
(4.000) 

Hous ing 
Bore 

(mm) ( i n .  ) 

41.2 
47.6 
55.5 
63.5 

77.6 
85.7 

70 

92 
100. 
108. 
114.  
122. 
130. 

Width 

(mm) ( i n . )  

16.6 
16.6 
17.5 
19.1 
19.1 

24.6 
24.6 
27. 

23.8 

27 
27 
27 
3U.2 

( .656) 

( .688) 
( -750)  
( .750) 
( .938> 
(.968) 
(.968) 
(1.062) 
(1.062) 
(1.062) 
(1.062) 

(.656) 

(1.88) 

2.1.9 Leakage Limitations 

A successful  s e a l  design i s  not necessar i ly  one t h a t  does not leak,  
but  one whose leakage does not e f f e c t  component operation o r  cause 
inconvenience t o  operators and maintemnce personnel. Current 
leakage limitations are as high as 5 cc/hr.  
depends on t h e  s e a l  loca t ion ,  and a current  design goal i s  t o  keep 
leakage ratep less than 1 cc/hour. 

The mceptable  l i m i t  

Face 
(Figure 2.7) are used more o f t en  than face s e a l s  with lub r i can t  at 
the ins ide  diameter of t he  primary sea l ,  (Figure 2.8) .  The reason 
f o r  t h i s  i s  t h a t  cen t r i fuga l  forces  on t h e  lubr icant  tend t o  r e t a r d  
leakage i f  t h e  lub r i can t  i s  at the  primary seal outs ide diameter bu t  
w i l l  increase primary s e a l  leakage i f  the  lubr icant  i s  a t  t!lc i n s ide  
diameter. 

with lubr icant  a t  t h e  outs ide diameter of t he  primary s e a l  

2.1.10 Life Considerations 

Currently,  he l icopter  transmission seal l i f e  requirements are from a 
few hundred house t o  2000 hours. Future transmission overhaul 
i n t e r v a l  goals w i l l  be 3000 hours o r  more. 
s ea l s  are based on the  scheduled overhaul i n t e r v a l  of each transmis- 
s ion  component. TransmisEion seals are seldom reused, s ince  s e a l  re-  
moval general ly  produces damage; therefore ,  design l i v e s  higher than 
maximun transmission overhaul l i f e  would not be beze f i c i a l .  
s e l ec t ion  of mater ia l s  f o r  t he  primary seal components i s  of extreme 

L i f e  requirements f o r  

The 
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importance. In  he l icopter  transmissions,  the  two most o f t en  used 
mater ia l  couples are carbon-graphite/hardened s t a i n l e s s  s t e e l  and 
fluoroelastomer!hardened s t e e l .  In  each case,  t he  materials i n  each 
couple have d i f f e ren t  ha-dnesses . 
Reference 6 presents  a mathematical theory of rubber l i p  seal l i f e  
and cor re la t ion  with control led laboratory tes ts .  The theory states 
t h a t  the l i f e  of a l i p  s e a l  i s  d i r e c t l y  proport ional  t o  i t s  capacity 
t o  absorb f r i c t i o n a l  power d iss ipa t ion  and inversely Froport ionai  t o  
the rate of energy generation. The l i f e  equation developed is 

BD 
L s =  (2.3) 

= l i f e ,  hours 
= l i f e  constant 

where 

D = shaf t  diameter, m 
E: = f r i c t i o n  torque, newtons xmm 
to = angular ve loc i ty ,  radians/hour 

The seal l i f e  constant ,  B,  which depends on s e a l  material, s h a f t  
mater ia l ,  sha f t  f i n i s h ,  eccen t r i c i ty ,  runout, temperature and type 
of lubr icant ,  must be determined from t e s t .  Then equation ( 2 . 3 )  
can be used t o  compare t h e  seal l i f e  of a population of seals under 
s i m i l a r  operating conditions once the  l i f e  of one l i p  seal of t h a t  
population i s  determined from tes t .  

The problem of s e a l  wear i s  mitigated i f  t he  s l i d i n g  surfaces  are 
not ir.  rubbing contact.  Sealing i n  t h i s  manner i s  done by e i t h e r  
es tab l i sh ing  a full f l u i d  f i lm o r  a c lose  clearance i n  t h e  primary 
sea l .  Since no rubbing occurs, seals of t h i s  type have w e a r  only at 
start and s top and from abrasion of hard p a r t i c l e s  and debris  i n  the  
lubr icant .  Most successful  l i p  c i rcumferent ia l  and face s e a l s  operate 
as a full f l u i d  fi lm lubr ica t ion  with s l i d i n g  contact  only at start 
and s top.  (This i s  discussed i n  paragraph 2.1.11.) 

2.1.11 '?herma1 and Lub2ication Considerations 

Sea!. performance i n  regard t o  leakage and wear is af fec ted  by liibrica- 
t -on  and by r e l a t ed  heat  generation. 
balsnce a re  current ly  dependent on p r i o r  experi2nce at similar operat- 
ing conditions.  The "measuring s t i c k "  f o r  performance l i m i t s  i s  
usual ly  expressed as a PV f ac to r ,  i n  which P i s  pressure and V i s  
rubbing speed. The PV fac to r  should ?e considered only as a guide 
i n  regard t o  heat generation. In  t h e  l i t e r a t u r e ,  t he re  i s  general  
disagreement on PV fac to r  l imi t ing  va lues ,  because PV f a c t o r  i s  
dependent on material, s e a l  desi&?,, appl ica t ion ,  f l u i d  proper t ies  
and other  parameters. 

Methods of pred ic t ing  the  heat  

Pressure i s  sometimes defined as the  pressure of the  s e d e d  f l u i d  
and sometimes as the  contact pressure.  Contact pressr.-e seems the  
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l og ica l  choice f o r  he l icopter  hpplications s ince  the  sea led  pressure 
i s  very low. 

There a re  bas i ca l ly  three  d i f f e r e n t  models of l ub r i ca t ion  (energy 
d i s s ipa t ion )  ir t h e  primary s e a l .  
Figure 2.9: (1) full f i lm  lub r i ca t ion ,  which is  c h a r a c t e r i s t i c  of 
slow-speed containment of viscous f l u i d s ;  ( 2 )  dry s l i d i n g  contact ,  
which is  found when sea l ing  ?mviscous f l u i d s ,  such as i n  gas turb ine  
s h a f t  seals; and (3)  mixed o r  Loundary lub r i ca t ion ,  wnich is  usual ly  
exhibi ted i n  high-speed app1icak;ons. Boundary lub r i ca t ion  represents  
9 combination of t h e  first two ar3 i s  not e a s i l y  amenable t o  ana lys i s  
o r  usable Il?athematicalmodels. 'The general  case of f u l l  f i lm lubrica-  - t i o n  can be divided i n t o  two sp ,?c ia l  cases:  
i n  which t h e  boundary surfaces  a re  r i g i a  and lubr icant  v i scos i ty  
is not a funct ion of film pressure,  and ti 1 secmd is  elasf;3hydro- 
dynamic lub r i ca t ion ,  where high contact p iessure  causes increased 
v i scos i ty  and deformation between contact  surfaces .  Both of these  
types of l ub r i ca t ion  propably occur i n  l i p .  c i rcumferent ia l ,  and face 
seals as appl ied t o  h e l i m p t e r  transmissions.  

These are as i l l u s t r a t e d  i n  

f i l l  film lub r i ca t ion ,  

Sea l  designed f o r  f u l l  f i l m  lub r i ca t ion  general ly  must operate f o r  
long periods.  Seals  of t h i s  type may leak s ince  no d i r e c t  contact  
of s e d  surfaces  takes  p lace ;  however, t he  leakage may only be i n  
mpor  form (due t o  bo i l ing ;  and therefore  not  nat iceable .  

I n  typ ica l  geared transmissions f o r  he l i ccp te r s ,  t h e  s h a f t  seals are 
exposed t o  spray o r  splash of a lubr icant .  This lubr icant  comes i n t o  
contact with t h e  edge of t h e  primary seal. 
face s e a l s ,  surface energy forces  then cause the  lubrican: t o  migrate 
( i n f i l t r a t e )  between t h e  surfaces  of t he  primary seal. 
t a n t  t o  v i sua l i ze  t o  what ex ten t  t h e  l u b r i c m t  f i l m  has migrated a t  
s t a t i c  Conditions, t h a t  i s ,  before start-up. For example, t he  
primary sea l ing  faces  of a face seal, even though lapped f l a t ,  do 
not form a s o l i d  b a r r i e r  t o  migration of t he  lubr icant .  Actually,  
at s t a t i c  conditions,  t h e  primary faces  w i l l  be touching only on a 
few l o c a l  areas, while t h e  majori ty  of  t h e  primary seal surfaces  w i l l  
not be i n  s o l i d  contact.  Surface energy causes t h e  lub r i can t  t o  
migrate i n t o  the  gep between t h e  sur faces  of t h e  primary seal. 'Pus ,  
a continuous lub r i can t  f i lm i s  present  a t  the  start  of ro ta t ion .  
(The extent  t o  which t h i s  migration exis ts  f o r  a l i p  seal has not 
been determined. ) 

F x  circumferent ia l  and 

It is  impor- 

There i s  considerable evidence t h a t  t he  lub r i can t  f i lm between the  
primary surfaces  of a properly lubr ica ted  sea l  ( l i p ,  hydrodynamic 
l i p ,  c i rcumferent ia l  and face types)  i s  very t h i n ,  i n  the  range of 
1.25 t o  2.5 microns (50 t o  100 microinches). 
o r  surface va r i a t ion  on t h i s  same order  can a f f e c t  the  lub r i ca t ion  
of t h e  primary face. 
dynamic ' . ib r ica t ion  forces  t h a t  a c t  t o  maintain separat ion of the  
sea l ing  s , r faces ;  
ing e f fecc  t h a t  may e i t h e r  increase leakage o r  work aga ins t  leakage 
(Reference 4) . 

Thus, any s h a f t  motion 

For example, a wavy surface could induce hydro- 

or small seal mutating motion could exer t  a pump- 
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Although the re  i s  a vas t  amount of  data suggesting t h a t  a f l u i d  f i lm 
does e x i s t ,  the  mechanisms by which the f l u i a  f i lm maintains sur face  
separat ion have not been d e f i n i t e l y  iden t i f i ed .  

The energy d i s s ipa t ion  o r  heat  generat ion f o r  shear  of a f l u i d  f i lm 
between two surfaces  under full f i lm lub r i ca t ion  i s  

(2.4) 

where P = energy d i s s ipa t ion  
ue = f l u i d  v iscos i ty  
A, = wetted area of the  sea l ing  face 
H = f i lm thickness 
D = primary seal diameter 
'3 sngular veloc i ty  

mere are some r e s t r i c t i o n s  t h a t  m u s t  be placed on t h i s  equat ion,  
s ince  t h e  formula states t h a t  as the  f i lm th i c lnes s  approaches zero, 
t h e  power approaches i n f i n i t y .  Actually,  as thn? f i lm  thickcess  be- 
comes very small and the  speed remains high, t he  lub r i can t  w i l l  start 
t o  vaporize and the  formula i s  no loi!ger va l id .  

Some of t he  parameters ;,merning equation 2.7 which are not  known 
exact ly  are: 

1. Fluid v i scos i ty  
2. Film thickness 
3. Wetted area 

The f l u i d  v i scos i ty  i n  the  primary s e a l  probably va r i e s  considerably 
throughout t he  fi lm. The f i lm temperature probably va r i e s  with f i lm  
thickness ,  as w e l l  as &cross f i l m  width, which makos t h e  de'ermination 
of t he  v i scos i ty  d i f f i c u l t .  The f lu id  f i lm thickness  i s  usua l ly  un- 
known. However, it probably ranges between 1.25 and 2.5 microns (50 
and 100 microinches).  Also, t h e  wetted area of the  sea l ing  surfaces  
can be smaller than the  apparent contact a rea .  Thus, computations 
on energy d iss ipa t ion  w i l l  contain uncer ta in t ies  and therefore  
should be cor re la ted  with experimental ilata. 

D r y  s l i d i n g  energy d i s s ipa t ion  i s  

Pe = 'TI <FDK (2.5) 

where Pe = energy d i s s ipa t ion  
'TI 

F = normal force on s e a l  surfaces  
D = mean diameter of seal surfaces  
N = revolutions per minute 

= coef f ic ien t  of frictio.1 i n  dry s l i d i n g  
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The normal force  on the  mating surfaces  can be f a i r l y  w e l l  predicted 
f o r  a low-pressure environment such as a he l i cop te r  transmission. 
The force  i s  bas i ca l ly  made ~p of the spr ing load ( r a d i a l  l i p  loads 
w i t h  l i p  seals), i n e r t i a l  forces ,  and secondary s e a l  f r i c t i o n ,  i f  
any. ( I n  high-pressure appl ica t ions ,  t h e  geometry of t h e  leakage 
path markedly a f f e c t s  t he  normal load.)  

The parameter t h a t  i s  most d i f f i c u l t  t o  pred ic t  i s  coe f f i c i en t  of 
f r i c t i o n .  
load and speed is not wel l  known i n  most cases. 
t h i s  v a r i a b i l i t y  i s  the  carbon-graphite coe f f i c i en t  of f r i c t i o n .  
is dependent upon t h e  type of graphi te  (na tu ra l  o r  a r t i f i c i a l ) ,  
p a r t i c l e  s i z e ,  g raphi t iza t ion  temperature , b p u r i t i e s  , binder type 
and impregnants. Qual i ty  cont ro l  of carbon-graphite is d i f f i c u l t  t o  
maintain, and va r i a t ions  within grades could vary w i t h  t i m e  of manu- 
fac ture .  I n  general ,  carbon-graphite coe f f i c i en t  of f r i c t i o n  ranges 
between .1 and .25,  elthough figures as high as 1.90 at 1 1 1 G  K (6500~) 
ambient temperature have been recorded. It can be seen that sir.ce 
coe f f i c i en t  of f r i c t i o n  va r i e s  over a wide range, so does eLwgy 
d iss ipa t ion .  

Its va r i a t ion  w i t h  material couple, operating temperature, 
A good example of 

I t  

Various models of boundary lub r i ca t ion  are described i n  a Department 
of t he  Army publicat ion (Reference 7) e n t i t l e d  "Boundary Lubrication". 
Because of the extensive treatment of boundary lub r i ca t ion  i n  Refer- 
ence 8, no attempt is made herein t o  summarize the  various models. 

The hea t  t r a n s f e r  mechanism m u s t  be capable of d i s s ipa t ing  heat  fast 
enough t o  maintain a low s t a b i l i z e d  temperature. 
accomplished by d i r e c k l j  lubr ica t ing  the  seal in t e r f ace  w i t h  a j e t  
of o i l .  

This could be 

Other methods of heat  removal, espec ia l ly  i n  high-speed appl ica t ions ,  
are : 

1. Radial holes or  face s l o t s ,  Figure 2.10, i n  r o t a t i n g  mating 
r ings.  Cooled lub r i ca t ing  o i l  i s  cent r i fuga l ly  fed  through 
the shaft i n t o  and out of the radial s l o t s  i n  the  mating 
r ing.  
is subs t an t i a l ,  lowering t h e  temperature i n  the  s e a l  area t o  
workable iimits . 

The cooling e f f e c t  on t h e  mating r ing  and in t e r f ace  

2. Under-runner cooling of c i rcumferent ia l  seals and l i p  seals, 
Figure 2.11. 
i n  gas turbiIie engines. 

This method is  commonly used f o r  s h a f t  seals 

I f  adequate cooling is not supplf >d, thermal d i s t o r t i o n  of t he  
primary seal occurs. 
primery seal elements and then convected away by lub r i can t ,  a temper- 
a tu re  p r o f i l e  e x i s t s  across  the  s e a l .  The temperature p r o f i l e  causes 
coning i n  face  s e a l s ,  and causes t ape r  i n  shaf t - r id ing  seals. 
ing can a lso  cause these  e f f ec t s .  ) 

Since heat  is  first conducted awey by the  

(Clamp-  
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Coning and taper  can cause excessive wear due t o  high load on a re- 
duced contact area.  The problem would be solved by wearing i n ,  but  
coning and taper  change repidly with temperature, causing d i f f e r e n t  
coning angles. 

Coning of face seals i n  he l icopter  transmissions has been a problem 
i n  pas t  appl icat ions.  Excessive rubbing contact is  usual ly  found 
a t  t h e  nose in s ide  diameter. 
t o  te,per l a p  t h e  seal face t o  f i t  t he  expected coning, o r  t o  cool  
t h e  mating r ing and minimize cming.  

The current  approach t o  the problem is  

2.1.12 Drainage Requirements 

Although gearboxes a r e  dsually vented, inadequate o r  improper drain- 
age i n  the  seal area w i l l  c r ea t e  a flooding conci t ion and a loca l i zed  
pressure buildup. 
area i s  quickly heated up due t o  t h e  churning e f f e c t  of t he  r o t a t i n g  
s e a l  component and adjacent hardware. Lip seals w i l l  have a l imi ted  
wear l i f e  i n  a high-pressure environment caused by flooding, and 
circumferent ia l  s e a l s  w i l l  leak excessively.  
face seab i s  not a f fec ted  by flooding. 

I n  a flooded condition, o i l  trapped i n  t h e  s e a l  

A properly designed 

How much dra imge is  adequat?? Gravity-feed drainage is  the  usua l  
ceans of o i l  removal. Therefore, a head of l ub r i can t  m u s t  be b u i l t  
up t o  a height t h a t  is  s u f f i c i e n t  f o r  drainage. 

Using Bernoul l i ' s  equation, t he  theo re t i ca l  f l o w  through an o r i f i c e  
i s  equal t o  

Q = Cv CcA 4- 
where Q = lubr icant  flow, m3/sec 

Cv = veloc i ty  coe f f i c i en t  
C, = contract ion coe f f i c i en t  
A = drainage area, m2 
g = constant of acce lera t ion ,  g.&/sec2 
hS = head of l ub r i can t ,  m 

For drainage flow, Cv and C, are assumed t o  be 1.0 and 0.65 
respect ively.  

Subs t i tu t ing  i n  equation (2.41, the  equation f o r  drainage area be- 
comes 

A =  -* 
From experimental da t a  obtained i n  both fu l l - sca l e  transmission tests 
and bench t e s t s ,  where values of hsrange from 1.0 t o  5 . C  cm, equa- 
t i o n  2.7 has been shown t o  produce adequate d r a i n q e  requirements, 
although the  e f f e c t s  of turbulence and windage a r e  neglected. If 
Zxcessive turbulence does e x i s t ,  t angent ia l  d ra in  holes have been 



shown t o  be e f f e c t i v e  i n  the evacuation of lubr ica t ion .  

2.1.13 Qual i ty  Control 

Although a seal may be properly se l ec t ed  and designed, t he  f i n a l  
product may not function s a t i e f a c t o r i l y  due t o  poor qua l i t y  control .  
Recent s tud ies  of qua l i t y  control  procedures f o r  l i p  type s e a l s ,  
espec ia l ly  by automobile manufacturers, has shown a marked improve- 
ment of seal performance when extensive controls  a r e  i n  e f f e c t .  

The Lip Seal  Subcommittee of t he  ASME w a s  formed t o  e s t a b l i s h  l i p  
s e a l  spec i f i ca t ions ,  which include the  following: 

1. Compound spec i f ica t ions  
2. Physical p roper t ies  
3. Dimensional proper t ies  
4. 
5 .  Quality cont ro l  equipment 

Acceptance t e s t i n g  and qua l i ty  cont ro l  

The compound spec i f i ca t ion  describes the  elastomer mater ia l  and i t s  
mechanical proper t ies .  
cat ion i s  shown below: 

An example of t he  components of t h e  spec i f i -  

The compound is  spec i f i ed  as xxxx(N6518C5DX203EX107) 

- Seal  Mater ia l  
- Compound 
- Hardness 
- Tensi le  Strength 
- Compression Se t  
- Hardness Change 

- Volume Change 

xxxx 
N (Nitrile) 
65 (Durometer) 
18 (1800 p s i )  
C5 (50% max.) 
DX203 (ASTM O i l  1; -10% to+l5% 

change i n  hardness) 
EX 107 (ASTM O i l  1; -5% t o  

4-358 change i n  
volume ) 

A more de ta i l ed  descr ipt ion of t h i s  compound spec i f i ca t ion  can be 
found i n  Reference 8. 

The physical  p roper t ies  specif;cation provides s tandard tests f o r  
corrosion and material harlnee3. 

The dimensional spec i f ica t ions  have standards for: 

1. Checkiug l i p  diameters 
2. Checking l i p  opening pressures 
3. 
4. 

Specifying r a d i a l  l ip-type o i l  seals 
Checking l i p  s e a l  ga r t e r  spr ings 

The acceptance t e s t i n g  and qua l i ty  cont ro l  procedures w i l l  be dis- 
cussed i n  Section 2.1.16. 
spec i f i e s  t he  necessary equipment t o  perform tests of various s e a l  

The qua l i t y  cont ro l  equipment starrdard 



parameters. This equipment includes : 

1. 
2. L i f e  testers 
3. Fr ic t ion  c h a r a c t e r i s t i c s  
4. Eccent r ic i ty  gage 

Lip s i z e  and l i p  opening pressure r i g  

Not only must the  s e a l  be -.nspected thoroughly, bu t  the runner surface 
and case outs ide diameter should d s o  be checked. 
t i o n s  should include : 

Component inspec- 

1. Runner material and hardness 
2. Runner out-of-roundness and lobing 
3. Runner surface f i n i s h  
4. Runner sur face  imperfections (nicks,  p i t s ,  sc ra tches)  
5. Runner dimensions 
6 .  Case outs ide diameter variance 
7. Case out-of-roundness 
8. Case imperfections (nicks,  p i t s ,  sc ra tches)  

Quality cont ro l  procedures f o r  c i rcumferent ia l  and face seals are 
mainly concerned with a v i sua l  inspect ion of carLon-graphite elements 
f o r  nicks,  pits and sma tches .  The following a r e  some general  
guidel ines  : 

( a )  Nicks (small imperfections caused by mechanical means) a r e  
acceptable i f  they do not extend more than 10% across  the 
sea l ing  face and are l imited t o  20 i n  number. 

(b) P i t s  (small, i r r e g u l a r  c a v i t i e s  i n  t h e  sur face)  have t h e  sane 
r e s t r i c t i o n s  as nicks.  

( c )  Scratches (a l i n e a r  depression caused by drawing a sharp 
objec t  across the sur face)  are not acceptable i f  they are 
of d iscern ib le  depth. 

The f l a t n e s s  of t h e  primary seal surfaces  of a face seal should be 
checked w i t h  o p t i c a l  flats. Generally the  s e a l  spec i f i ca t ions  c a l l  
f o r  f l a t n e s s  within three helium lightbands.  

Mating r ings  f o r  face seals and runners f o r  c i rcumferent ia ls  seals 
should have the  same limits on surface imperfections as the carbon- 
graphi te  element. It is  a l s o  important t o  inspec t  Eating r ing3 f o r  
material hardness and surface f i n i s h ,  squareness, f l t t n e s s  and run- 
out.  Runners f9r circumferent ia l  seals should be checked f o r  material 
hardness and surface f i n i s h ,  t ape r  and out-of-roundness. 

Dimensional inspect ion should be made of  t h e  seal case,  carbon-graph- 
i t e  elements and mating r ing  or runner. For face seals, a sample 
inspect ion of spr ing  load versus a x i a l  operating length should be 
made. 
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2.1.14 Packaging and Shelf Life 

S e a l s  should be packaged t o  provide m a x i m u m  pro tec t ion  at a reason- 
ab le  cost .  Damage from handling and from contamination can result 
i n  unnecessary scrappage before  i n s t a l l a t i o n  i n  the  assembly. Sea l  
manufacturers can provide many d i f f e ren t  types of packaging, ranging 
from indiv idua l ly  sealed car tons t o  bulk wrap. 

Lip seals are usual ly  packaged as follows: 

1. 
2. 
3. 

Each seal i s  placed on a corrugated pad. 
A cardboard d i s c  i s  placed on top of t h e  seal. 
The s e a l  i s  packaged i n  a polyethylene film .3mm (.012 i n . )  
t h i ck ,  which combined with the  corrugated board, provides 
f o r  6 w e l l  cushioned and contamination proof packaging. 
Lip type seals are sometimes packaged i n  a sealed p l a s t i c  
bag. This method, although corrosion proof ,  does not provide 
pro tec t ion  from handling damage, 

Face seals a r e  usual ly  packaged as follows: 

1. With two-piece designs ( s e a l  and mating r i n g ) ,  the  carbon- 
graphi te  seal  nose is  cushioned by a cardboard r ing  t h a t  
protrudes above t h e  s e a l  nose sur face  and circumscribes the  
seal  nose outs ide diameter. 

2. Each piece i s  wrapped i n  VPI-MP (Vola t i le  Phase Inhib i tor -  
Multi-F'urpose) t o  p ro tec t  aga ins t  corrosion. 

3. Each piece i s  individual ly  cushioned and then placed side-by- 
s i d e  and cushioned as a u n i t .  

4. The u n i t  i s  then securely placed i n  a car ton.  
and circumferent ia l  s e a l s  a r e  sometimes packaged ir, a sea led  
p l a s t i c  bag. 

Face seals 

Handling of seals should be kept t o  minimum. 
seal  should be removed from i t s  package only for i n s t a l l a t i o n .  
should be s to red  i n  a temperature-and humidity-cantrolled area. 
Seals  should be permanently uarked and car tons i d e n t i f i e d  with:  

After inspect ion,  a 
Seals 

1. Par t  number 
2. Manufacturer ' s i d e n t i f i c a t i o n  
3. Cure date  of any elastomeric components 

The shelf l i f e  of an elastomeric element (primary element of a l i p  
seal, secondary seal element of a face  seal) depends on the  s torage  
conditions and t h e  compound use. 
on s h e l f  l i f e  of various elastomers,  Table 2.5 l i s ts  she l f  l i v e s  of 
t h e  common elastomers under good s torage  conditions.  

Although the re  is much disagreement 
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TABLE 2.5 

N i t  r i l e  

Fluoroelastomers 

S i l icones  

Shelf Lives of  C o m n  Elastamers 

5-10 years 

> l o  years 

>10 years 

Compound Shelf Life  I I 

2.1.15 Ins t s l l a t i cm and Disassembly 

Proper i n s t a l l a t i o n  techniques w i l l  aid i n  t h e  successfu l  performance 
of a transmission seal. Damage caused by i n s t a l l a t i o n  can cause pre- 
mature seal failure. 
i n s t a l l a t i o n  of a l i p  o r  c i rcumferent ia l  seal  on t h e  runner. 
rubber l i p  and t h e  carbon r ings  are very suscept ib le  t o  damage caused 
by improper runner design or  f a u l t y  assembly techniques. 

The most c r i t i c a l  assembly operat ion i s  the  
The 

The normal i n s t a l l a t i o n  method i s  t o  press  t h e  l i p  o r  c i r c u f e r u n t i a l  
seal i n t o  a housing aga ins t  a loca t ing  shoulder wi th  EUI i n s t a l l a t i o n  
t o o l  as shown i n  F'g-:e 2.12. If there is no loca t ing  shoulder,  a 
method as shown i n  Figure 2.13 can be used. 
t he  housing t o  produce thermal expansion w i l l  reduce the  in te r fe rence  
f i t  and t h e  a x i a l  force  required t o  press  t h e  seal i n t o  t h e  housing. 
For assembly of t h e  seal and s h a f t ,  t h e  s h a f t  should have a l a r g e  
enough chamfer t o  prevent seal damage and provide f o r  easy assembly. 
The chamfer o r  radius recommended is  shown i n  Figure 2.14. A common 
problem i s  damage of  the seal by a sharp corner or  bu r r  at the  junc- 
t i o n  between t h e  chamfer and the  s h a f t  outs ide diameter. Therefore, 
it is good p rac t i ce  t o  radius blend t h i s  corner.  

I n  some cases ,  heat ing 

IJnitized (nonseparable) carbon-graphite elements and mating r ings  
requi re  d i f f e ren t  i n s t a l l a t i o n  techniques. I n  a un i t i zed  design, t h e  
seal m u s t  be i n s t a l l e d  i n  the  housing and on the  s h a f t  simultaneously 
using a t o o l  comprised of two concentric cyl inders  of d i f f e ren t  
length.  The smaller cy l in se r  contacts  t he  mating r i n g  f ace ;  t h e  
l a r g e r  contacts  t h e  seal case, with the d i f fe rence  i n  length  equal  
t o  t h e  a x i a l  operating length between the  two faces  as shown i n  
Figure 2.15. With a ssparable  seal, the mating r ing  is  first in- 
s t a l l e d  on the  shaft and then t h e  seal case is i n s t a l l e d  i n t c  t h e  
housing, w i t h  t h e  case being seated aga ins t  a shoulder or loca ted  
by a predetermined reference surface.  

Sea l  removal usual ly  produces damage which el iminates  reuse of  t he  
seal. 
case,  are removed as shown i n  Figure 2.16. 
used f o r  c i rcumferent ia l  and radial face  seals. 
of p u l l e r  groves i n  c i rcumferent ia l  seals, (Figure 2.17) w i l l  

Lip s e a l s ,  w i t h  d r a w  holes d r i l l e d  i n  the  outs ide  face  of the 
This method can also be 

The incorporat ion 
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BACK MIN R 

MACHINED SOUARE 
WITH BORE 

IRE FRONT 

INSTALLATION 
TOOL 

FlGURc 2.12 INSTALLATION OF LIP SEAL 

AGAINST REFERENCE SHOULDER ( * 4 )  

FA C eM A C H I N ED 
TOOL 

FIGURE 2.13 INSTALLATION OF LIP SEAL 
BY A REFERENCE HOUSING FACE ( *4 )  
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TMfSE COINCIS  1.75/3.05 MM 
MUIT e t  eunn 
FBEE 71 r(070/.120 inch) .3l7 mm('/rin)R. 

FIGURE 2.14 RECOMMENDED RUNNER 
(OR SHAFT) CHAMFER OR 'RADIUS (*4) 

INNER CYLINDER 

CUTER CYLINDER 

SEAL CASE, PRESS 

FIT TO H O U S I N G  

PRESS FIT TO SHAFT 

FIGURE 2.15 INSTALLATION OF UNITIZED FACE SEAL 
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TRANSMISS ION HOUSING 

PULLER HOLES IN SEAL HOUSlNO 

FIGURE 2.16 REMOVAL OF A N  INTERFERENCE FIT SEAL 
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7 PULLER GROOVE 

FtGURE 2.17 CIRCUMFERENTIAL SEAL 
WITH PULLER GROOVE (*6) 
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el iminate  damage caused by the  above method. But t he  p u l l e r  groove 
mtthod can d i s t o r t  the  housing flange i f  t he  force  t o  remove the  s e a l  
is  excessive. Face seals are of ten  removed wi th  a p u l l e r  t o o l  con- 
t r a c t i n g  the  in s ide  face of t h e  sea l  case bore (Figure 2.18). Pu l l e r  
grooves are of ten  added t o  mating r ings  i n  order t o  remove them 
from the  sha f t .  

2.1.16 Test Criteria 

A l i  sea s used i n  he l icopter  t ransmiss im ai-? subjected t o  qua l i f ica-  
t i o n  tests p r i o r  t o  being accepted as i: woduct1on item. 
ing can be accomplished e i t h e r  using b :'&: &: i her,,':: r i g  o r  using a 
fu l l - sca le  transmission. Currently,  moi - = ! .:*% -9: 4- 4 and accessory 
seals are qua l i f i ed  during i n i t i a l  transm; <*L I:-: 1:' -ftlopment tests. 
Seals used i n  high-speed appl icat ions a r e  i.~>:iG:.> i l -  reloped p r i o r  
t o  fu l l - sca le  transmission t e s t ing .  The h igh  -s;:.+t s e a l  development 
+.ests can be conducted on a seal test machine E::: . i c a l l y  b u i l t  w i t h  
ac tua l  transmission components o r  a universa A. m e  t h a t  can be 
adapted t o  various seal configurations and L I - , e s .  These machines 
are marketed by numerous companies. To obtaL.i  si(,.iificant r e s u l t s  
from high-speed s e a l  bench tests, all parameters a f f ec t ing  seal 
performance must be included i n  the  t e s t .  
e t e r s  i s  more e a s i l y  accomplished using ac tua l  transmission hardware 
although proper use of a commercial test machine can produce the  
needed conditions.  The goal  of these  tests is  t o  develop a seal t h a t  
w i l l  successful ly  perform i n  service.  Development might include 
changes t o  the s e a l  (e.g., spr ing  loads,  material changes) and t o  
surrounding hardware (e. g . 

This test- 

Simulation of the param- 

added drainage , added cooling 1. 

Environmental ' e s t i p g  should be incorporated i n t o  qua l i f i ca t ion  test- 
ing. The e f f e c t  of environmental conditions must be evaluated before  
a s e a l  can be properly qua l i f ied .  Low-temperature t e s t i n g  has not ,  
until recent ly ,  been included i n  t he  qua l i f i ca t ion  t e s t  procedure. 
Low-temperature e f f e c t s  can be obtained i n  bench t e s t i n g  by using a 
low-temperature environmental chamber or by cold soaking t h e  seal 
area.  

What c r i t e r i a  a r e  used t o  determine acceptable s e a l  leakage and l i f e ?  
Since s e a l  l i f e  requirements i n  he l icopter  transmissions a r e  high 
(Section 2.1. ), leakage i s  the  primary concern i n  development and 
acceptance t e s t ing .  
e f f e c t  of leakage on the  component. Some components may requi re  
near zero leakage, i n  which case,  any s e a l  leakage w i l l  have t o  be 
tra2ped by a secondary dra in  or  an absorbent packing; 
cat ions allow f o r  some leakage. 
should be based on system requirements of t h e  he l icopter .  
current  leakage l imi ta t ions  i n  he l icopter  transmission appl icat ions 
range from 5 cc/hr  t o  leakage t h a t  i s  not 

Acceptable leakage should be determined by the  

o ther  appli-  
An acceptable l i m i t  on leakage 

In general ,  

v i sua l ly  detectable .  

Figure 2.19 is  a layout of a typ ica l  development seal test r i g  f o r  
a high-speed input appl icat ion.  
s ion  hardware, t he  test w i l l  dupl icate  most parameters experienced 

Since t h i s  r i g  uses a c t u a l  transmis- 
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NOSE ' - - -  MATING RING 

PULLER TOOL 4 

FIGURE 2.18 REMOVAL OF FACE SEAL 
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GEAR AND BEARING ASSEMBLY 

(TRANSMISSION COMPONENT) 
- 

FIGURE 2.19 HIGH-SPEED SEAL TEST RIG 
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i n  operation. 
misalignment caused by torque and gear  loads can not be evaluated by 
t h i s  r i g .  
fu l l - s ca l e  qua l i f i ca t ion  t e s t i n g  c : l  t h e  transmission system. 

The e f f e c t  of a i r c r a f t  v ibra t ion ,  and def lec t ion  o r  

F ina l  qua l i f i ca t ion  of t h e  s e a l  is  accomplished with 

2.2 Sea l  Component Design 

The operating conditions and performance requirements determine the type of 
seal and its d e t a i l  component design ( lub r i ca t ion ,  drainage, envelope, 
environment exclusion device, e t c .  1. 
primary element, mating element, case,  loading device,  secondary seal element 
and, in some cases,  an ex te rna l  exclusion device. 

The components of t h e  seal include a 

2.2.1 P r i m a r y  Sea l  Element Design 

The most c r i t i c a l  component of a seal design i s  the primary sea l ing  
element. 
l i p .  
elements. Each element i s  discussed below. 

I n  l i p  seals, the  primary element i s  the  flexible elastomer 
Face and circumferent ia l  seals contain carbon-graphite primary 

2.2.1.1 Conventional Lip Seals  

Successful l i p  seal performance zequires the  proper s e l ec t ion  of 
material and cont ro l  of geometry. There are numerous materials 
ava i lab le  f o r  l i p  seal use, elthough only three-fluorelastomer,  
s i l i c o n e  and n i t r i l e - a r e  cur ren t ly  being used i n  he l i cop te r  
appl icat ions.  
t i o n  w i t h  t he  e s t e r  lubr icants  (MIL-L-7808 and MIL-~-23699) is  
required.  For these lub r i can t s ,  t he  s e a l  manufacturer usualyy 
recornends a n i t r i l e  l i p  material for serv ice  below 380 K (2250F) 
and a fluoroelastomer f o r  se rv ice  above 380 K (225OF). 

The choice of l i p  materials is  l imi ted  when opera- 

Fluoroelastomer is  a compound containing f luor ine ,  hydrogen and 
carbon and is  cur ren t ly  used i n  most he l icopter  l i p  seal applica- 
t i ons .  
operate  at higher temperatures. 
fue ls  and chemical solvents  is good. These elastomers a l s o  have 
excel lent  res i s tance  t o  ozone, oxygen and weathering. Mechanical 
propert ies  include l o w  compression set, high modulus and good 
t e n s i l e  s t rength.  Two important disadvantages are its b r i t t l e -  
ness at low temperature and i ts  high cost .  

1t.s advantage over other elastomers is  i ts  a b i l i t y  t o  
Its r e s i s t ance  t o  most o i l s ,  

Si l icone rubber is  a semiorganic synthe t ic  compound comprised of 
a f l e x i b l e ,  but weak, chain of s i l i c o n e  and oqygen. Greater 
t e n s i l e  s t rength  can be achieved with re inforc ing  materials. 
Si l icone compounds can successful ly  perform over a temperature 
range of 213 K t o  450 K (-75 t o  +350°F). The f l e x i b i l i t y  and 
r e l a t i v e l y  l o w  damping capacity of s i l i c o n e  make it extremely 
e f f ec t ive  when s h a f t  runout is excessive. S i l icone  w i l l  swell 
i n  sme synthe t ic  o i l s  used i n  he l icopter  transmissions. 

Nitrile compounds were used extensively i n  o lder  transmissions 
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where r o t a t i o n a l  speeds and temperatures were lower. This 
mater ia l  can be used at  temperatures up t o  380 K (225OF). 
However, exposure f o r  extended periods t o  a combination of air 
and o i l  at temperatures above 356 K ( 1 8 O O F )  w i l l  cause harden- 
ing. 

Table 2.6 is a se l ec t ion  char t  f o r  t he  th ree  elastomers discussed 
above and f o r  ac ry l i c s ,  TFE fluorocarbons,  and l ea the r .  

Some c m t i o n  i s  needed i n  regard t o  various formulations t h a t  
meet spec i f i ca t ions  f o r  MIL-L-7808 and MIl-L-23699 lubr icants .  
The e s t e r  base stock is  usual ly  compatible with n i t r i l e ,  s i l i c o n e  
and fluoroelastomers.  However, various o i l  companies use d i f f e r -  
ent  addi t ive  packages with t h e  e s t e r  base stock ( these addi t ives  
are f o r  ant ioxidat ion,  extreme pressure lub r i ca t ion ,  an t icor ros ion  
and defoaming), and these  addi t ives  can cause compatibi l i ty  
problems. 
MIL-L-23699 spec i f i ca t ions  do not have the  same compatibi l i ty  
with polymers: one can be su i t ab le ;  t he  o ther  not.  Also, not  
a l l  elastomers with t h e  same name hzive s i m i l a r  compat ibi l i ty .  
For ins tance ,  it is poss ib le  t o  have one n i t r i l e  sample shr ink 
and the o ther  exptmd when immersed i n  the  same f l u i d  (Reference 
9 )  , because d i f f e ren t  manufacturers use d i f f e r e n t  copolymer r a t i o s ,  
polymerization techniques,  p l a s t i c i z e r s  and f i l l e r s .  Therefore, 
i n  determining compatibi l i ty ,  t h e  inves t iga t ion  should include 
a de ta i l ed  look i n t o  the  lubr icant  addi t ive  and t h e  polymer con- 
s t i t u e n t s .  

Thus, a l l  formulations meeting the  MIL-L-7808 and 

Reference 9 gives a method of determining the  compatibi l i ty  of 
elastomers i n  f lu ids .  Br ie f ly ,  t he  procedure involves determin- 
ing t h e  s o l u b i l i t y  parameter ( the  r a t i o  of molecular energy of 
vaporization t o  molar volume) and correct ing f o r  hydrogen bond- 
ing and dipole  moment e f f e c t .  
possible  ca tas thropic  e f f e c t s  due t o  compatibi l ' \y ,  t he  magnitude 
of polymer swel l  should be considered i n  a seal appl ica t ion  
(Refererce 1 0 ) .  For example, a n i t r i l e  rubber had a 27 percent 
change i n  volume after 70 hours at 422 K (3OOOF) i n  MIL-L-7808 
(a diabasic  ester). 
The e f f e c t  of these  volume and hardness var ia t ions  is  t o  change 
the l i p  loading and thus the  lubr icant  f i lm. When se l ec t ing  a 
l i p  seal design, probable changes i n  hardness and volume should 
be checked; 

I n  addi t ion  t o  checking f o r  

The hardness of t h e  polymer can a l s o  change. 

t h e  change should be less than 25 percent.  

Figure 2.20 is a descr ip t ive  representa t ion ,  with nomenclature 
for a l i p  type s e a l  (hydrodynamic r i b s  are shown but  w i l l  be 
discussed i n  Section 2.2.1.21, published with permission of ASLE 
from Reference 11. Extensive research has been undertaken t o  
determine optimum l i p  cross  sec t ion ;  from t h i s  research,  it has 
been determined t h a t ,  although a l l  l i p  geametry parameters are 
important, t he  following four parameters a re  the  most s i g n i f i c a n t :  

1. Interference ( e i t h e r  molded or trimmed l i p )  of an 
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LEGEND 

1 - CASE WIDTH 
2 - CLINCHED CASE 
3 - CONTACT POINT 
4 -  FLEX SECTION 
5 - FREE-LIP INNER DIAMETER 
6 -  GARTER SPRING 
7 - HEAD SECTION 
8 - HEAL SECTION 
9 - HOUSING 

16 - LIP INNER DIAMETER 
17 - LIP LENGTH 
18 - OUTER CASE 
19 - OUTER-CASE INNER DIAMETER 
20 - OUTSIDE FACE 
21 - OUTSIDE LIP ANGLE 
22 - OUTSIDE LIP SURFACE 
23 - RADIAL HEIGHT DIMENSION 
24 - RIB 
25 - SECONDARY LIP 
26 - SPRING GROOVE 
27 - SPRING POSITION 
28 - SPRING-RETAINING LIP 
29 - STATIC LIP 
30 - TOE FACE 

10 - HOUSING BORE 
31 - INNER CASE 
12 - INSIDE FACE 
13-  INSIDE-FACE INNER DIAMETER 
14 - INSIDE LIP ANGLE 
15 - INSIDE LIP SURFACE 

--I- o 
FIGURE 2.20 NOMENCLATURE FOR DETAILS OF RADIAL 

LIP SEAL (HELIXSEAL TYPE) (*2) 
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unsprung s e a l  should be between .508 and 1.27 mm ( .020 
t o  .050 i n . )  diametral .  The in te r fe rence  cont ro ls  t he  
l i p  contact width, which f o r  an optimum seal should be 
l e s s  than .254 mm (.010 in .  ). 

2. The R-value (spr ing pos i t ion ;  see item 27 i n  Figure 
2.20) of a l i p  i s  t h e  d is tance  between t h e  spr ing center- 
l i n e  and the  l i p  contact po in t .  
spr ing  should a l w a y s  be on the  a i r  s i d e  of t he  seal. 
Placing it on t h e  o i l  side w i l l  c r ea t e  an i n s t a b i l i t y  
of t he  sea l ing  element. An R-value of 308 t o  1.0 mm 
( .020 t o  .Ob0 i n .  ) has been shown t o  be a good working 
tolerance.  

The center l ine  of t he  

3. The s e a l  f l e x  sec t ion  is bounded by t h e  s t ~ a l  head and 
heel sec t ions  ( see  items 7 and 8 i n  Figur.; 2.20). 
primary funct ion is  t o  permit radial ru?rout between t h e  
seal l i p  and the  case. 
be approximately .89 mm ( .035 i n .  ) . 

Its 

Flex sec t ion  t h i c h e s s  should 

4. The l i p  length or beam length is the  axial dis tance 
between t h e  th innes t  p a r t  of t he  f l e x  sec t ion  and t h e  
l i p  contact point .  
quickly t o  radial runout than a longer l i p ,  but  it w i l l  
allow f o r  less runout, 

A sho r t  l i p  w i l l  respond more 

Corrosion of t he  rubber l i p  and shaft, a f ac to r  u n t i l  recent ly  
a t t r i b u t e d  t o  the  material, i s  electrochemical i n  nature .  The 
ac t ion  occurs i n  a high-humidity environment and is  accelerated 
by heat. The corrosion process is s l i g h t l y  re ta rded  by lubrica-  
t i o n  i n  the  s e a l  a rea .  It has been es tab l i shed  tha t  almost a l l  
elastomers corrode s t e e l  shaft surfaces  although y o m e  noncorroding 
compound s tud ie s  a re  current ly  underway t o  reduce elastomer 
corrosion and provide standard noncorroding compounds. 

The corrosion process t h a t  occurs under l i p  s e a l s  is of t he  
electrochemical type and a c t s  i n  t h e  same way as a concentration 
c e l l .  It is ac tua l ly  a small b a t t e r y  with e l e c t r i c a l  po ten t i a l s  
of up t o  0.3 v o l t s  between the s e a l  case and sha f t .  
t he  base mater ia l  is often a cause of t he  corrosion proper t ies ,  
addi t ives  such as carbon blocks,  f i l lers and curing agents have 
been found t o  add subs t an t i a l ly  t o  the  corrosiveness of t he  
elastomer. 

Although 

Most s e a l s ,  u n t i l  recent ly ,  were trimmed sea l s .  
s e a l ,  excess material is mechanically removed by a kni fe  trimming 
operation (Figure 2.21). This procedure introduces machining 
tolerance var ia t ions  i n  t r i m  diameter, eccen t r i c i ty ,  R-values 
and other  l i p  var iables .  I n  a molded seal, the  l i p  contact point  
i s  formed i n  the  mold, with the  excess rubber being trimmed away 
from the  toe  of t he  l i p  (Figure 2.22). 
good reproducib i l i ty  of l i p  va r i ab le s ,  which was absent i n  t h e  

With a trimmed 

This process has l e d  t o  
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TRIMMED LIP CONTACT POINT Ax J 
EXCESS RUBBER TRIMMED A W A Y  'f 2 

1'. 

FIGURE 2.2 lTRlMMED LIP SEAL (*4) 

MOLDED LIP CONTACT 

EXCESS RUBBER 
(THE FUNCTIONAL AREA O F  SEAL 
LIP HAS NOT BEEN TOUCHLD) 

FIGURE 2.2 2 MOLDED LIP SEAL (*4)  



trimmed Cesign. The only disadvantage t o  the  molding technique 
i s  t h a t  a radius  i s  molded a t  the  coctact  po in t  ( a  r a d i a l  sharp 
l i p  i s  produced i n  the  t r i d n g  process) .  

2.2.1.2 Rydrodynamic Lip Seals  

A recent  development 'La seal technology i s  t h e  hydrodynamic l i p  
seal (Figure 2.23). The seal  combines a conventional l i p  seal 
with the  pumping ac t ion  of a v iscosea l .  The hydrodynamic l i p  
seal cur ren t ly  used i n  he l icopter  transmissions have a circum- 
f e r e n t i a l  sharp l i p  t o  form the  primary seal, with t h e  runner 
and a h e l i c a l  groove pa t t e rn  extending from the  primary seal i n t o  
the  air s i d e  of t he  seal t o  pump back any leakage from the  primary 
seal. 
12,  13 and 1 4  are appl icable  f o r  t h e  hydrodynamic l i p  seal. 
development of t h i s  seal i s  described i n  Reference 13. 

The optimum l i p  seal parameters es tab l i shed  i n  References 
The 

I n  the  present  hydrx3ynamic l i p  seal, the  r i b  heights  are low, 
general ly  between .0508 and .io16 mm ( .002 t o  .004 i n .  ) . 
h e l i x  angle ranges between 20 and 30 degrees. Figure 2.24 is  a 
char t  of f l u i d  flow vs .  h e l i x  angle f o r  a t y p i c a l  hydrodynamic 
l i p  seal .  A 20-degree h e l i x  angle is shown t o  produce the  most 
pumping ac t ion ,  bu t  it i s  sometimes necessary t o  compromise pump- 
ing  ac t ion  by increasing t h e  he l ix  angle t o  decrease the  circum- 
ferent ia l  contact t h a t  t he  r i b s  make with the  runner. Nomen- 
c l a tu re  fo r  a hydrodynamic l i p  seal is s i m i l a r  t o  that. f o r  a 
s tandard l i p  seal except f o r  t h e  addi t ion  of t h e  pumping r i b s  
(Figure 2.20). Nomenclature f o r  t h e  outer - l ip  surface and con- 
t a c t  surface i s  shown i n  Figure 2.25, published with permission 
of ASLE from Reference 11. There are various r ib  configurations 
cur ren t ly  ava i l ab le  from seal manufacturers. 
bead shape, V shape, and r a t che t  shape (Figure 2.26). 
appears t o  be l i t t l e  difference i n  pumping ac t ion  of t h e  various 
r i b  configurations.  Hydrodynamic seals used i n  he l icopter  trans- 
missions are designed t o  prevent leakage f o r  a spec i f i c  d i r ec t ion  
of shbf t  ro t a t ion ,  although b i -d i rec t iona l  seal designs are 
ava i lab le .  Current emphasis i n  hydrodynamic seal  development i s  
t o  produce a b i d i r e c t i o n a l  seal as e f f i c i e n t  as t h e  undirection- 
al design. Current b i -d i rec t iona l  seals include s inusoida l  r i b s ,  
diamond-shaped recessed pa t t e rn ,  and a cross  h e l i x  pa t t e rn .  

The 

These include a 
There 

2.2.1.3 Circumferential  Sea l  

Circumferential  seals have primary elements t h a t  are s p l i t  o r  
segmented, s ing le  o r  mult iple  r ings ,  

The r ing ' s  ins ide  diameter mates with a runner,  or  sha f t .  
r ings  a r e  r e s t r a ined  from r o t a t i n g  by pins i n  the  housing. 
seals a re  considered t o  be b e t t e r  f o r  s ea l ing  gas than l i q u i d  
s ince  viscous fluids may cause hydrodynamic lift of t h e  primary 
elements, causing each segment t o  "water sk i "  over an o i l  film. 
Experience has shown t h a t  by increasing t h e  r a d i a l  spr ing load 

The 
These 
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FIGURE 2.23 HYDRODYNAMIC LIP SEAL (*3) 

0 
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HEllX ANGLE * DEGREES 

FIGURE 2.24 FLUID FLOW VS HELIX 
ANGLE FOR A TYPICAL 

HYDRODYNAMIC LIP SEAL ('4) 
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LEGENO 

1 - CDNTACT WIDTH 
2 -  HELIX ANGLE 
3- HELIX CONTACT ANGLE 
4 -  HELIX CONTACT WIDTH 
5 - INSIDE LIP SURFACE 
6 - LINE OF CONTACT 
7 - OUTSIDE LIP SURFACE 

8 -  RIB 
9 - RIB ANGLE 

10 - RIB HEIGHT 
11 - RIB LEADING EDGE 
12 - RIB PITCH 
13-  RIB WIDTH 
14 - STATIC LIP CONTACT WIDTH 

AIR 

FIGURE 2.25 NOMENCLATURE FOR OUTER-LIP-SURFACE AND 
CONTACT-SURFACE OETAILS OF RADIAL LIP SEAL (HELIXSEAL TYPE) 
(a) VIEW IN PLANE OF OUTSIDE LIP SURFACE 
(b) VIEW OF CONTACT SURFACE. (*2) 
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FIGURE 2.26 

‘w RACHET SHAPE 

R I B  CONFIGURATIONS (*4) 
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or  by re&ucing the  bearing area,  circumferential  seals can be 
e f fec t ive  o i l  sea ls .  

It is  necessary i n  single-ring designs t o  provide s t ep  cut gaps 
( r ing  jo in t )  i n  the  axial and radial direct ions t o  prevent leak- 
age through the  gap. In  t h e  s t ep  seal design, t he  machine work 
performed on the  ring jo in t  i s  extremely c r i t i c a l ,  w i t k  lapped 
surfaces liecessary f o r  good sealing. 

The two-ring design requires a s tep  seal j o i n t  on the  inner ring. 
“he jo in t  on the  outer r ing can be s t r a igh t  cut.  
type of design, t h e  machine work on the  step is s t i l l  c r i t i c a l  
but i s  eas ie r  t o  perform than the  single-ring design. 

With t h i s  

Figure 2.27 shows a three-ring circumferential  o r  segmented ring 
shaf t  r iding sea l .  
shaft  runner f o r  dynamic seal ing and axially loaded t o  the  seal 
housing flange f o r  s t a t i c  sealing. Carbon-graphite is  usually 
used fo r  a r ing  material (see Section 2.2.1.4) with the case 
fabricated from steel, s t a in l e s s  steel o r  a lightweight metal. 

This type of seal is rad ia l ly  loaded t o  a 

The three-ring design is the  most common type ol‘ circumferential  
seal used i n  hel icopter  transmis3ions. 
cut w i t h  s t a t i c  seal ing accomplished by overlapping of r ings.  
The three-ring design consists of a primary ring, cover ring and 
back ring. Each r ing  is cut i n t o  a number of sements ,  t he  number 
depending upon the s i ze  of the  seal. 
have the  sBme circumferentit’ a r ien ta t ion  of gaps, while the 
primary r ing gaps are oriented at a d i f fe ren t  angle. 
s t a t i c  leak paths are eliminated. 
loading the  r ings against  t he  rurler with ga r t e r  springs,  and a 
secondary s e a l  is formed by loading the  rings against  t he  housing 
flange w i t h  a wave o r  with c o i l  springs. 

All  j o i n t s  a r e  s t r a igh t  

The back and cover r ings 

%us all 
A primary seal is fomed by 

The primary r ing  and cover r ing  m u s t  be of the  same width and 
are therefore,  usually lapped together.  
necessary t o  establish a s t a t i c  sea l .  
ring outside diameter and of t he  cover r ing  ins ide  diameter is 
also necessary f c r  good s t a t i c  sealing. 

Lapping of riw sides is 
Conformity of t h e  primary 

The ring rsssL*bil is seated against the  housing flange by an 
axial spring. 
z’retting wear has been observed. Hang-up of the  s e a l  rings does 
occur i f  the  f r i c t i o n  force caused by the  axial force is  excessive, 
This k i l l  not allow the  primary elements t o  respond t o  runout and 
campensate for wear of the cy l indr ica l  seal ing surfaces (primary 
seal). The amount of wear alloweci a t  the  primary surface depends 
on the c learawe between an t i ro ta t ion  pins and the  ends of t he  
zdxg segments. 
for ring inwD 9 movement. 

Since no rotat ion occurs at t h i s  surface, only 

Wear beyond t h i s  clearance cannot be compensated 

Taper andL out-of-roundness of the  primary s e a l  surface can cause 
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LEGEND: - 
1 -BACK RING 

2-AXIAL SPRIN6 

3-COVER RING 

4-RADIAL 6ARTER SPRINGS 

6-PRIMARY-SEAL R H 6  

6-RUNNER 

7-SEAL CASE 

&CASE FLANeE 

9-SPRHG ADAPTER 

10-ANTIROTATION PNS 

11-PRIMARY SEAL 

12-SECONDARY SEAL 

FIGURE 2.27 NOMENCLATURE FOR THREE RING 
CIRCUMFERENTIAL SEAL (*6: 
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excessive u n i t  pressure and high w e a r .  These conditions can be 
caused by a x i a l  temperature gradients  as w e l l  as by poor-qual,by 
manufacturing . 

Shaft  Diameter -mm 

25.4 (1 inch)  
50.8 (2 inches)  
76.2 ( 3  inches)  

101.6 ( 4  inches)  

Ring axidl widths of less than 2.54 mm (0.1 i n . )  are cur ren t ly  
being used i n  he l i co9 te r  appl icat ions.  

Face Width -mm 

1.58 (.062 inch)  
1.58 ( .062 inch)  
1.38 (.078 inch)  
2.39 (.094 inch)  

2.2.1.4 Face Sea ls  

Figure 2.28 shows a s tandard face  seal reproduced from Reference 
1 1 w i t h  permission from ASLE. 
appl ied,  has the  lub r i can t  on t h e  outs ide  diameter of t h e  primary 
seal. 
r o t a t i n g  carbon-graphite seal r i n g  f l e x i b i l i t y  a t tached t o  t h e  
seal case. 
seal r ing  and case prevents leakage and permits axial movement of 
the  carbon-graphite ring (due t o  thermal expansions, mating r ing  
face  runout and w e a r ) .  
s tandard type O-ring. 
pera ture ,  low-pressure appl ica t ions  t y p i c a l  of he l i cop te r  t rans-  
missions. Other types of rubber molded secondary seals which 
can be considered f o r  normal he l i cop te r  appl ica t ions  are V-rings, 
U-cups, wedges, quad-rings and elastcmeric  bellows. For higher  
temperatures, secondary seals such as bellows, p i s ton  r ings  and 
t e f l o n  seals should be considered. A m e t a l  bellows seal, Figure 
2.29, reproduced from Ref=:l.?nce 11 with permission from ASLE is  
the  newer development I n  secondary seals, t h a t  performs the 
funct ion of a secondary seal, a spr ing ,  an a n t i r o t a t i o n  device 
and a p i l o t .  
r i ng ,  Figure 2.28, i s  common t o  most face  seals used i n  he l i -  
copter  transmissions.  

This type of seal,= usual ly  

The seal cons i s t s  of  a r o t a t i n g  mating r ing  and a non- 

A cecondary s t a t i c  seal between t h e  carbon-graphite 

I n  Figure 2.28, t h e  secondary seal i s  a 
This design can be used i n  many low-tem- 

However, t h e  configurat ion of t h e  O - r i n g  type seal 

The primary r i n g  can a l so  be composite design, where a carbon- 
graphi te  nosepiece i s  re ta ined  by a m e t a l  c a r r i e r  with an in t e r -  
ference f i t  and/or an adhesive band. 

The face width of t h e  primary seal r ing  i s  dependent on t h e  seal 
s i z e  and Table 2.7 prcsents  standard face widths f o r  d i f f e r e n t  
seal s i z e s .  The height  of t h e  seal nose usua l ly  mrb from Imm 
t o  1.75 mm (.040 t o  .070 i n . ) ,  which is more than t h a t  needed 
f o r  w e a r  allowance. 



LEGEND 

1 - ANTI hOTATlON DEVICE 
2 -  CUP 
3 - EXTENDED LENGTH 
4 - PRIMARY-SEAL CARRIER 
5 - PRIMARY-SEAL RING 
6 - SEAL BORE 
7 - SEALING FACES 
8 - SEALING-FACE I N N E I ~  DIAMETER 
9 - SEALING-FACE OUTER " V E E R  

10 - SEALING-FACE WIDTH 
11 - SEAL NOSE 
12 - SEAL OUTER DIAMETER 
13 - SECONDARY SEAL 
14 - SECONDARY-SEAL LAND 
15 - SECONDARY-SEAL-LAND DIAMETER 
16 - WASHER 
17 -WAVE SPRING 

@ 
/ SHEAR-NlfCH TYPE 0 

FIGURE 2.28 NOMENCLATURE FOR TYPICAL FACE SEAL 

WITH 0 -RING SECONDARY SEAL. (*2) 
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LEGEND 

2 - CUP 
3 - EXTENDED LENGTH 
4 - PRIMARY-StAL CARRIER 
5 - PRIMARY-SEAL RING 
6 - SEAL BORE 
7 - SEALING FACE 
8 - SEALING-FACE INhiER DIAMETER 
9 - SEALING-FACE OUTER DIAMETER 

10 - SEALING-FACE WIDTH 
11 - SEAL N(3SE 
12 -SEAL OUTER DIAMETER 
13 - SECONDARY SEAL 

+------@-. DAMPER FINGER SPRING 

I l i  
I & S @  I I 

c 

FIGURE 2 . 2 9  NOMENCLATURE FOR TYPICAL 
METAL BELLOWS FACE SEAL (*2) 



To prevent ro t a t ion  between the  primary seal  r ing  and the  s e a l  
case,  a n t i r o t a t i o n  locks (usua l ly  two shear  n i tches  o r  welded 
blocks)  
s l o t s  on t h e  outs ide diameter of t he  primary s e a l  r ing .  The 
length of t he  s l o t s  must be s u f f i c i e n t  t o  allow f o r  t he  a x i a l  
t r a v e l  of t he  seal. 

on t h e  ins ide  diameter of the  case,  mate with 

The outs ide diameter of t he  seal  bore a c t s  t o  p i l o t  t he  primary 
s e a l  r i ng  through the  secondary seal. This p i l o t  m u s t  be long 
enough t o  maintain concent r ic i ty  of the  pr inary s e a l  r i ng  and 
the  s h a f t ,  ar-d insure  O-ring contact  over t h e  f u l l  operat ing 
length,  but  i t s  leugth must be l imi t ed  t o  allow f o r  some misalign- 
ment capabi l i ty  of t h e  primary seal r ing .  

The material usual ly  used f o r  t h e  primary s e a l  r i ng  is  carbon- 
graphi te .  I t s  almost un iversa l  use as a face  seal material i s  
because of i t s  se l f - lubr ica t ion ,  chemical iner tness ,  compat- 
i b i l i t y  with other  metals, thermal c h a r a c t e r i s t i c s  and tempera- 
ture r e s i s t ance .  Carbon-graphite i s  a b r i t t l e  material and i s  
e a s i l y  chipped. 
of e l a s t i c i t y  which cen sometimes lead t o  def lec t ion  problems. 

It  has a low t e n s i l e  s t rength  and a low modulus 

Carbon-graphite is chemically i n e r t  wS.th a l l  l ub r i cz t ing  o i l s  
used on ht?licopter t rmsmiss ions .  It has an inherent  qua l i t y  
of se l f - lubr ica t ion  and non-galling, Llthough long term opera- 
t i o n  of carbon-graphite a t  high speed without any ex terna l  
l ub r i ca t ion  presents  spec ia l  2esign problems. Carbon-graphite 
compositions exhibit low coe f f i c i en t  of f r i c t i o n .  Coeff ic ient  
of f r i c t i o n  is highly dqendent  on t h e  material mated with 
carbon-grashite. In  general ,  carbon-graphite, mated with a 
good bearing surface,  exhib i t s  a coe f f i c i en t  of f r i c t i o n  of .1 
t o  .25. With t h e  presence of a hydrodynamic f l u i d  f i lm,  f r i c -  
t i o n  coe f f i c i en t s  of l e s s  than -05  can be r ea l i zed .  

Carbon-graphite exh ib i t s  gocd thermal c h a r a c t e r i s t i c s .  
carkon-graphite compositions h ve thermal conduct iv i t ies  varying 
from 1.2.4 x 
ftz/OF/in. ) . 
i t y  increases .  
d i s s ipa t ion  t o  the  surrounding environment. 

Common 

t o  74.3 x lo-' joule/hr/m2/K/m (10 t o  60 b tu /hr /  
When impregnated with various metals, t he  canductiv- 

They have t h e  a b i l i t y  t o  r a d i a t e  hea t  rap id ly  f o r  

As compared t o  elastomers,  carbon-graphites physical  p roper t ies  
change slowly w i t r i  temperature. 
w i l l  occur at temperatures over 533 K ( 5 O O O F )  i f  spec ia i  treat- 
ments such as impregnations with r e s ins ,  ir?si.ghnic salts ,  polymers 
o r  metals, a r e  no5 applied.  (Some gredes are s t i l l  func t iona l  
at  temperaturss ~p t o  755K ( 9 O O O F ) .  
g raphi te  r ings  are less a f f ec t ed  by fempeiature than a re  fe r rous  
metals. Cgrbon-gra h i t e s  coe f f i c i en t  of thermal expansion i s  
1.22 x 10-0 m/m/ K p2.2 x 10-6 in. / in./OF) as compared t o  
3.9 x 10-6 m/m/ K (7.0 x in. / in./OF) f o r  ferrous metals.  

Oxidation of carbon-graphite 

D i m e l i s .  onal ly ,  carbon- 
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Carbon-graphites a r e  porous materials because during s i n t e r i n g ,  
v o l a t i l e s  escape from t h e  binder ,  c rea t ing  voids.  The amount 
of permeabili ty i s  expressed i n  darcys, which are defined as 

where Da = pormeabili ty,  darcys 
Q 
D = v i scos i ty ,  cen t ipoises  
L = flow path length ,  cm 

Pd = pressure drop, atm 

It i s  des i rab le  f o r  carbon-graphite s e a l  r ings  t o  have low perme- 
a b i l i t y .  This i s  accomplished by impregnating t h e  matrix with 
va r io  s mater ia l s ,  w i c h  can produce n permeabili ty from 15,000 
x l d  t o  .001 x lo-% darcys. 

= quant i ty  of  f l u i d  passed, cm3/sec 

= area normal t o  flow d i r ec t ion ,  cm2 

Carbon-graphites are molded t o  the  general  s i z e  and shape of  t h e  
f i n a l  product. 
machine too l s  f o r  s o f t  carbon-qraphites and with carbide too l s  
and gr inding equipment f o r  harder ma e r i a l s .  

F ina l  machining i s  performed with regular  

The seal face h a s  s p e c i a l  requirements f o r  f l a t n e s s  and sur face  
f i n i s h .  
Helicopter transmission seals are usual ly  lapped t o  within th ree  
helium l i g h t  bands. The f l a t n e s s ,  i n  terms af h e l i m  l i g h t  bands, 
i s  measured with monockramatic l i g h t  aga ins t  an o p t i c a l  f l a t  of 
+:-ansparent quartz  or  Pyrex g l a s s .  

Flatness  of t he  seal sur face  i s  obtained by lapping. 

Surface f i n i s h  cannot 5e spec i f i ed  as a root-mean-sqmre (rms) 
or  ar i thmetic  average (AA) as with most metals. 
of the  mater ia l  makes t h i s  measwement meaningless. 

The poros i ty  

Table 2.8 l i s t s  some -ommon carbon-graphite grades used i n  seal. 
r ings  and t h e i r  p o p e r t i e s .  

2.2.2 Mating surface design 

Mating surface design i s  as c r i t i c a l  as t he  primary element design. 
Cyl indrical  runners and face seal meting r ings  w i l l  be discussed 
separa te ly .  

2.2.2.1 Cyl indrical  Runners 

This type of mating surface i s  u t i l i z e d  f o r  shf.ft r i d ing  s e a l s  
such as l i p  and circumferent ia l  s ea l s .  
t he  mater ia l  s e l ec t ion  and derign l imi t a t ions  a r e  similar, 
Material  s e l ec t ion  should consider wear, corrosion and thermal 
proper t ies .  

For e i t h e r  type of s e d ,  
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Currently most runners a re  made from a case carburized mater ia l  
(usua l ly  AIS1 9310 s t e e l )  , a hard s t a i n l e s s  s teel  (usua l ly  440 C), 
o r  a standard low a l loy  s teel  ( typ ica l ly  AIS1 4130 o r  4340) with 
a hard chrome p l a t e .  The corrosion-resis tance proper t ies  of the 
l a t t e r  two ( s t a i n l e s s  s t e e l  o r  chrome p la t e  s t ee l ) ,  make them 
preferred.  S t a in l e s s  s t e e l  is  seldom used as a runner because 
runners i n  nost cases are s t r u c t u r a l  members ar-d s t a i n l e s s  has 
l e s s  s t rength  t h a n  standard steels.  Also, the  cos t  of high- 
s t rength  s t a i n l e s s  s t e e l s  i s  a f ac to r  t h a t  works aga ins t  i t s  use. 

Most s e a l  manufacturers recomend a sha f t  o r  runner hardness of 
Rockwell C30 minimum ( f o r  l i p  type seals) , but  l i p  seal  runners 
cur ren t ly  used i n  he l icopter  transmissions a re  usua l ly  designed 
GO have a surface hardness of Rockwell C55 t o  ~ 5 8  minimum. This 
i s  done t o  prevent abrasive scoring of t he  runner during opera- 
t i o n  i n  A. g r i t t y  environment. Hardness of c i rcumferent ia l  seal  
runners f.s s i m i l a r  t o  t h a t  of l i p  seal runners. 

The thermal conductivity of the  runner i s  important, s ince  it 
serves as a heat sink. Heat generated a t  the  s e a l  i n t e r f ace  i s  
conducted away through the  runner and the  lubr icant .  It i s  an 
advantage, even i n  r e l a t i v e l y  low temperature transmission appl i -  
ca t ions ,  t o  have a runner material with a high thermal conductiv- 
i t y .  

Rir,xr gcumetry has been a major concern i n  recent years .  
i e s  by l i p  seal manufacturers and users  have r e su l t ed  i n  more 
s t r ingen t  cont ro ls  on runner surface f i n i s h  and out-of-rourdness. 
Tests reported i n  Reference 1 4  demonstrate t h a t  with a mirror- 
smooth f i n i s h ,  hydrodynamic e f f e c t s  were decreased s ince  the  
lubr icant  could not be trapped i n  pockets formed by the  sur face  
roughness. This produced increased l i p  torque. With very rough 
sur faces ,  s ince  the  f l u i d  f i lm  i s  th in ,  sha f t  i r r e g u l a r i t i e s  
penetrate  t he  f i lm,  causing rubber-metal contact.  The optimum 
f i n i s h  i s  about .38 micron ( 1 5  microinches);  i n  Table 2.9 t he  
s e a l  torque f o r  t h i s  optimum f i n i s h  is compared t o  t h a t  of .l25 
and .89 micron ( 5  and 35 microinches) on a 100 mm ( 4  i n . )  
sha f t  operating at  1000 rpm. The Rubber Manufacturers Association 
(RMA) and the  Society of Automotive Engineers (SA.E) recommend a 
surface f i n i s h  of .254 t o  .508 micron (10 t o  20 microinches).  
The technique used t o  produce and measure the  f i n i s h  is  a l s o  
inpor tan t .  Reference 1 5  presents  a summary of t h e  various techni- 
ques used t o  produce a l i p  seal runner surface f i n i s h .  The 
experimental r e s u l t s  of Reference 16 shows t h a t  plunge grinding 
and glass-bead-blasting can be successful ly  used t o  produce t h e  
required surface a s p e r i t i e s  needed f o r  l i p  s e a l  appl ica t ions .  
However, glass-bead-blasting procedures are not s u f f i c i e n t l y  
developed t o  warrant current  use ; therefore  , plunge gr inding 
should be spec i f ied .  It i s  important t h a t  no machine l ead  be 
introduced. A common be l i e f  among s e a l  users  is  t h a t  plunge 
grinding does not produce machine lead. This is  t r u e  only if:  

Stud- 
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1. 

2 .  

3. 

4. 

Surface Finish,  
riicrons 

.125 ( 5  microinches 

The sheel  L S  dressed slowly with a shallow cut .  

A clust.er-.iead diamond dresser i s  used. 

The r a t i o  of gr ind wheel/workpiece r o t a t i o n a l  speed 
i s  not  a whole number. 

The grinding wheel i s  not  withdrawn u n t i l  spark-out 
has occurred. 

~~ 

Torque , 
cm-N 

29. (41.2 in.-oz) 

TA3LE 2.9 

SEAL TOEQUE VERSUS SURFACE FINISH 

.38 (15  microinches) 1.3.2 (18.7 in.-oz) 

338 (148OF) 

336 (143OF) 

338 !14OoF) 

The measurement of surface f i n i s h  i s  a l s o  sub jec t  t o  question. 
Surface roughness can be spel:ified as root-mean-square (rms) o r  
ar i thmetic  average (AA). F,MS values are approximately 11 percent 
higher than AA values.  Blrrface f i n i s h  i s  usual ly  measured by a 
profilometer i n  t h e  ax i : J  d i r ec t ion .  With l i p  seals , t h e  d i f f e r -  
ence i n  values between circumferent ia l  readings and axial read- 
ings i s  dependent on mwhining method and material. With plunge 
grinding i n  t h e  .254-t0 .508-micron (10-to 20-microinch) range, 
t h e  a x i a l  .?eadings w i l l  be approximately .051 micron ( 2  micro- 
inches)  higher than the  circumf2rent ia l  reading. 

A m a x i m u m  roughness of .2 micron ( 8  microinches) is used f o r  
c i rcumferent ia l  seal  runners. 
seal can b e  t o l e r a t e d ,  whereas it i s  3etr imental  t o  l i p  seals. 

Rubbing contact with t h i s  type of 

Out-of-iaundness and lobing are discussed i n  Section 2.1. Exces- 
s i v e  out-of-roruidness of runners causes a high-frequency runout,  
hydrodynamic l i f t ,  and leakage. 

Taper of t h e  runner surface f o r  c i rcumferent ia l  s e a i s  has t h e  
same e f f e c t  as t a p e r  of carbon-graphite Elements. It can cause 
high contact  pressure and excessive wear. 
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2.2.2.2 Face Seal  - Mating Rings 

The mating r i n g  requirements a r e  similar t o  those of a circLd- 
f e r e n t i a l  s e a l  runner. The sea l ing  surface i s  on a radial face 
compared t o  a circumferent ia l  s e a l ' s  cy l ind r i ca l  diameter. In 
regard t o  material proper t ies ,  a hard,  wear-resis tant  and corro- 
s ion- res i s tan t  mater ia l  with a high thermal conductivity i s  
des i rab le .  

Both thermal and mechan! . n l  d i s t o r t i o n  can d i s rup t  t he  sea l ing  
mechanism. Thermal d i s t o r t i o n  w i l l  always be present  i n  face 
seals, but it w i l l  be more prevalent  i n  high-speed, high-tempera- 
t u r e  seals. Proper s e l ec t ion  of high-conductivity materials and, 
i n  extreme cases ,  addi t iona l  l ub r i ca t ion  t o  the  mating r i n g ,  
Figure 2.10, can keep thermal d i s t o r t i o n  within acceptable limits. 

Mechanical d i s t o r t i o n  i s  more common i n  transmission sea l s .  In  
most cases,  t he  mating r ing  is a r o t a t i n g  oember and i s  a l s o  
used  t o  clamp the  support bearings.  This clamping force can be 
subs t an t i a l .  Present ly ,  success i n  cont ro l l ing  d i s t o r t i o n  caused 
by clamping has been achieved by using a two-piece a a t i n g  r ing ,  
(Figure 2.30). With the  inner  r ing  s o l i d l y  f ixed  t o  the  s h a f t ,  
clamping forces  a re  t ransmit ted through the  inner  r'ng t o  the  
support bearing. 
clanping r ing  and i n t e r n a l l y  sealed.  
b i l y  mounted, d i s t o r t i o n  from the  clamping r ing  does not a f f e c t  
t h e  seal r ing.  This design also p e r d t s  s ~ a l l  amounts of s h a f t  
t o  housing misalignment without a f f ec t ing  para l la l i sm of t h e  
sea l ing  surfaces .  The matzr ia l  of t he  inner  r i n g  should be 
similar t o  t h a t  of t he  s e a l  r i n g ,  but it i s  not necesoaq t h a t  
they be the  same. It i s  imperative t h a t  the inner  r i n g  mater ia l :  

The seal r ing  i s  loosely keyed o r  pinned t o  the  
Since the  seal r i n g  i s  f l e x i -  

1. Have near ly  the  same thermal coe f f i c i en t  of expansion 
as the  seaL r ing  (outer  r i n g ) .  

2. Be corrosion r e s i s t a n t .  

3 .  Be s t rong enough t o  carry the  clamping load. 

Usual seal r i n g  materials are hardened 440C s t a i n l e s s  s t e e l ,  or 
a standard s t e e l  with tungsten-carbide, or chromium p la t ing .  A 
300 s e r i e s  s t a i n l e s s  s t e e l  i s  frequently used as t h e  clamping 
r i n g  material. 

The f l a tnes s  requirement f o r  t he  mating r ing  i s  similar t o  the  
primary carbon-graphite element and i s  dsually he ld  t o  three  
helium l i g h t  bands. Surface roughness i s  usua l ly  spec i f i ed  as .1 
Eicron (4 microinches) AA maximum. 

2.2.3 Case Design 

The seal case i s  f ixed  t o  the  housing and usual ly  contains the  
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primary s e a l  element. Its functions are: 

1. S t a t i c  sea l ing  between the  transrnission housing and 
seal case. 

2. Providing a mating surface f o r  secoidary sea l ing .  

Most seal cases used i n  he l icopter  transmissions are manufactured 
from a 300 series s t a i n l e s s  s t e e l .  Other mator ia ls  are standard 
carbon s t e e l  (usual ly  cadmium p la t ed )  and alui.num. Alumin? i.;iIK 
used because i t s  coe f f i c i en t  of thermal expansiox, (7.0 x 10- 
(12.6 x 10-2 in . / in . /OF))  i s  similar t o  magnesium (7.8 x m/m/K 
(14.0 x 10- 
Using mater ia l s  w i t h  similar thermal coe f f i c i en t s  w i l l  e l iminate  
some of the  d i s t o r t i o n  caused by the  high press  f i t s  needed when 
t h e  seal  case mkterial has a coe f f i c i en t  of thermal expansion s igni -  
f i c a n t l y  d i f f e ren t  than that of the transmission housing. 

i n . / i n . / o F ) ) ,  a common transmission houslng material, 

Case thickness and outside diameter out-of-roundness can have a sub- 
s t a n t i a l  e f f e c t  on case d i s t o r t i o n  and possibly secondary seal leak- 
age. 
s t r a t e s  t h i s  po in t .  
were t e s t ed .  
and w a s  .0125 mm ( .0005 i n .  ) out-of-round, while the o ther  w a s  1.00 mm 
(.Ob0 i n . )  t h i ck  and .05 mm (.002 i n . )  out-of-round. A l l  o ther  
design parameters were approximately equal.  
with varying degrees of in te r fe rence  f i t  were t e s t ed .  A l l  six seals 
with the  th icker  case and reduced out-of-roundness exceeded t h e  per- 
formance c r i t e r i a .  
Case d i s t o r t i o n  can cause the  secondary seal land surface t o  become 
out-of-parallel  with t h e  case outs ide diameter. With face seals, the  
s e a l  r ing  p i l o t  o r  t h e  case flwAge on circumferent ia l  s ea l s  i s  usua l ly  
ltanufactured p a r a l l e l  o r  square t o  the case outs ide diameter t o  with- 
i n  .0125 mm ( .OOO5 i n . ) .  
causing secondary seal leakage, excessive f r i c t i o n a l  drag, o r  m i s -  
alignment of t he  primary seal element. 

An appl ica t ion  i n  an aux i l i a ry  power p lan t  (APP) c lu tch  i l l u -  
Two face  seals made by d i f f e r e n t  manufacturers 

One s e a l  had a case thickness  of 1.65 mm (.065 i n . )  

Six seals of each type 

Five of t h e  th inner  case seals leaked excessively.  

Case d i s t w t i o n  d is turbs  t h i s  accuracy, 

The case outs ide diameter i s  usual ly  a ground cy l ind r i ca l  surface 
w i t h  a chamfer or  radius on the  corners.  An O-ring groove i s  SOE+ 
times machined on the  outs ide diameter t o  form the  s t a t i c  seal. 
Bonded l i p  sea l s  can be made wi th  a rubber outs ide d iaae te r  o r  with 
a rubber nose gasket.  

2.2.4 Loading Devices 

All sea l s  discussed i n  the  design guide are pos i t i ve  contact seals 
dince one element is energized aga ins t  another t o  form the  lubr icant  
barrier. The moc'.: c;: energizing is  usual ly  by spr ing loading t h e  
s ta t ionary  f1 ::x:.'t:! ,wimary element aga ins t  t he  mating surface.  
Commonly list:! i l ~  ;:lys are f inger ,  g a r t e r ,  c o i l  and wave spr ings.  
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2.2.4.1 Lip Sea l  Loadings 

Both g a r t e r  and f inge r  sprinRs are used t o  load the  lip agains t  
t he  runner. 
r a d i a l  l i p  load equal  t o  th: load cltused by circumferent ia l  ten- 
s ion  of t he  spr ing  and by t h e  l i p  in te r fe rence .  
loads w i l l  cause excessive wear and hea t ,  and low spr ing  loads 
w i l l  r e s u l t  i n  excessive f i l m  thickness and leakage. 

Garter spr ines  are usual ly  used, with the t o t a l  

High spr ing 

With hydrodynamic l i p  seals, t h e  spr ing load required is  less 
than with s tandard l i p  s e e l s ,  s ince  the  spr ing  i s  needed only t o  
insure a s t a t i c  seal. Dynamic sea l ing  i s  accomplished by the  
pumping ac t ion  of t h e  r i b s .  
r e l a t i o n  t o  the  l i p  contact  point  i s  ca l l ed  the  R-value and i s  
discussed 1'1 Section 2.2.1. 

The pos i t ion  of t h e  spr ing  i n  

The r a d i a l  l i p  load can be determined by a va r i e ty  of methods. 
I n  Reference 17 t he  radial l i p  load i s  tal-culated as a funct ion 
of l i p  opening pressure.  The r a d i a l  load i s  

where Pr = r a d i a l  l i p  load,  newtons 

P = beam load,  Figure 2.31, newtons 

p 
D = sha f t  diameter, cm 
h = beam length,  Figure 2.31, cm 
a = l i p  angle ,  Figure 2.31, radians 

2 P 
= l i p  opening pressure,  newtocs/cm 

This method i s  used mainly fox qua l i t y  cont ro l  a f t e r  production. 
The method is  quickly performed, although a prec ise  measurement 
of t h e  compressive force  of t h e  s e a l  cannot be obtained s ince  
l i p  opening pressure i s  dependent an many material and geometric 
var iab les .  

A device described i n  Reference 1 7  measures r a d i a l  l i p  load with 
an e r r o r  of l e s s  than 25 percent.  The l i p  seal is placed on a 
s p l i t  mandrel of t h e  normal s h a f t  diameter. 
mandrel is held s ta t imcrry ,  while t h e  o ther  p a r t  i s  f ixed  t o  a 
l ea f  spr ing.  The r a d i a l  l i p  load de f l ec t s  t he  leaf  spr ing and 
causes a displacement of one-half of t he  mandrel + Q  t h e  s t a t iona ry  
pa r t .  The measurement of t! 'PI  def1ectio:i by a d i a l  ind ica tor  or 
an e l e c t r i c a l  length d i a l  c -e is  l i n e a r l y  r e l a t e d  t o  the  r a d i a l  
l i p  load. 

I n  Reference 18, the  radial lis load i s  described as having two 
components, as shown ii! t he  foilowing equation: 

One p a r t  of t h e  
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LR = LH + LB (2.10) 

where - = Tota l  r a d i a l  load ,  newtons “R 
LH = Load due t o  l i p  in te r fe rence  and spr ing tension,  

LB = rfiam load, newtons 

Each is  P l r t h e r  described by: 

newt on s 

3 E I 6  

h 
LR = 2 T (s\ + T) + 7 (2.11) 

2 where s = hoop s t r e s s  i n  t h e  l i p  element, newtons/cm 
2 % = e f fec t ive  hoop =:ea of l i p  element, cm 

T = spr ing  tension,  new5ons 

E = 

I 

Young’s modulus o r  apparent nodulus, newtons/cm2 

= Moment of i n e r t i a  of bean! por t ion  of  t he  s e a l  
element, cn 4 

d = Deflect ion of  t h e  l i p  element, cm 

;i = Effec t ive  l i p  length,  cm 

These above nethods w i l l  determine the  i n i t i a l  l i p  load,  which 
i s  usual ly  more than the  rmning  load. The l i p  load i s  diminish- 
ed due t o  stress re laxa t ion  of t h e  rubber l i p  and t h e  spr ing ,  
a?d l u b r i c m t  s w e l l  of t he  rubber l i p  over an extended per iod of 
operation. Also. t h e  l i p  w i l l  wear %iring operat ion,  causing a 
decrease i n  l i p  load.  In  addi t ion ,  a change i n  Young’s modul-a 
of t h e  rubber mey occur with t i m e ,  and t h i s  causes add i t iona l  
changes i n  t h e  seal l i p  load. 

Although the  speed, runout, l i p  mater ia l  and other  f ac to r s  w i J - 1  
determine t h e  optimum l i p  load f o r  an appl ica t ion ,  it i s  general ly  
recommended t o  have a t o t a l  load cf  87.5 t o  123 N/meter ( .5 t o  
.7 l b / i n . )  of circumferen-e fer  a conventional l i p  seal and 
52.5 t o  70 N/meter ( . 3  t o  .4 l b / i n . )  of circumference fo;- a 
hydrouynamic l i p  seal. 

2.2.4.2 rircumferexl cia1 Sea l  Loading 

Primary s e a l  carbon-graphite elements a re  loaded a x i a l l y  aga ins t  
t h e  housing f lange t o  form the s t a t i c  seal and r a d i a l l y  aga ins t  
t he  i-unner t o  form the dynamic seal. 
a wave washer,finger sprin, o r  severa l  helicdL spr ings i n  p a r a l l e l .  
Loading i n  both d i r ec t ions  i s  a l s o  necessary t o  prevent i n t e r n a l  
leakage between s e d  r ings  and through segment gaps. Garter 
springs are used t o  i rpose a r a d i a l  load. 
spr ing loads should be se lec ted  t o  prevent f r i c t i o n a l  hang-up on 

Tke a x i a l  spr ing i s  usua l ly  

The a x i a l  ar?d rac?ial 
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t he  f l m g e  face.  
successful  transmission circumferent ia l  seal are shown i n  
Table 1.2. 

Typical values of a x i a l  and radial load f o r  a 

The r a d i a l  load i n  a low-pressure transmission appl ica t ion  is  
due almost e n t i r e l y  t o  t h e  spr ing  load. 
appl ica t ions ,  t h e  syr lng  load is negl ig ib le  compared t o  t.he 
hydraul ic  load . ) .  The radial spr ing  load is  usua l ly  spec i f i ed  
i n  pounds per  inch of c ixumference i n  tension. 
seals , a load of 17.5 N/mt+,er ( .1 lb / in .  ) of circumference has 
proven t o  be adequate I n  successful  appl icat ions.  

( In  high-pressure 

For low-pressure 

2 . 2 . 4 . 3  Face Sea l  Loaas 

The acial loading of t he  primary elementagainst t he  mating r ing  
i s  usLally done by a wave washer, c o i l  s;--?ga or a metal bellows 
(see Section 2.2.1.4) .  I n  t he  low-pressure transmission applica- 
t i o n s ,  hydraulic loading is  neglected cad t h e  spr ing  load alone 
forces  the  s e a l  faces  together.  The load mus: be sufficient t o  
make t h e  seal riw follow the  runout not ion of t h e  mating r ing  
face.  
t h e  secondary seal and a n t i r o t a t i o n  lock. 
t o  have spr ing loads which w i L l  provide a primary element nose 
pressure of 5.89 t o  26.5 N/cmL (10 t o  30 p s i ) .  
spr ing  i s  determined by t h e  axial operating range of  t h e  s e a l .  
The operating range of weve washers is l imi ted  s ince  small changes 
i n  heighi; w i l l  cause l a rge  changes i n  load. If a small varia- 
t i o n  i n  load is  requi red  over a l a rge  operating range, e i t h e r  c o i l  
spr ings,  mult iple  wave springs o r  a m e t a l  b e L a r s  should be used. 
Spring materials vary,  but  u s i a l l y  a 300 s e r i e s  stainless steel  
is used i n  he l i cop te r  transmission secls. 

The spr ing load  is opposed by f r i c t i o n a l  r e s t r a i n t s  of  
It i s  usual ly  necessary 

The type of  

2.2.5 Secondary Sealing Elements 

Of t h e  seals commr nly used i n  he l icopter  t ransmissions,  only face  
seals requi re  separa te  secondary seal i . ig  devices. 
seal prot-ides a seal between t h e  seal r ing  and t h e  s t a t iona ry  case 
and allows the  s e a l  r i n g  t o  move i n  t h e  a x i a l  d i r ec t ion ,  compensating 
f o r  s h a f t  movement, w e a r  or  runout (see Figure 2.28). The secondary 
seal should exhib i t  low f r i c t i o n  o r  drag t o  minimize t h e  s e a l  spr ing  
load. Most commonly used i s  an O-ling, although the following o the r  
devices can be used: 

The secondary 

Quad - r ing  Teflon l i p  
7-ring Me t a l  bellows 
u-cup Pis ton r ings  
Wedges 

host  of the  above operate i n  the  same manner as an elastomeric O-ring. 
The f l e x i b i l i t y  of t h e  material allows s u f f i c i e n t  radisl squeeze t o  
s e a l ,  y e t  prevents hang-up from dynamic response. The gland design 
usual ly  follows s tandard procedures for  military o r  i n d u s t r i a l  
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reciprocat ing b r i n g s  and can be found i n  Reference 19. 
- Elastomeric secondary seals o f f e r  s impl ic i ty  ar,i economy. They can 
be molded i n  a va r i e ty  of mater ia l s  hsving i i f f e r e n t  mechanical and 
thermal proper t ies  (see Section 2.2.1.1) .  Generally, a n i t r i l e  o r  
f luoroelastomer i s  used. The main disadvantage of elastomers i s  
va r i a t ion  cf coe f f i c i en t  of f r i c t i o n ,  e l a s t i c  modulus, and mating 
surface diamecer c rea t ing  u x e r t a i n  conditions with regard t o  
f r i c t i o n a l  drag and necessary sea t ing  force.  These problems can be 
lessened by using e. spring-lcaded t e f lon  r ing  where t h e  f r i c t i o n a l  
drag i s  considera? less than elastomers and c f f e r s  a hic,her 
temperature 1 i m i - c  ; 477 K ( 5C103F) maximurn). 

An elastomeric bellows, commonly used as a secondary s e z l  i n  comer-  
c i a 1  fact seals (water pumps), has been considered f o r  transmission 
use. The axial movement of the  s e a l  r i ng  i s  taken by the  bellows 
f lexure .  
i t s  f r i c t i o n a l  drag i s  considerably less than with packing type 
seals. 

Because no rubbing contact i a  necessary f o r  it tc, perform, 

P i s t m  r i n g  secondary seals are  used where extreme temperatures and 
pressure  of t h e  sea led  nedium el iminates  elastomeric seals from con- 
s ide ra t ion .  They are no t  used i n  he l i cop te r  face seal appl ica t ions  
s ince  extreme conditions do not e x i s t  and leakage through t h e  gap 
cannot be to l e ra t ed .  
bellows element, !Figure 2.29) i n  extreme appl ica t ions .  

These seals have been replaced by a m e t a l  

Although not cur ren t ly  used i n  he l i cop te r  t r ansn l s s ions ,  the metal 
b d l o w s  w i l l  replace elastomeric secondary s e a l s  i n  Ixture designs 
which requi re  higher operat icg tempzratures (above 477 K ( 400°F) ) ,  

Due t o  all-metal  c o n s t r u c t i w  , temperature l i m i t s  are conpcrable t-, 
those of o ther  metal components of t he  s e a l .  
bellows used a re  fabr ica ted  by hydraul ic  or  r o l l e d  forming and weld- 
ing preformed p l a t e s  o r  w a s t o r s .  

The bas ic  types of 

A welded bellows requires  l e s s  space and has lmer  spr ing  rates than 
Lhe formed type,  but  pred ic t ion  of fa t igue  l i f e  of t h e  welded j o i n t  
i s  d i f f i c u l t .  

2.2.6 Environmeatal Exclusion Devices 

Currently,  most helicopte: transmission s e a l s  have no element designed 
spec i f i ca l ly  f o r  excluding envi romenta l  cor.* m i c a n t s .  A s  d i s x s s e d  
i n  Section 2.1.7, a s e a l  as 8. complete u n i t  for a dusty loca t ion  
should include : 

1. A pr in iay  seal which i s  the i n i t i a l -  l ub r i can t  le-&age 
barrier. 

2. An environnental  exclusion device rh i ch  w i l l  block atmos- 
pneric  contvninants from enter ing the primary seal area. 
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2.2.6.1 Lip Seals  

Environmental exclusion i s  accompiished b j  a wiper seal, which 
i s  molded i n t e g r a l  t o  t h e  Seal ( F i m e  2.5) o r  meckanically 
assembled i n  the  s e a l  case as s:?own i n  Figure 2.32 which is  re- 
produced with permission of ASLE from Reference 11. 

The wiper s e a l  m u s t  p e r f o m  s a t i s f a c t o r i l y  with l i t t l e  lubrica-  
t i o n  and variocs mounts  of abrasion. Spec ia l  mater ia l s  are 
usual ly  needed f o r  t h i s  type of se rv ice .  

Uiper materials inciude l ea the r ,  rubber (polyurethane, carboxy- 
l a t e d  n i t r i l e )  and Teflon. 
material with good abrasion r e s i s t ance ,  low f r ic tSon and a b i l i t y  
t o  absorb o r  feed out l ub r i can t  when needed. 
adjusted with impregnants t o  con t ro l  i ts  se l f - lub r i ca t ing  pro- 
per ty .  Leather w i l l  po l i sh  t h e  rdbbing sur face  better than 
elastomers, thus reducing the  p o s s i b i l i t y  of e s t ab l i sh ing  a 
l ab r i ca t ing  f i l m .  Leather i s  resistant t o  all lub r i ca t ing  o i l s  
used i n  he l i cop te r  transmissions.  A major disadvantage of 
l ea the r  as a wiper materS.al i s  8 m a x i m u m  temperature l i m i t  of 
366 K 120O0F), making it unsuit.a-de f o r  high-speed, high-temper- 
ature 3ppl icat ions.  Elasbmers , bas i ca l ly  polyurethane and 
carboxylated n i t r i l e ,  exh ib i t  a Zreater high-temperature l i m i t ,  
u~ t o  383 K (23OoF), bu t  have no se l f - lub r i ca t ing  fea tures .  
These elastomers are usual ly  manufactured with a Snore hardness 
of 75 t o  90 and are resistant t o  most transmission o i l s .  

Leather i s  an exce l len t  wiper 

Porosi ty  can be 

The exclusion l i p  i s  usual ly  sho r t  and s turdy % i t k  z i?f f ic ien t  
f l e x i u i l i t y  t o  follow sha f t  r a d i a l  runout. Since spr ings are 
usual-ly not used, t he  radibl load r e s u l t s  f r m  l i p  in te r fe rence  
only. 
out and t h e  type of service.  Excessive in te r fe rence  may cause 
the  s e a l  edge t o  f o l d  over,  allowing foreign material tc;  pene t ra te  
the  contact  surface.  Tiis w t l l  score  the  runner, abrade the  l i p ,  
and ul t imately may cause complete seal. f a i l u r e .  

The amount of in te r fe rence  w i l l  depe’i2 on the  radial run- 

2.2.6.2 Circumferencial and Face Seals  

Most appl icat ions with face o r  c i rcumferent ia l  seals do not 
provide elements designed s p e c i f i c a l l y  f o r  environmental exclusion. 
I n  some appl ica t ions  ex te rna l  drains and v iscosea ls  are used f o r  
leakage entrapment and ex terna l  shrouds f o r  foreign mater ia l  
exclusion, In  most cases ,  t h i s  has proven t o  be adequate i n  
meeting performance requirements. 

Other i ndus t r i e s  (machine t o o l )  have successful ly  used at.=orbent 
packings, and t h e i r  use i n  he l i cop te r  appl icat ions should be 
considered. These packings can be used f o r  both leakage entrap- 
ment and exclusion. 
leakage of t h e  primary seal and must remain i n  int imate  contact 
wi:h the  runner t o  prevent contaminants from enter ing  the  seal 

The packing must be capable of absorbing 
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cavi ty .  Another requirement i s  easy f i e l d  replacement between 
gearbox overha1.1 s . 
F e l t ,  a homogeneous buildup of in te r locking  f i b e r s ,  i s  the  most 
common form of absorbent packing. 
work, chemical ac t ion ,  and hea t ,  without spinning, weaving, 
k n i t t i n g ,  thermal bonding or  adhesives. There re two bas ic  
c lasses  of  f e l t :  wool or  p a r t  wool f e l t s  and syn the t i c  f i b e r  
f e l t s .  Fe l t  i s  o f t en  impregnated t o  improve i t s  proper t ies .  

It is  formed by mechanical 

The major advantages of f e l t  f o r  entrapment and exclusion a r e :  

1. 

2. 

3. 

4. 

5 .  

6 .  

7. 

8. 

O i l  Absorption: Although i t s  s torage capacity i s  de- 
pendent on dens i ty ,  approximately 78% (va r i e s  with f e l t  
type and jxpregnation) of i t s  volw.= can be u t i l i z e d  f o r  
o i l  absorption. 

Chemical Resistance: 
ii; exce l len t .  

Its res i s tance  t o  lub r i ca t ing  o i l  

Thermal S t a b i l i t y :  
up t o  356 K (18OoF), while synthe t ic  fibers can tclerate 
temperatures up t o  422 K (30OOF). 

Wool f e l t  can be used at temperatures 

Resil iency: Fe l t s  a r e  na tu ra l  spr ings.  They can main- 
taiq in t imate  contact. i n  s p i t e  of w e a r ,  runout o r  minor 
misalignment. 

Low Fr ic t ion :  Fe l t  aga ins t  a smooth s teel  surface has 
a dry coe f f i c i en t  ef f r i c t i o n  at approximately .22. 
Saturated with o i l  t he  f r i c t i o n  coe f f i c i en t  i s  reduced 
t o  .015. 

F i l t r a t i  a: 
of foreign material p a r t i c k s  of .'I micror: o r  g re s t e r .  
Wet f i l t r a t i o n  w i l l  t r a p  and r e t a i n  smaller p a r t i c l e s .  

D r y  f e i t s  w i l l  p r m i d e  near ly  100% blockage 

D i r t  Absorption: Because of t he  porous, f ib rous  
s t r u c t u r e  of f e l t ,  abrasive p a r t i c l e s  a r e  absorbed i n t o  
the  voiris of t he  f e l t  niatrix. This w i l l  prevent runner 
scorint;. 

O i l  W'cking: 
absorbed by the  f e l t .  
of f a l t ,  o i l  feed w i l l  l ub r i ca t e  the  f e l t /me ta l  i n t e r f ace .  

Leakage pas t  t he  primary s e a l  w i l l  be 
Due t o  the  c a p i l l a r y  proper t ies  

F e l t s  can bc accurately cut and f i t t e d  i n t o  any envelope. They 
can be retcrined i n  t h e  transmission housing with a steel case 
f o r  easy removal o r  mcl,ehanically fas tened t o  the  primary s e d  
case. Although successfu l  operat ion of fe;t at 1220 meters per  
minute (4000 f t /min)  has been recorded, it is  usua l ly  l imi ted  t o  
a surface speed of 610 meters per  minute (2000 f t /min) .  A prohlem 



of shaft corrosion due t o  the  hydroscopic nature  of f e l t  has 
been found i n  some appl ica t ions .  

Further research w i l l  be recyired t o  develop high-speed absorbent 
packings. 
201, but  tes t i r .g  of  these  packings with regard t o  speed capab i l i t y ,  
o i l  absorpt ion,  f i l t r a t i o n ,  res i lency ,  e t c . ,  is required t o  
determine t h e i r  s u i t a b i l i t y  t o  t h e  entrapment m-d exclusion 
p r inc ip l e .  Present e f f o r t s  are cclncerned x i t h  various types of 
asbestos packings. 

Many types of compression packings ex i s t  (Reference 

2.2.7 Ring Type Seals  

The need f o r  low heat  generat ion i n  high-speed transmission seals has 
l e d  t o  a recent  i nves t iga t ion  of mult iple-ser ies  sp l i t - r ing  seals. 
The r ing  type seal operates as a l abyr in th  seal i n  the  low-pressure 
environment of a he l icopter  transmission. I t a  success depends on 
good drainage of t he  compartment s ince  r i n g  s e a l s  w i l l  l eak  i f  
flooded. Ring seals usua l ly  requi re  addi t iona l  devices such as 
s l i n g e r s  o r  v i scosea ls  t o  prevent s i l a s h  o i l  from contact ing ihe r ing  
seal. Figure 2.33 shows t h e  seal with a s ta t fonasy  s leeve f ixed  t o  
t h e  housing, a r o t a t i n g  c a r r i e r  a t tached t o  t h e  s h a r t ,  and EF series 
of expanding s p l i t  r ings .  The r ings  are self-energized r a d i a l l y  out- 
ward, forming a s t a t i c  seal a t  t h e  s leeve  bore. The c a r r i e r  s i d e  
grooves and t h e  r ing  sides form a dynamic labyrir . th,  i n  addi t ion  t o  
r ing  gap clearance.  Similar  t o  a circumferent ia l  s e a l ,  t he  s p l i t  
r ings  can be used i n  a s ing le  o r  mul t i r ing  design. 
piece o r  two-piece r ing  i s  used, s ince  space requirements f o r  addi- 
t i o n a l  r ings  are excessive.  

Usually a one- 

Multiple-ring type seals are good d i r t  excludnrs and a r e  e a s i l y  
adaptable t o  t h e  secondary leakage cont ro l  pr 'nciple.  The ex terna l  
r i ng  serves  t o  block the  en t ry  of d i r t ,  while t he  inner  r ings  r e t a i n  
lubr icant .  Lubricant leakage passing the  f i r s t  and second r ings  i s  
drained bsck i n t o  t h e  gearbox. 
r i ng  seals, t h e  reader  i s  r e fe r r ed  t o  R e f e x m e  21. 

For a more d e t a l l e 2  d i s c u s s i m  of  
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F I G U R E  2 . 3 3  T R I P L E - E L E M E N :  
- ' L I T  RING S E A L  



3.0 DESIGN C R I T E R I A  AND RECOMMENDED PRACTICES 

2 Seal Pressure,  N/cm ( p s i )  Maximum Recommended Speed, 
meters per  minute ( f t / m i n )  - 

3.44 ( 5 )  458 (1500) 

915 (3000) 
610 (2000)  

- 

3.1 Sea l  Assembly Design 

3.1.1 Speed Capabili ty 

THE SEAL SHALL HAVE A SLIDING SPEED CAPABILITY, AT THE MAXIMUM PRES- 
SIRE AND ECCENTRICITY EXPECTED, THAT IS EQUAL TO OR GREATER THAN THE 
MAXIMUM OPERATING SPEED ANTICIPATED. 

In  
a b i l i t y  at  the  m a x i m u m  transmission cavi ty  pressure ar.d runout t h a t  
w i l l  be encountered i n  the appl ica t ion .  The s e a l  should be capable 
o f  operat ing s a t i s f a c t o r i l y  f o r  t he  f u l l  transmission l i f e  between 
overhauls. 
ed is:  

seal se l ec t ion ,  a primary considerat ion i s  the  s e a l  zpeed cap- 

The recommended p rac t i ce  based on experience t o  be follow- 

1. Conventional l i p  seals should be l imi t ed  t o  a m a x i m u m  speed 
of 1220 meters pe r  minute (4000 f t / m i n )  f o r  a zero pressure 
d i f f e r e n t i a l  across the  seal. 
than zero, t h e  recommendations of Table 3.1 should be 
followed. 

For seal pressures  g rea t e r  

TABLE 3.1 

The recommended s e a l  l imi t ing  speeds for various shaft 
e c c e n t r i c i t i e s  at zero pressure d i f f e r e n t i a l  a r e  shown i n  
Table 3 . 2 .  

TABLE 3.2 

SUFI ECCENTRICITY VERSUS MAXIMUM LIP 

Total  Eccentr ic i ty  - Offset  & Runout, 
mm ( i 2 . j  

a.381 ( .015)  
0.254 (.010) 
0.203 (.008) 
0.1'78 ( . 0 0 7 )  

SEAL SPEED 

1000 
2000 
3000 
4000 
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2. The hydrodynamic lip sesl w i t h  no s p e c i a l  means of under l i p  
ccoling should be l imi ted  t o  a maximum speed of  2135 meters 
per  minute (7,000 ft/min! f o r  zero pressure d i f f e r e n t i a l  
across the  seal. For seal pressures  g rea t e r  than zero t h e  re- 
commended speeds are less than 2135 meters per  minute (7,000 
f t jmin)  ; and t he  following approximate guide is  recommended: 

Sea l  pressure,  N/cm M a x i m u m  Recommended Speed, 
meters per  minute ( f t /min)  

3.44 ( 5  p s i )  610 (2000) 

0.689 (1 p s i )  1830 (6000) 
2.06 ( 3  p s i )  1220 (4000) 

J 

TABLE 3.3 

3.  The circumferent ia l  seal has a m a x i m u m  recommended speed 
Ghat i s  dependent on sha f t  runout because leakage tends t o  
increase as s h a f t  runout increases .  

TABLE 3 . 4  

SHAFT RUNOUT VERSUS LIMITING CIRCUMFERENTIAL SEAL 
SPEED( FOR ZERO DIFFERENTIAL P ~ S S U R E )  

Maximum recommended meed  
meters per  minute ( f t /min j  

I Shaft  runout ( T I R ) ,  
mm(in. ) I 

.0254 (.001) 

.127 (.005) 

.25h (.010) 

.381 (.015) 

.508 (.020) 

4550 (15,000 ) 

2440 ( 8,000) 
3660 (12,000) 

1830 ( 5,000) 
1220 ( 4,000) 

~~~~ ~~ ~- 

For pressures  above zero xhe above allowable speeds should 
be reduced; not enough d a t a  i s  ava i lab le  t o  provide a guide, 

Note t h a t  t h e  circumferent ia l  seal i s  used only f o r  very low 
pressure d i f f e r e n t i a l  (0.689 N/cm2 (1 p s i )  );  therefore ,  
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speed dependence on presscre  i s  not an important considera- 
t i o n  f o r  these  appl ica t ions .  

4. The face seal is  r e l a t i v e l y  in sens i t i ve  to sha f t  runout and 
pressure condition i n  a he l icopter  seal appl ica t ion .  There- 
fo re ,  the  m x i m u m  recommended speed i s  imposed by s t r u c t u r a l  
or seal  hea t  generation considerations.  
meters pe r  minute (20,000 f t / m i i )  and g rea t e r  i s  possible  
with proper cooling. 

Operation t o  6096 

3.1.2 Pressure Capab: l i t i e s  

THE SEAL SHALL HAVE A PRESSURE CAPABILITY THAT MEETS OR EXCEEDS THE 
MAXIMUM OPERATING PRESSURE. 

I n  he l icopter  transm' ss ions ,  t h e  pressure d i f f e r e n t i a l s  are usual ly  
less than 3.44 ( N / c m  ( 5  p s i )  across  the  seal .  The s e a l s  should he 
capable of sustaini i lg  the  maximum ant ic ipa ted  pressure for t he  f u l l  
transmission l i f e  during overhauls. Paragraph 3.1.1 contains the  
recommended pressure-speed r e l a t i o n s  f o r  l i p  type seals. 

5 

Because of leakage. c i rcumferent ia l  seals should not be used a t  
pressures  over 0 . 6 t l 9 m p s i )  and should not  be used where a 
pressure head bu i lds  up due t o  lubr icant  f looding of t h e  seal. 
of a windback on t h e  o i l  s i d e  of the  seal mit igates  t he  s e a l  leakage 
problem due t o  flooding and pressure.  

Use 

Face seals can r ead i ly  operate a t  t h e  maximum pressure expected i n  the  
h e l i  copter transmission appl ica t  icn . 

3.1.3 Temperature Capabi l i ty  

ALL SEAL COMPONENTS SHALL BE CAPABLE OF FUNCTIONING (FOR THE FULL 
TRNISMISSlO?I LIFE) OVER THE FULL TEMPERATURE RANGE EXPECTED I N  OPEPA- 
TION. 

Conventional l i p  seal  temperature l i m i t s  a r e  pr imari ly  determined by 
the  type gf elastomer used f o r  t h e  l i p .  The heat  generated i n  t h e  
t h i n  lub r i ca t ing  f i l m  under t h e  l i p  must be considered i n  addi t ion  to  
the  ambient temperature. 
shown i n  Table 3.5. 

The recommended temperature l i m i t s  are 
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TABLE 3.5 

RECOMMENDED AMBIGIT TEMPERATURES FOR LIP  SEATS 

qat e r i  a1 
b P e  

Mater i a1 
Temperature 

L i m i t  I p e r  minute 
(2000 f t /  

min) 

per  minute 
(1000 f t /  

min) 

I 

1.Nitrile 

2.Silicone 

Underlip Temperature I Recommended Ambient 

380 K 
(225OF) 

450 K 
( 350°F) 

F ise  (aiprox. I Temperature L i m i t  
305 meters I 6 10 meters 1 305 meters I 610 meters 
per  minute 
(1000 f t /  

min) 

per  minute 
(2000 f t /  

min) 
~ 

28 K 
( 50°F) 

28 K 
( 50°F) 

28 K 
( 50°F) 

341 K 
(155OF) 

411 K 
( 2 8 0 ~ ~  1 

438 K 
( 33OoF 

A t  speeds abov? 610 meters per  minute (3000 f t /min)  t he  allowable ambient 
temperatures are lower, but  not enough under l ip  temperdture r i s e  da ta  i s  
ava i lab le  t o  s e t  l i m i t s .  

Hydrodynamic l i p  seals operate with lower underlip temperature rises 
than l i p  s e a l s  because of t he  b e t t e r  lubr ica t ion  and lower l i p  loads. 
Therefore. the  recommended ambient temperature l i m i t s  are higher than 
those of conventional l i p  s ea l s .  A t  high speeds, t h e  underl ip  tempera- 
t u re  probably reaches t h e  boi l ing  poin ts  of t h e  lvbr icant  (approxim-te- 
l y  505 K (45OOF)). 
Table 3.6. 

The recommended temperature l i m i t s  are shown i n  
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TABLE 3.6 

Underlip Temperature 
Rise (approx. 
3O:, meters 610 meters 
e r  minute per  minute 
1000 f t /  (2000 f t /  

min) min ) 

1 7 0 K  28 K 
(30 F) (SOOF) 

170K 28 K 
(30 F ( 50°F) 

4laterial 
w e  

Recommendcd Ambient 
Temperature L i m i t  

3O> meters 610 meter 
per minute per  m h u t e  

i i n  1 min) 

363 K 352 K 
(195OF) (175OF) 

4330K 422 K 
(320 F) ( 300°F) 

(1000 f t /  (2000 f t /  

1.Nitrile 

2. S i l icon(  

3 .  Fluror- 
e l  as t ome 1 

450 K 
(30°F) l7 1 (5.0°F) 28 1 (37'3OF) 

Mater i a1 
Temperature 

L i m i t  

44gOK 
(350 F) 

A l l  speeds above 610 meters per minute (2000 f t /min ) ,  t h e  allowable ambient 
temperatures are lower, but  not enough data i s  ava i lab le  t o  provide a guide. 

Circumferential  s ea l s  a r c  composed of carbon-gyaphite and metal  com- 
ponents and contain no elastomers ; therefore ,  temperature capabi l i ty  
i s  higher than t h a t  of l i p  type s e a l s .  
r a t h e r  than s e a l  materiaL thermal degradation, w i l l  be the  l imi t ing  
temperature considerat ion,  and t h i s  i s  near 505 K (4500F) f o r  conven- 
t i o n a l  lubr icants .  I t  i s  rebommended t h a t  the  circiunferent,al seals 
be l imi ted  t o  ambient temperatures of 477 K (40O0F) when used w i t h  
cur ren t ly  ava i ldb le  lubr icants  at speeds Lelcw 61G meters pe r  minute 
(2000 f t /min ) ,  
generated i n  the  lubrhcat ing f i lm)  if t h e  ambient temperature i s  not 
lower than 477 K (400 F) 

Coking of t h e  lub r i can t ,  

A t  higher speeds coking w i l l  be a problem (due t o  heat 

Those face s e a l s  t h a t  contain elastomeric secondary e a l s  are l imi ted  
by thermal degradation of the  elastomer.  
generated a t  the  secondary s e a l ;  t he re fo re ,  t he  a b i e n t  temperature 
es tab l i shes  the  temperature l i m i t s .  I t  i s  recommended t h a t  face  s e a l s  
w i t h  elastomeric secondary sea l s  be limLted as shown i n  Table 3.7. 

In face  seals, no heat  i s  



TABLE 3.7 

Secondary Seal  
Matsrial Type 

1 
Recommended Ambient 

Temperature 
Secondary Seal  
Matsrial Type 

1. N i t r i l e  

2. S i l icone  

3. Fhoroelastomer 

Recommended Ambient 
Temperature 

3800K 
(225 F)  

450 K 
(350OF) 

477 K 
( 400°F) 

i 

Those face  seals t h a t  contain carbon o r  bellows secondary seals a r e  
l imi ted  by the  coking of t h e  lubr icant .  Therefore, t he  recommended 
temperature l i m i t  i s  505 K (450OF) f o r  current ly  used lubr icant  a t  
speeds below 610 meters per  minute (2000 f t /min) .  A t  higher speeds 
the  allowable ambient temperature w i l l  be reducea due t o  heat 
generated a t  the  primary s e a l .  

1. N i t r i l e  

2. S i l icone  

3. Fhoroelastomer 

3.1.4 Misalignment, Shaft  Runout and Shaft  Roundness 

3800K 
(225 F)  

450 K 
(350OF) 

477 K 
( 400°F) 

i 

THZ SEAL SHALL BE CAPABLE OF SUCCESSFUL OPERATION AT TKE MAXIMUM 
SHAFT-TO-HOUSING MISALIGNMENT, SHAFT RUNOUT AND SHAFT ROUNDNESS 

Excessive misalignment has detr imental  e f f e c t s  on performance f o r  a l l  
types of s ea l s .  Misalignment tends t o  d i s t a r b  the  h b r i c a t i n g  f l u i d  
film, and t h i s  causes increased leakage and wear r a t e s .  It r e s u l t s  
from dimensional tolerances of t h e  support components and support  
bearing i n t e r n a l  clearance. By t i g h t l y  cont ro l l ing  tolerances and by 
r i g i d l y  supporting the  s h a f t ,  misalignment can be reduced. 

Ijata i n  the  l i t e r a t u r e ,  Reference 22, ind ica tes  t h a t  ccnventional l i p  
seals w i l l  operate successful ly  i f  t he  speed-eccentricity re la t ion-  
sh ip  of Table 3.2 i s  s a t i s f i e d .  

In addi t ion t o  eccen t r i c i ty ,  t h e  sha f t  roundness i s  a major considera- 
t i on .  
sha f t  be round within 5.08 microns (200 microinches). 

I t  i s  recommended (based on work of Reference 13) t h a t  t he  

Hydrodynamic Lip Seals have been operated successful ly  at about t he  
same eccen t r i c i ty  of a conventional l i p  seal, although hydrodynamic 
l i p  sea l s  a r e  designed with less in te r fe rence .  Not enough da ta  i s  
ava i lab le  aL the  higher speed l i m i t  of  hydrodynamic l i p  seals t o  
s t a t e  eccen t r i c i ty  l i m i t s ,  but from some l imi ted  tests it has been 
determined t h a t  it should be less than .127 mm (.005 inch) .  Shaft  
geometrj considerations a re  usually the  same as with conventional l i p  
s e a l s .  
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Circumferential seals are s e z s i t i v e  t o  runout i n  t h a t  as runout in- 
creases ,  leakage increases .  A rule of thumb has been t o  l i m i t  s h a f t  
runout t o  .0005 m/m (.0005 i n . / i n . )  of diameter. It i s  -ecommended 
t h a t  Table 3 . h  be followed with regard t o  l imi t ing  runoL.. Offset 
( s t a t i c  e c c e n t r i c i t y )  i s  not a l i m i t i n g  f a c t o r  with circumferent ia l  
seals s ince  t h e  primary carbon-graphite elements f l o a t  r a d i a l l y  i n  
t h e  seal case. 

Speed, meters per  minute ( f t /min)  

0 t o  1522 ( 0  t o  5000)  

1522 t o  3044 (5000 t o  10,000) 

3044 t o  6090 (10,000 t o  20,000) 

Face Sea l s  are less s e n s i t i v e  t o  s h a f t  runout than circumferent ia l  
seals. But as speed increases ,  t h e  all3wable runout dzcreases. It 
i s  recommended t h a t  t h e  runouts be as follows: 

Allowable Runout 
of Shaft ,  ~ ( T I R )  

.SO8 (.020 i n . )  

.38 (.015 i n . )  

.254 ( -010 i n . )  

TABLE 3.8 

A s  with c i rcumferent ia l  seals, face seals are not l imi ted  by s t a t i c  
o f f s e t  02 housing and s h a f t  cen te r l ines .  

3.1.5 Axial Location and Axial Runout 

THE SEAL SHALL BE CAPPJ3LE OF SUCCESSFUL OPERATION THROUGHOUT THE 
FULL AXIAL DISPLACEMENT OF THE SHAFT DUE TO TOLERANCE BUILDUP 
AND THERMAL GROWTH. 

Shaft-riding seals ( l i p  and circumferent ia l  seals)  are not a f fec ted  
by a x i a l  displacement of t h e  s h a f t ,  as long as s u f f i c i e n t  length of 
s h a f t  surface has been prepared t o  mate with t h e  l i p  o r  carbon element. 

Radial  face seals are manufactured t o  t o l e r a t e  a c e r t a i n  amount o f  
a x i a l  displacement, dependent on t h e  type of sp r ing  and t h e  sp r ing  
rate. 
wave washers can be used. For l a r g e r  displacement (up t o  21.27 mu 
(A.050 i n .  ) ) , c o i l  spr ings,  mult iple  wave spr ings,  and lnetal bellows 
are su i t ab le .  
be considercd. 

For a small operating range (approximately t .76 mn (k.030 i n .  ) )  , 

Above tl.27 mm ( t .050 i n . ) ) ,  shaf t - r iding seals should 
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3.1.6 Vibration Considerations 

FLEXIBILITY MOUNTED SEAL COMPONENT SHALL BE DAMPED TO PREVENT 
RESONANT VIBRATION. 

Lip seals and circumferent ia l  seals are usual ly  in sens i t i ve  t o  vibra- 
t i o n .  Also, face seals with elastamer secondary seals are usua l ly  
in sens i t i ve ,  but  t he  design of bellows face  seals should consider 
na tu ra l  frequency of t he  bellows and damping proper t ies .  
of t he  na tu ra l  frequency of t h e  primary element with i t s  bellows 
at tached t o  the  s t a t iona ry  housing serves  as a simple model of t h e  
v ib ra t ion  proper t ies .  
against  t he  bellows o r  priinary r ing ;  
tens ion)  between the  bellows p l a t e s  serves t o  dampen tine s e a l .  

An analys is  

Damping can be achieved by dmpers  t h a t  operate 
a l so ,  o i l  co l l ec t ing  (by surface 

3.1.7 Environment Limitations 

THE SEALS SHALL BE PROTECTED FROM FOREIGN CONTAMINATION, AND 
THE EXCLUSION DEVICE SHOULD BE CAPABLE OF OPERATION AT BOTH H I G H  
AND LOW AMBIENT TEMPERATURES. 

Seals  exposed t o  the environment must be pro tec ted  from contamination 
and abrasion of t he  seal primary sur faces .  
include : 

Exclusion devices 

1. Sheet-metal shrouds 
2. Wiper s e a l s  
3. S l ingers  
4. Labyrinths 
5 .  Absorbent packings 

The select ioi ;  of seal p r i m q r  and secondary materials should include 
consideration of the  temperature extremes t h a t  t h e  seal might exper- 
ience.  Often overlooked are t \e e f f e c t s  on elastomeric elements with 
low-temperature environments. S i l icone  rubber has been show- t o  be a 
superior  material f o r  cold-weatber operation. (See Table 2.6. j 

3.1.8 Sea l  Envelope Fequirements 

Shaft  Requirements -- 
THE SFAE SHALL LOCATE AND HOLD THE ROTATING SEAL COMPONENT 
WIT'I A M I N I M U M  OF DISTORTIOfi. 

L i p  type s e a l s  o f t en  run on a t h i n  s h a f t  spacer  t h a t  i s  pressed onto 
the  sha f t .  
f l e c t e d  i n t o  the  t h i n  spacer.  Therefore, t h e  shaft under t h e  spacer  
should be round within 5.08 microns (200 microinches).  It i s  reccm- 
mended t h a t  i f  3 runner i s  used with circumferent ia l  seals, t h e  runner 
O.D. be concentric with the  s h e f t  cen te r l ine  wi th in  ,005 m / a  (.OOO5 i n  
in .  ) pf diameter and round within 12.7 microns (500 microinches) 

Any sha f t  out-of-roundness o r  notch i n  the  s h a f t  i s  re- 

' /  
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Maticg r ings  for face sea l s  may be a loose f i t  with an O-ring i n s t a l -  
l e d  t o  prevent leakage along the  s h a f t  and t o  allow f o r  minimum dis tor -  
t i o n .  I f  a orre-piece mating r ing  i s  used, t h e  clamping surfaces  
(bearing race ,  spacer ,  sha f t  shoulder)  should be lapped t o  mi t iga te  
clamping d i s to r t ions .  

Housing Requirements 

THE HOUSING SHALL LOCATE, HOLD AND SEAL THE STATIONARY 
SEAL COMPONENT. 

The s t a t iona ry  seal cases are usua l ly  press  f i t t e d  i n t o  the  t rans-  
mission housing. Hovever, I2 some appl icat ions the  hms ing  i s  he ld  
i n  place and sea led  by an O-ring. 
needed i s  determined by the  d i f f e r e n t i a l  expansion r a t e s  of t h e  
materials of t h e  seal  case and t h e  txnsmiss ion  housing and t h e  operat-  
ing temperature. 

The amount of in te r fe rence  P i t  

To obtain squareness of t he  s e a l  case with respect  t o  t h e  bore center- 
l i n e ,  t he  s e a l  case i s  loca ted  by a housing shoulder o r  i n  an a x i a l  
loca t ion  by dimensional cont ro l  from a reference face  on the  transmis- 
s ion  housing. A s  a precautionary measure, r e t a in ing  r ings  should be 
used t o  prevent t h e  seal  from moving ax ia l ly .  

Radial  and Axial Space Requirements 

THE SEAL ENVELOPE SHALL BE LARGE ENOUGH TO PERMIT THE 
USE OF OPTIMUM SEAL COMPONENTS. 

A s  shown i n  Tables 2 . 3  and 2 . L ,  each seal type requi res  a d i f f e r e n t  
space envelope. 
increase the  space required.  
s e a l  design w i l l  be compronised, while providing too  much w i l l  add 
weight and cos t  t o  t h e  gearbox. 
aforementioned t a b l e s  provide da t a  f o r  gearbox preliminary design. 
Detail design of t h e  space evenlope w i l l  depend on other  s p e c i a l  re- 
quirements f o r  t he  seal; e .g . ,  increased operat ing range, and p u l l e r  
groove for seal removal. 

The use of o i l  windbacks and exclusion devices w i l l  
By not providing s u f f i c i e n t  space,  t h e  

The envelopes i l l u s t r a t e d  I n  t h e  

3.1.9 Leakage Limitation and Control 

THE LEAKAGE FROM THE SEAL SYSTEM SHOULD BE LESS THL? 
5 CIC/HOUR. 

Leakage of 1 cc/hour is  a goal  t h a t  is  acceptable f o r  most appl ica t ions ;  
higher leakage i s  t o l e r s t e d  i n  some cases,  but it should be less than 
5 cclhour. 

Shaft  out-of-roundness and runout promote leakage i n  conventional l i p  
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seals. 
which pvmp the  leakage flow back as f a s t  as it leaks o u t ,  have a 
g rea t e r  tolerance t o  imperfect s h a f t  geometry and motion. 

However, hydrodynamic l i p  seals, because of h e l i x  grooves 

Circumferential  seals w i l l  leak when operat ing under a flooded condi- 
t i o n  i f  t h e  carbon segments "hydroplanen on the  lub r i ca t ing  f l u i d .  
Shart  runout increases  t h i s  "hydroplaning" tendency. 
recommended t h a t  c i rcumferent ia l  seals be operated without flooding 
t h e  seal. This can be accomplished with generous drainage capaci ty ,  
s l i nge r  arAd h e l i c a l  groove windbacks. 

Thus, it i s  

Face s e a l s  w i l l  l eak  i f  t he  lubr icant  i s  on the  ins ide  diameter of t he  
primary seal (dam); cen t r i fuga l  force tends t o  dr ive  t h e  lub r i can t  
through t h e  primary seal. Therefore, it i s  recommended t h a t  t h e  
lubr icant  be on the  okts ide diameter of t h e  primary s e a l .  I n  t h i s  
case cen t r i fuga l  force w i l l  tend t o  i n h i b i t  leakage. 

3.1.10 L i l e  Considerations 

THZ LIFE OF THE SEAL SHALL BE CONSISTENT WITH THE 
SCHZDULED GEARBOX OVERHAUL INTERVALS. 

There i s  no known sethod t o  determine seal l i f e  from mathematical 
models. 
s i v e  t e s t i n g .  

The only r e l i a b l e  approach i n  determining l i f e  i s  by exten- 

A method f o r  determining t h e  w e a r  l i f e  of conventional l i p  seals has 
been publishes (Reference 6 ) .  It i s  based on t he  seal 's capaci ty  t o  
absorb work. This i s  termed the  " l i fe  fac tor"  and must be determined 
experimentally. 
eccen t r i c i t j j  and sha f t  f i n i s h ,  t h e  l i f e  f ac to r  can be used t o  pred ic t  
seal l i f e  f o r  various s h a f t  sizes and speeds. 
probably can be used with hydrodynamic seals. 

Once determined f o r  s p e c i f i c  f l u i d ,  f l u i d  temperature, 

A s i m i l a r  approach 

The preceding method f o r  pred ic t ing  l i f e  does not include the  e f f e c t s  
of contaminants such as air-entrained dust.  Unfortunately, hydro- 
dynamic l i p  seals tend t o  "pump" t h e  air-entrained dust  i n t o  t h e  
primary s e a l ,  and t h i s  can be very detr imental  t o  seal l i f e .  

Some evidence suggests t h a t  l i p  seal l i f e  i s  a l s o  a function cf the  
change i n  elastomer proper t ies  which, i n  tu rn ,  a r e  a funct ion of t h e  
f l u i d  f i lm temperature i n  t he  primary seal. 
the  f e a s i b i l i t y  of l i p  seal l i f e  i s  provided i f  there  e x i s t s  some 
knowledge of t he  change i n  elastomeric proper t ies  with temperatures 
and with a spec i f i c  f l u i d .  

Thus, a fu r the r  check on 

The l i f e  of c i rcumferent ia l  seals and face  s e a l s  i s  not amenable t o  
ca lcu la t ion  by mathematical models. However, because of t he  exce l len t  
wear cha rac t e r i s t i c s  of carbon s e a l  materials, t he  l i f e  of these  seals 
should be more than su i t ab le .  
l i f e .  But da ta  on d i r t  e f f e c t s  a r e  not ava i lab le .  

Air-entrained d i r t  w i l l  tend t o  reduce 
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3.1.11 Thermal and Lubrication Considerations 

THE SEAL SHALL BE SUPPLIED WITH AN ADEQUATE AMOUNT OF 
LUBRICANT FOR COOLING AND LUBRICATION. 

An adequate o i l  supply should be provided f o r  l ub r i ca t ion  and cooling 
t o  keep t h e  s e a l  temperature within the  l i m i t s  spec i f ied  i n  sec t ion  
3.1.3. 

Although the  amount of hea t  generated a t  t he  seal in t e r f ace  i s  not 
readi ly  ca lcu la ted ,  an approximation can be made with f u l l  f i lm models 
by assuming a v i scos i ty  and f i lm  thickness .  
approximate value of hea t  generation. From t h i s  approximation the  
cooling flow necessary can be estimated. 
conduction and convection should be evaluated t o  determine i f  spec ia l  
o i l  heat  t r a n s f e r  fea tures  (e .g . ,  mating r i n g  raaial  s l o t s ,  under- 
runner cooling) are i-equired. 

This w i l l  provide an 

The heht transfer paths of 

Conventional l i p  s e a l s  and hydrodynamic l i p  seals operate with f l u i d  
f i lm lubricat ion. .  Therefore , these  sea l s  must be supplied with 
adequnte o i l  f o r  l ub r i ca t ion  and cooling. 
f looding has been proved t o  be su i t ab le .  
be p a r t i c u l a r l y  e f f ec t ive  i n  cont ro l l ing  o i l  f i l m  temperate i n  high 
speed appl ica t ions .  

O i l  spray,  splash o r  p a r t i a l  
Under-runner cooling would 

Circumferential  seals can run without lubr ica t ion .  For high speeds, 
under-runner cooling is  a p a r t i c u l a r l y  e f f ec t ive  means of seal cool- 
ing.  For high-speed operation without l ub r i ca t ion  the  r a d i a l  spr ing 
loading must be less than t h a t  of lubr ica ted  operation. 

Face s e a l s  can run without l ub r i ca t ion ,  but  i n  the  usual  transmission 
appl ica t ion  they are lubr ica ted .  
o i l  flaw through holes  d r i l l e d  i n  t h e  r o t a t i n g  mating r ing  is  an  
e f f ec t ive  means of s e a l  cooling. 
l ub r i ca t ion  the  a x i a l  spr ing loading must be less than t h a t  of lubr i -  
cated operation. 

For high speeds , outward r a d i a l  

For high speed oFeration without 

3.1.12 Drainage Requirements 

THE SYSTEM SHALL HAVE ADEQUATE DRAINAGE TO AVOID PRESSLqE 
BUILDUP ON THE SEAL. 

Pressure buildup due t o  improper drainage s h a l l  be avoided. 
proper cooling and lub r i ca t ion  of seal should be provided. 
drainage area should allow f o r  the  m a x i m u m  amount of o i l  t h a t  can 
ente-* the  seal  area.  

However 
The 

Although adequate drainage i s  needed t o  prevent flooding, l i p  seals 
must be lubr ica ted ,  s ince  they w i l l  not run " d r y " .  
tis1 s e a l s  and face s e a l s  a r e  capable of operating without any lubrica-  
t ion .  

Both c i rcmferen-  
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3.1.13 Quality Control 

TKE SEAL SHALL BE INSPECTED THOROUGHLY BEFORE BEING 
INSTALLED. 

Sea l  surfaces  should be inspected f o r  damage, va r i a t ion  of geometry, 
dimensions and f in i shes  on a l @ O %  bas i s .  
are the  fd lowing :  

O f  p a r t i c u l a r  importance 

. Lip Seals 

1. Nicks and scratches on t h e  primary s e a l  
2. Runner out-of-roundness 
3.  Radial l i p  load ( o r  l i p  opening pressure)  

Circumferential  Seals  

1. Nicks and scratches on t h e  primary seal 
2. Runner out-of-roundness and t ape r  
3. Axial and radial spr ing loads 

Face Seals 

1. 
2. Primary seal f l a t n e s s  
3. Axial spr ing load 

Nicks and scratches on the  primary s e a l  

Inspect ion of mater ia l  p roper t ies  and s t a t i c  t e s t i n g  can be done on 
a sample bas i s  from each production l o t .  Many of these  inspect ion 
requirements a re  performed by the  seal manufacturer s ince  spec ia l  
equipment not usual ly  ava i lab le  t o  t h e  seal user  i s  required.  

In  some appl icat ions it may be necessary t o  perform spec ia l  mater ia l  
t e s t s  of elastomers.  
and shown i n  Table 3.9. 

These tests are spec i f i ed  as ASTM t e s t  standards 

TABLE: 3.9 
ASTM STANDARD TESTS FOR ELASTOMERS 

Requirement 

Heat aging 
Compression s e t  
Weather r e s i s t ance  
Load def lec t ion  
Tear res i s tance  
Flex res i s tance  
Abrasion res i s tance  
Adhesion by curing 
Water res is taEce 
Resil ience 

Test Method 

D-573, D-865 
D-395 ( B 
D - 1 1 7 1  
D-575 
D-624 
D-430 
D-394 
D-429 
D-471 
D-94 5 
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3.1.14 Packaging and Shelf Life 

THE SEAL. SHALL BE PACKAGED AND STORED TO M I N I M I Z E  DAMAGE 
AND DETERIORATION. 

I t  i s  recommended t h a t  a l l  s e a l  types be polyethylene sk in  packaged 
f o r  minimum contamination, cushioned, and placed i n  a foldlng car ton.  
The seals s h a l l  be s tored  i n  a temperature/humidity-controlled area .  
Shelf l i f e  w i l l  depend on elastomers used and stoi-age conditions.  
Approximate she l f  l i v e s  are given i n  Table 2.5.  Additional data con- 
cerning she l f  l i v e s  can be obtained from Reference 23. 

3.1.15 I n s t a l l a t i o n  and Disassembly 

THE SEAL SHALL BE INSTALLED AND REMOVED WITH SPECIALLY 
DESIGNED TOOLS TO PREVENT DAMAGE. 

The housing must be manufactured with a burr-free lead-in chamfer t o  
prevent a x i a l  scoring of t h e  case.  Bore sea l e r s  can be used as a 
precautionary measure t o  f i l l  any voids .  The runner must a l so  have 
a burr-free lead-in chamfer o r  radius  t o  prevent t ea r ing  ,ir nicking 
of the  primary element. 

Tools designed s p e c i f i c a l l y  f o r  s e z l  housing i n s t a l l a t i o n  should be 
provided. These t o o l s  s h a l l  be designed t o  produce the  l e a s t  amount 
of  p re s s - f i t  d i s t o r t i o n  and accurately loca te  t h e  primary s e a l  sur face .  

A un iversa l  l i p  s e a l  removal t o o l ,  (Figure 2.16) i s  recommended f o r  
convenience, although a f t e r  removal t he  seal  i s  not reusable.  Special  
removal t o o l s ,  (Figure 2.18) f o r  face and circumferent ia l  s e a l s  w i l l  
permit t h e  reuse o r  rework of some. 

A l l  O-rings and rubber l i p s  should be lubr ica ted  with a grease type 
lubr icant  before assembly t o  prevent tear damage. The asPembly pro- 
cedure should not require  t h a t  O-rings pass over d r i l l e d  holes or  
l o c a l  cored areas .  

3.1.16 Test Criteria 

SEALS SHALL BE SUBJECTED TO A DYNAMIC TEST BEFORE ACCEPTANCE 
AS A QUALIFIED COMPONENT. 

I n  general ,  most slow-speed and moderate-speed s e a l s  are q u a l i f i e d  i n  
i n i t i a l  f u l l - s ca l e  transminaion t e s t s .  Some high-speed s e a l s  requi re  
bench development t e s t i n g  p r i o r  t o  t e s t i n g  i n  the  gearbox. It  is  
recommended t h a t  t es t  r i g s  be comprised of a r t u a l  transmission com- 
ponents i n  l i e u  of using a c o m e r c i a l  s e a l  t es t  machine. To obtain 
meaningful da ta ,  t he  maximum expected ru iout  and misalignment s h a l l  
be b u i l t  i n t o  the  t e s t  r i g .  
pressure should be used i n  the  ces t .  

Also, t h e  m a x i m u m  expected cavi ty  

. 
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The c r i t e r i a  f o r  acceptable seal leakage depends on the  appl ica t ion ,  
but s h a l l  be l imi ted  t o  l e s s  than 5 cc/hr  leakage f o r  most high-speed 
appl ica t ions .  

3.2 Sea l  Component Design 

3.2.1 Primary Seal  Element Design 

3.2.1.1 Lip Seals 

THE LIP  MATERIAL AND DESIGN SHALL PROVIDE FOR ACCURATELY 
CONTilOLLED RADIAL LIP  LCADING FORCE THROUGHOUT THE SEAL 
DESIGNED LIFE.  

It is  recommended t h a t  t h e  l i p  material be compatible with t h e  
lubr icant  and temperature var ia t ions  of t h e  appl ica t ion .  Fluoro- 
elastomers and s i l i cone  should be considered f o r  high-speed, 
high-temperature appl ica t ions ,  while n i t r i l e s  and ac ry l i c s  should 
be used only i n  lower temperature accessory appl ica t ions .  
Fluoroelastomers are ab le  t o  withstand high temperatures and a r e  
general ly  r e s i s t a n t  t o  lub r i ca t ing  o i l s .  
s ive  and has excel lent  high and low thermal proper t ies .  

Si l icone i s  less expen- 

"he l i p  design should conform t o  optimum parameters set f o r t h  i n  
Section 2.2.1.1 and i n  References 12,  13 and 1 4 .  Completely 
molded s e d s  a r e  recommended f o r  new appl icat ions i n  l i e u  of  
trimmed s e a l s .  

3.2.1.2 Hydrodynamic Lip Seals 

THE HYDRODYNAMIC LIP SEAL SHALL BE 'SED FOR INCREASED 
RELIABILITY AND/OR HIGH-SPEED OPERATION. 

Yydrodynamic seals provide improved leakage con t ro l  and longer 
l i f e  ( i n  the  absence of a i r -entrained d i r t )  than convcntional 
l i F  seals. 
imperfections.  
choice over conventional seals. 
l e s s  than t h a t  of conventional l i p  seals ( t h i s  lower loading can 
be used because of the  bene f i c i a l  e f f e c t  of fhe  h e l i c a l  groove 
pumping). I n  general ,  t h i s  l i p  design i s  s i m i l a r  t o  t h a t  of t h e  
conventional seal; however, published design da ta  i s  scarce.  
Therefore , s e a l  manufacturers should be consulted with questions 
r e l a t ing  t o  l i p  design. 

This i s  p a r t i c u l a r l y  t rue  under the  e f f e c t s  of sha f t  
Therefore, hydrodynamic seals are a reccanmended 

In  general ,  t he  l i p  loading i s  

A new l i p  design cur ren t ly  being invest igated fea tures  a sinusoid- 
a l  l i p  ins tead  of a s t r a i g h t  c i rcumferent ia l  l i p .  I n i t i a l  tes t  
r e s u l t s  have shown t h a t  t h e  l i p  design o f fe r s  low heat  genera- 
t i o n  a t  t he  s h a f t / s e a l  i n t e r f a c e ,  pumping ef f ic iency  less than 
a hydrodynamic r i b  design, but no reduction i n  pmping ac t ion  
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a f t e r  normal wear of t he  s e a l  has occurred. This design has 
po ten t i a l  f o r  fu tu re  he l icopter  transmission seal  appl ica t ions .  

3.2.1.3 Circumferential Seals  

THE: PRIMARY ELEMENT SHALL HAVE WEAR LIFE AND THERMAL PROPERTIES 

OF THE TRANSMISSION. 
ADEQUATE FOR HIGH-SPEED OPERATION OVER TIE  FULL OVERHAUL LIFE 

Circumferential  s ea l s  a r e  recommen ed i n  l i e u  of face s e a l s  f o r  
s e a l  pressures less than .689 N/cm' (1 p s i )  and when axial 
motion i s  excessive o r  space envelope i s  l imited.  The three-r ing 
segmented design is  prefer red  t o  the  one-ring o r  two-ring design, 
because of cos t .  

The primary r i n g  and cover r ing  a re  lapped f l a t  together  and 
then mated t o  a backer r ing  t o  prevent leakage. Also, t he  out- 
s ide  diameter of t h e  primary r ing  aril ins ide  diameter of the  
cover r i n g  must be i p  in t imate  contact .  

The mater ia l  of t he  primary r ings  should be carbon-graphite. 
The bore of t h e  carbon-graphite r ings ,  whlch forms the  primary 
s e a l  with the  runner outs ide diameter, should be made round with- 
i n  25.4 microns (1000 microinches).  The bore f i n i s h  should 
be ground t o  .254 t o  .508 micron (10 t c  20 microinches).  Finer 
f in i shes  w i l l  improve i n i t i a l  wear-in performance and can be 
o,tained by polishing.  

3.2.1.4 Face Sea ls  

THE PRIMARY ELEMENT SHALL HAVE WEAR LIFE AND THERMAL 

FULL TRANSMISSION OVERHAUL LIFE. 
PROPERTIES ADEQUATE FOR HIGH-SPEED OPERATION OVER THE 

Carbon-graphite, having exceptionally good wear and thermal pro- 
p e r t i e s ,  13 the  recommended material f o r  t he  primary element of 
face s e a l s .  It is readi ly  ava i lab le  and e a s i l y  machined, and 
it has a low coef f ic ien t  of f r i c t i o n ,  high thermal conduct ivi ty ,  
a,nd good s t a b i l i t y  a t  high tenperatures .  

The grades of carLon-graphite as shown i n  Table 2.8 axe 
recmmendcd f o r  the  temperature conditions cur ren t ly  experienced 
i n  he1 icopter  transmissions.  
are avai lab le ,  but these grades are more expensive and i n  some 
cases exhibi t  o ther  def ic ienc ies  such as exuding u r  absorbing 
va te r  . 

Higher temperature carbon-graphites 

'Rie funct ional  dynamic sur face ,  the  s e a l  nose, must be lapped 
f l a t  t o  at  i e a s t  th ree  helium l i g h t  bands and have a good surface 
f i n i s h  ( .25k t o  ,508 micron (10 t o  23 microinches) !LA). Waviness 
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deviations from f l a t n e s s  w i l l  r e s u l t  i n  excessive f i lm  thickness  
and leakage. 

The primary element must be capable of moving a x i a l l y  and provide 
f o r  some angular misalignment. 
c u f e r e n t i a l  movement by a n t i r o t a t i o n a l  devices,  such as keys, 
p ins ,  tangs or a metal bellows. 
bellows allows a x i a l  movement and provides a seal  between t h e  
primary element and seal housing. 

The element i s  stopped from c i r -  

An i n t e r n a l  O-ring o r  metal 

3.2.2 Mating Surface Design 

3.2.2.1 Cyl indr ica l  Runners 

THE RUNNER OUTSIDE DIAMETER SHALL MEET RECOMMENDED 
ROUNDNESS AND SURFACE FINISH SPECIFICATION. 

The cy l ind r i ca l  runners used f o r  l i p  and c i rcumferent ia l  seais 
should be made from a hardened, corrosion-resis tant  o r  p l a t ed  
s tee l  with high thermal conductivity.  
runners should have: 

Generally, - l i p  seal 

1. Hardness of Rockwell C45 minimm, o r  grea te r .  

2. Surface roughness of .38 micron ( 1 5  nicroinches)  AA 
( ,254 t o  .508 micron (10-20 microinches) AA is a 
normal to l e rance ) .  

3 .  Surface t o  be plunge ground with no lead. 

4. Out-of-roundness l e s s  than 5.08 microns (200 microinches) 
with number of lobes t o  be minimum prac t i ca l .  

Circumferential  s e a l  runners should have: 

1. Minimum hardness of Rockwell C55, a hard chrmium-plated 
surface recommended per  AMs 2406D. 

2. M a x i m u m  surface roughness of  .203 micron (8  microinches) 
AA. 

3. Surface f r e e  of t ape r .  

4. Out-of-roundness less than 12.07 microns ( 500 microinches ) 
with r-xnber of lobes t o  be minimum p r a c t i c a l .  

A l l  runners should be designed f o r  minimum dis tor t ior ,  a t  i n s t a l -  
l a t i o n  and s h a l l  be f r e e  of surface defects .  
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3.2.2.2 Face Seals  - Mating Rings 

THE MATING R I N G  SHALL BE CONSTRUCTED TO PROVIDE M I N I M U M  
CLAMPING DISTORTION OF THE SURFACE THAT FORMS THE PRIMARY 
SEAL. 

If clamping through the  mating r i n g  i s  des i red ,  then it i s  
recommended t h a t  t he  mating r ing  be of t h e  two-piece type con- 
s i s t i n g  of a clamping r i n g  t h a t  i s  f ixed  t o  the  s h a f t  and a 
seal r ing  t h a t  i s  loosely pinned o r  keyed t o  t h e  clamping r ing  
so t h a t  no clamping d i s t o r t i o n  w i l l  be t r ans fe r r ed  between r ings .  
An O-ring r a d i a l l y  loca t e s  the  s e a l  r i ng  t o  the  clamping r ing  
and provides an i n t e r n a l  seal. Both r ings  should be corrosion- 
r e s i s t a n t  , have high thermal conductivity , and have approximately 
the  same coef f ic ien t  of thermal expansion. The seal r i n g  matinp 
surface should be lapped f l a t  t o  a minimum of t h ree  helium l i g h t  
bands with a surface roughness of .io16 micron ( 4  microinches) 
AA maximum. Waviness of t h e  surface can cause excessive f i lm 
thickness and a Fumping ac t ion  i f  runout i s  present .  A chronium- 
p la ted  (AMS 2406D) s e a l  surface i s  i-ecommended i f  hdrdenable 
s t a i n l e s s  s t e e l  i s  not used. 

3.2.3 Case Design 

THE CASE SHALL SUPPORT THE PRIMARY SEAL ELEMENT AND EFFECTIWLY 
SEAL TO THE HOUSING BORE. 

The case s h a l l  be f ab r i ca t ed  from s t a i n l e s s  s t e e l  o r  a l ightweight 
a l loy .  The case should have s u f f i c i e n t  thickness t o  prevent gross 
d i s t o r t i o n ,  e spec ia l ly  with circumferent ia l  seals where the  case 
f lange serves  as a secondary sea l ing  surface.  Dis tor t ion  due t o  
press  f i t s  can be minimized 5y matching housing and case coe f f i c i en t  
of expansions o r  by using a loose fit with O-rings t o  seal a t  the  
case outs ide diameter. 

3.2.4 Loading Devices 

3.2.4.1 Lip Sea l  Loading 

THE SEAL SHALL BE LOADED TO PROVIDE INTIMATE CONTACT WITH 
THE RUNNER (OR SHAFT). 

The g a r t e r  spr ing is  required t o  maintain adequate l i p  Fressure 
on the  runner. To prevent excessive leakage during dynamic 
operat ion,  the  spr ing must maintain a l i p  load which w i l l  provide 
a t h i n  f i lm  thickness between the  l i p  and runner. 

With hydrodynamic s e a l s ,  t he  l i p  load can be reduced s i n c t  
dynamic sea l ing  is  accomplished by visco pumping ac t ion  of t h e  
h e l i c a l  grooves. The load required i s  determined by the  force 
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necessary t o  form a s t a t i c  seal. In  general ,  conventional l i p  
loads should be 87.5 t o  123 N/meter ( . 5  t o  . 7  l b / i n )  of circum- 
ference,  which usual ly  produces a contact width of .254 t o  .762 
mm ( ,010 t o  ,030 i n .  ) . 
70 N/meter ( .3  t o  . b  l b / i n .  ) of circumference. 

Hydrodynamic l i p  loads Phou ld  be 52.5 t o  

3.2.4.2 Circumferential  Sea l  Loading 

TYE SPRING LOADS SHALL P E W I T  THE PRIMARY ELEMENTS 'f0 OVER- 
COME RADIAL FRICTIONAL HANG-UF ON THE CASE FLANGE. 

The spr ing loads,  both a x i a l  and r a d i a l ,  should Se of s u f f i c i e n t  
magnitude t o  allow the  primary element bore t o  follow the  runner 
eccen t r i c i ty  without any f r i c t i o n a l  hang-up caused by the  a x i a l  
load. 
against  the case web t o  f c rn  an i n t e r n a l  s o a l  and i s  i n  t h e  range 
of 70 N/meter ( . 4  l b / i n . )  of circumference. 

The a x i a l  load is  required t o  seal t h e  primary element 

The r a d i a l  g a r t e r  spring tension load f o r  transmission seals i s  
usual ly  two times grea te r  than loads used f o r  gas f i l m  seals 
because the  higher v iscos i ty  o i l  increases  hydrcdynamic l i f t  and 
i s  i n  the  range of 17.5 t o  35.0 N/meter (.1 t o  . 2  l b / i n . )  of 
c i rxmference .  

3.2.4.3 Face Seal  Loads 

1'HE LOAD SHALL KEEP TKE SEAL SURFACES I N  INTIMATE CONTACT 
THROUGHOUT THE OPERATING RANGE 

A spr ing load producing a face pressure of 6.89 t o  20.7 N / c m  
(10 t o  30 p s i )  should 3e used. The spr ing s t i f f n e s s  should be 
low enough t o  permit a deviat ion of spr ing height  due t o  axial 
tolerance of t he  assembly and wear. 
can be used f o r  most appl icat ions;  
lower spr ing  r a t e s .  
the  secondary s e a l  function, can be used i n  p la re  of c o i l  spr ings.  

2 

In  general ,  wa"e washers 
however, c o i l  springs provide 

A welded s e t a l  bellows, which also provides 

The spr ing load must be of s u f f i c i e n t  magnitude t o  prevent face 
separat ion due t o  secondary seal f r i c t i o n  coupled with a x i a l  
ruqout . 

3.2.5 Secondary Sealing Elements (Face Seals 

THE SECONDARY SEAL ELEMENT SHALL PFOVIDE ZERO INTERNAL 
LEAKAGE WHILE ALLOWING THE PRIMARY ELEMENT AXIAL AND ANGULNi 
FREEPOM . 

Face sea l s  can use elastomeric elements i n  many appl icat ions 
s ince fluoroelastomers maintain t h e i r  physical  p roper t ies  up t o  477 K 
(40O0F). The more expensive metal bellows type i s  used where e1astor;;er 



degradation i s  expected t o  be excessive.  

With elastomeric secondary seals, p a r t i c u l a r  a t t e n t i o n  must be paid 
to the  r a d i a l  squeeze between t h e  primary carbon-graphite element 
and the  case. Excessive squeeze w i l l  cause f r i c t i o n a l  hang-up of t h e  
primary element and possible  separat ion of t h e  primary seal. 
inadequate squeeze, i n t e r n a l  leakage pas t  t h e  secondary s e a l  w i l l  
occur. 
changes i n  r a d i a l  squeeze due t o  elastomer sxL?21. 

With 

It is a l s o  recommended t h a t  a t t e n t i o n  be given t o  possible  

3 . 2 . 5  Environmental Exclusion Devices 

FOR OPERATION I N  EXTERNAL ENVIRONMEN’IS HA-VING A H I G H  CON- 
CENTRATION OF AIRBORNE DEBRIS, THE SEA’, ASTEMBLY SHALL HAVE 
D I R T  EXCLUSION DEVICES TO PROTECT THE PRF‘ARY SEAL. 

The following i s  t h e  recommended p rac t i ce  f o r  each seal  type: 

1. Lip seals - Environmental exclusion is accomplished by a 
wiper seal o r  a dust l i p  molded i n t e g r a l  with the  primary 
l i p .  

2. Face seals and circumferent ia l  seals - Environmental 
exclusion is  provided by an absorbent packing. 
should be at tached t o  the  seal case and e a s i l y  removable. 

The packing 

3.2.7 Ring Type Seals  

MULTIPLE-ELEMENT RING SEALS SHALL BE USED I N  HIGH-SPEED APPLICATIONS 
TO PROVIDE M I N I M J M  HEAT GENERATION. 

A minimum of th ree  r ings  should be used t o  cont ro l  leakage. 
piece s t r a i g h t  gap duc t i l e  i r o n  r ing  o f fe r s  t he  lowest cos t .  The 
two-piece Teflon-shrouded step-gap d e s i p  should be considered i f  
excessive leakage occurs with t h e  s t r a i g h t  gap design. 

The one- 

Both s leeve and c a r r i e r  material should have similar coe f f i c i en t s  of 
thermal expansion and be preferably a hardened 400 series s t a i n l e s s  
s t e e l  o r  a p l a t ed  standard s teel .  
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GLOSSARY 

Defini t ion Symb o l  

a 
C 

a 

b 

0 

hs 

P 

S 

A 

*d 

e A 

Ah 
B 

cc 

cV 

D 

Da 

E 

F 

H 

I 

L 

ne t  area i n  which the  sea led  pressure a c t s  t o  c lose  t h e  seal ,  
m2 

area of primary seal, m2 

pressure balance,  nondimensional 

cons5ant of  acce lera t ion ,  9.8 m/sec2 

Seam length o r  e f f e c t i v e  l i p  length ,  cm 

f l u i d  head, m 

l i p  opening pressure , newtons/cm2 

hoop stress i n  t h e  l i p  element, cewtonr/cm2 

drainage area, m 2 

2 area normai t o  flow d i r ec t ion ,  c m  

wetted area of the  sea l ing  face ,  m2 

e f f ec t ive  hoop area of l i p  element, cm2 

seal l i f e  constant 

conwact ion coe f f i c i en t ,  nondimensional 

ve loc i ty  coe f f i c i en t ,  nondimensional 

mean diameter of r e l a t i v e  motion of t h e  primary seal o r  shaft 
diameter, m 

permeabili ty,  darcys 

Young's modulus or apparent modulus , newtons/cm2 

normal. force on seal sur faces ,  newtons 

f i l m  thickness ,  9 

moment of i n e r t i a  of beam por t ion  of the seal element, cm 4 

flow path length,  cm 

beam load, newtons 



M 

N 

'd 

'e 

P 
P 

'r 

Q 

S 

T 

6 

5 

w 

load due t o  l i p  in te r fe rence  and spr ing  tens ion ,  newtons 

t o t a l  radial load,  newtons 

s e a l  l i f e ,  h r  

f r i c t i o n  torque, newtons x mm 

speed, rpm 

pressure drop, a t m  

energy d i s s ipa t ion  

beam load, newtons 

radial l i p  load, newtons 

lubr icant  flow, m3/sec 

s l i d i n g  speed, meters per minute 

spr ing  tension,  newtons 

l i p  angle ,  rad 

def lec t ion  of t he  l i p  element, cm 

coe f f i c i en t  of 

f l u i d  v i scos i ty ,  cent ipoises  

angular ve loc i ty ,  rad/hr 

f r i c t i o n  i n  dry sliding 
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