
POST FASTENING DETAIL SINGLE-SPAN BRACE ASSEMBLY

SINGLE BRACE DOUBLE-SIDED PULL ASSEMBLY

DOUBLE-SPAN BRACE ASSEMBLY

NOTES:

8'-0"x4"(2438 mm x 102 mm)

DIRECTION OF PULL

8'-0"(2438 mm)  

END POST
1" (25 mm) LEAN

GUIDE WIRE

TWO COMPLETE WRAPS
12 1/2 GA. HIGH TENSILE

8'-0" x 5"(2438 mm x 127 mm)
BRACE POST (NO LEAN)

HORIZONTAL BRACE
3/8"x 9" (10 mm x 229 mm) 
STEEL BRACE PIN

TIE CRIMP

STEEL BRACE PIN
3/8" x 9" (10 mm x229 mm) 
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8'-0"(2438 mm) MIN.

DIRECTION OF PULL

9"(229 mm) BRACE PIN

8'-0" x 4" (2438 mm x 102 mm) 

4"(102 mm) BRACE PIN

STICK

8'-0"(2438 mm) POST
(NO LEAN)

1"(25 mm) LEAN 2"(51 mm) LEAN

8'-0"(2438 mm) POST

2 WRAPS

1 1/2" x 2" x 24" (38 mm x 51 mm x 610 mm)

9"(229 mm) BRACE PIN

5" (127 mm) DIA. POST

4"(102 mm) DIA. BRACE POST

6"(152 mm) DIA. POST

1 1/2"x2"x24"

4"(102 mm) DIA. BRACE POST

5"(1217 mm) DIA. POST

SEE POST FASTENING

1. SINGLE SPAN BRACE ASSEMBLY MAY BE USED ON SYSTEMS  OF WIRES OR LESS.

2. FOR ALTERNATE SYSTEM:

  B. TO AVOID SCUFFING OF BRACE WITH LINE WIRES, IT MAY BE NECESSARY TO
     SECURE LINE WIRES TO BRACE.
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TWITCH STICK

TWITCH

TENSILE WIRE

TWITCH STICK

HIGH TENSILE WIRE

ALTERNATE SYSTEM BRACE ASSEMBLIES
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8"x 8" PLATE
8"x 12" PLATE

24"(610 mm) MIN.
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A. DIMENSIONS APPLY TO BOTH 2" (51 mm) DIAMETER END & CORNER POSTS.
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8'-0" x 6" (2438 mm x 152 mm) POST

(AT END OF GATE POST)

2"(51 mm) FIBERGLASS POST

2"(51 mm) FIBERGLASS POST
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(25 mm-51 mm)

(203 mm x 305 mm)
(203 mm x 203 mm)

3. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.


